GENERICA

PO3ETKA HACTEHHAA4 NTHOPOPMALIMOHHA4A
U ADAMTEP MPOXOOHOW

KpaTKkoe pyKOBOACTBO Mo 3KCMyaTauum
CS2.G.0011

EI']  OcHoBHble cBeneHus 06 nspenum
PoseTka HacTeHHasi nHpopMaLMoHHas (aanee — po3eTka) 1 agantep

npoxogHou (Aanee — agantep) ToBapHoro 3Haka GENERICA npepgHasHayeHbl Ans
NOAKIHOYEHUS K MH(OPMALMOHHO CETU KOHEYHOTO nonb3oBaTensi/aboHeHTa
Ha pabouymnx mecTax.

ApanTtep npefgHasHayeH ANns yBenuyeHns AnuHbl kabens.

M3nenus cooTBETCTBYIOT TPEGOBAHUAM TEXHUYECKOTO pernameHTa
TP EASC 037/2016.

TexHU4yeckue aaHHble

OCHOBHbIE TEXHUYECKME XapaKTepUCTUKI PO3ETKM NpuBeAeHbI B Tabnuue 1.

OcCHOBHbIE TEXHUYECKNe XxapaKTepucT1kM aganTtepa npusegeHsl B Tabnuue 2.

[abapuTHble U yCTaHOBOYHbIE pa3Mepbl PO3ETKW 1 afanTtepa npefcTaBneHbl
Ha pucyHkax 1-5.

KoMnnekTHOCTb
KomnnekT noctaBku npefcTasneH B Tabnuue 3.

Mepbl 6e30nacHoOCTU
PaboTbl Mo MOHTaXy U3genuii AoMmKHbI NMPOM3BOAUTLCS KBANUMUUMPOBAHHBLIM
nepcoHarnoMm.

MpaBuna MOHTaXa U 3KCrJlyaTaumm

MoHTax 1 akcnnyartaums po3eTku 1 agantepa AOMKHbI OCYLLECTBNATLCA Npu
Temnepatype oT muHyc 10 °C go nntoc 60 °C.

OKpaHMpOBaHHbIE N3AENMs UCNONb3YTCH BMECTe C 9KpaHMPOBaHHbLIM
kabenem COOTBETCTBYIOLLEN KaTeropum.

Mopsinok MoHTaxa po3eTKu.

CHSITb NULIEBYIO NaHENb PO3ETKM U KPbILLKY OCHOBaHMUS.

YaanuTb BHeLWHo usonsumio LAN-kabens cneumansHbIM MHCTPYMEHTOM
Ha AnuHe ot 30 o 40 mm. Mpu HanuymMK yaoanuTb pasgenutens nap. Ecnv kabenb
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3KpPaHMPOBAHHbIN, TO pa3BepHYTb Ponbry (3KpaH) U 3arHyTb €e BHU3 Ha BHELLHIOW
nsonsumio. HakpyTute Ha donbry ApeHaxHbI NpoBoA, KOTOPbI obecnevnBaeT
BNEeKTPUYECKYH0 HENPEPbLIBHOCTL 3KpaHa.

3aBecTu *unbl LAN-kabens Ha KOHTaKTbl PO3ETKN B COOTBETCTBUM C LIBETOBOW
MapK1poBKOW 1 BbiGpaHHbIM cTaHgapTom (T568A nnu T568B). CHuMaTh M3onsumo
Xun He TpebyeTcs.

BHUMAHUE
Heo6xoaMMo coxpaHATb LeNoCTHOCTL NOBMUBA Nap.
HonyckaeTcs Mcnonb3oBaHNE UCKITIOYMTENBHO CMELIMHCTPYMEHTA
ANA 3aAenKn Xun.

C nomolLLbio creyuansHOro MHCTPYMeHTa Ans 3aAernku noovepenHo 3abutb
XKUMbl B KOHTAKTHbIA MOAYIb.

Ob6pesaTb cBOOOAHbIE KOHLbI 3a4€NaHHbIX XU NCKIIYUTENBHO
cneumanbHbIM MHCTPYMEHTOM, 6o Gokopesamu.

Mcnonb3oBaHue Noboro MHOro pexyLLero MHCTPYMeHTa MOXeT NPUBECTU
K NOBPEXAEHNIO [OPOXKEK N KOHTAKTOB, YTO NULLIAET rapaHTUM OT U3TOTOBUTENSI.

MpumeyaHne — VIHCTpyMEHT ANs 3afenkvu MOXeT cogepxaTb YyCTPONCTBO ANns
aBTOMaTUYECKON 0BpesKu Xur.

BadukempoBaTtb LAN-kabenb xomyTamu, yaoCTOBEPMBLLUCH B OTCYTCTBUN
HaTsbkeHUs (Npy Hanu4um).

YCTaHOBUTL NNLIEBYIO NaHeNb Ha OCHOBAHWE PO3ETKMN U HAAEXHO 3aKpbITb ee
[0 LLenyka.

3aKpenuTb po3eTKy Ha CTEHE C MOMOLLIbIO ABYXCTOPOHHEN KMENKOWN NEeHTbI Unn
camopes0B, BBMHYMBaEeMbIX B NnacTukoBble Ato6Genu, 3apaHee yCTaHOBNEHHbIE
B CTEHY.

Mopsiaok MoHTaxa apanTepa.

CHSATb N1LieBYI0 NaHernb aganTepa.

YaanuTe BHeLwHioto nsonaumio LAN-kabens cneuuanbHbIM MHCTPYMEHTOM Ha
anvHe ot 30 go 40 mm. Mpu Hanuuuy yaanuTb pasgenutens nap. Ecnv kabenb
3KPaHVPOBAHHbIA, TO pa3BepHyTb Porbry (3KpaH) 1 3arHyTb €e BHWU3 Ha BHELLHIO
nzonsaumio. HakpyTTb Ha dhonbry ApeHaxHbI NpoBoA, KOTOpbI obecneynBaet
BIEeKTPUYECKYIO HENPepbIBHOCTbL dKpaHa.

3aBecTu xunbl LAN-kabens Ha KOHTaKTbl agantepa B COOTBETCTBUM C LIBETOBOW
MapKMPOBKOWA U BbIGpaHHbIM cTaHaapToM (T568A nnu T568B). CHUMaTh M3onaumio
Xun He Tpebyertcs.

BHUMAHUE
Heo6xoavMMo coxpaHATL LeNoCTHOCTL CBUTUA nap.

C NOMOLLbIO MHCTPYMEHTa Ans 3aerki MoodepeHo 3abuThb XKurbl B KOHTAKTHBINA
MoAyrb.

O6pe3aTb cBOOOAHbIE KOHLIbI 3afenaHHbIX XuI.
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MpumeyaHne — MIHCTpyMeHT Ans 3aferikn MOXeT coaepxarb YyCTPONCTBO Anst
aBTOMaTU4ECKOW 0OPe3KM XK.

BacukenposaTtb LAN-kabernb xoMyTamu, yaoCTOBEPUBLLUCH B OTCYTCTBUU
HaTsXKeHUs (NpU Hanu4nw).

YcTaHOoBWTb NULIEBYIO NaHerNb Ha OCHOBaHWe afjanTepa U HafgeXHo 3akpenuTb
C MOMOLLbIO BUHTA.

TexHU4yeckoe OGCHy)KVIBaHMe
PoseTka 1 agantep He TpebytoT 06CnyXMBaHWS B MPOLIECCe SKCMITyaTauuu.

TeKyLwmnmn peMoHT
PoseTka 1 aganTtep ABNATCA HEPEMOHTONPUIrogHbIMU U3OENNAMU U B Cly4yae
BbIXO4a U3 CTPOS nocrne UctevyeHnsa FapaHTVIVIHOFO CpOKa noanexart yTunumsaumn.

TpaHcnopTUpoOBaHMe, XpaHEHUE U YTUNU3aLUA
TpaHcnopTMpoBaHue U3aenuin AonyckaeTcsl B yNakoBKe U3roTOBUTENS MioBbiM
BMAOM KpbITOrO TpaHCcnopTa, 06ecnevvBatoLLmMM NpeaoxXpaHeHne ynakoBaHHOMo
n3genus oT MexaHW4eckyx NoBpexaeHui, npu Temnepatype ot muHyc 30 °C go
nntoc 50 °C.

XpaHeHue n3genuin ocyLLECTBSIETCS B YNaKoBKe U3rOTOBUTENS B MOMELLEHUSIX
C €CTeCTBEHHOW BEHTUNALMEN U NPV OTCYTCTBUM B BO3AYXE KUCIOTHBIX, LLEMOYHbIX
1 OpYrMX XMMUYECKW aKTUBHBIX NpUMeceii. Temneparypa oOKpyXatoLLEero Bo3ayxa
oT MuHyc 40 °C go nntoc 70 °C. BepxHee 3HayeHne 0THOCUTENBHOWN BNaXXHOCTH
Bo3sayxa 98 % npu 25 °C.

YTunusauus usfenuii npouseoauTcs NyTéM nepeayv B creLmanu3MpoBaHHble
opraHusaLmu no nepepaboTke BTOPCHIPbS.

CpOK Cny)KGbl U rapaHTUu UuarotoButensd

M3HococTOMKOCTb po3eTku — 750 LMKIOB NOAKMHYEHNS.

Cpok cnyx6bl nagenuin — He MeHee 15 net. o ncteveHun cpoka cryxobl
nsgenve yTunmampoBsarb.

[apaHTWUIHBIA CPOK 3KcnyaTauum uagenuii — 1 rog co AHs NPoAaxu npu
ycnoBuu cobrofeHns noTpebutenemM npaBun sKCnnyaTaumm, TPaHCNIOPTUPOBaHMS,
XpaHeHuns:.
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En Basic product data
Wall-mounted registered jack (hereinafter referred to as — RJ) and Thru
Adapter (hereinafter — adapter) of GENERICA trademark are designed to connect
to the information network the end user / subscriber at the workstations.
The adapter is designed to increase the cable length.

Technical data

The main technical characteristics of the RJ are given in table 1.

The main technical characteristics of the adapter are given in table 2.

Overall and mounting dimensions of RJ and adapter are shown in the
figures 1-5.

Completeness of set
The scope of delivery is shown in the table 3.

Safety precautions
Works on the installation of products should be carried out by qualified
personnel.

Rules for installation and operation

Mounting and operation of products should be carried out at temperatures
from minus 10 °C to plus 60 °C.

Shielded products are used in conjunction with shielded cable of the
appropriate category.

RJ installation order.

Remove the front panel of RJ.

Remove the outer insulation of the LAN cable with a special tool at a length of
30 to 40 mm. If present, remove pair separator. If the cable is shielded, then unfold
the foil (screen) and bend it down onto the outer insulation. Wind the drain wire
around the foil to provide electrical continuity of the screen.

Insert the cores of the LAN cable onto the contacts of RJ in accordance with
the color coding and the selected standard (T568A or T568B). It is not necessary to
remove the core insulation.

ATTENTION
It is necessary to preserve the integrity of the pair's twisting.
Only special tools are allowed for sealing the wires.
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Use a special tool to seal the wires into the contact module one by one.

Cut the free ends of the sealed wires using only a special tool or pliers.

Using any other cutting tool may damage the tracks and contacts, voiding the
manufacturer's warranty.

Note — The punch down tool may contain an automatic strand cutter.

Fix the LAN cable with clamps, making sure that there is no tension (if available).

Install the front panel on the RJ base until it clicks.

Fix the RJ on the wall using double-sided adhesive tape or self-tapping screws
screwed into plastic dowels pre-installed in the wall.

Adapter installation order

Remove the front panel of adapter.

Remove the outer insulation of the LAN cable with a special tool at a length of
30 to 40 mm. If present, remove pair separator. If the cable is shielded, then unfold
the foil (screen) and bend it down onto the outer insulation. Wind the drain wire
around the foil to provide electrical continuity of the screen.

Insert the cores of the LAN cable onto the contacts of adapter in accordance
with the color coding and the selected standard (T568A or T568B). It is not
necessary to remove the core insulation.

ATTENTION
The integrity of the pair twisting should be maintained.

Using punch down tool, jam the cores one by one into the contact module
(terminating with a tool).

Cut free ends of terminated cores.

Note — The punch down tool may contain an automatic strand cutter.

Fix the LAN cable with clamps, making sure that there is no tension (if
available).

Place the front panel on the adapter base and fix securely with the screw.

Maintenance
Products do not require maintenance during operation.

Current maintenance
RJ and adapter are non-repairable products and in case of failure after the
warranty period has expired, they should be disposed of.
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Transportation, storage and disposal

Transportation of products is allowed by any kind of covered transport in the
manufacturer's package, which ensures the protection of the packed product from
mechanical damage, at temperatures from minus 30 °C to plus 50 °C.

Products are stored in the manufacturer's packages in rooms with natural
ventilation and in the absence of acid, alkaline and other chemically active
impurities in the air. Ambient temperature is from minus 40 °C to plus 70 °C. The
upper value of the relative air humidity is 98 % at 25 °C.

Disposal of the products is carried out by transferring to specialized
organizations for the processing of recyclable materials.

Service life and manufacturer's warranties

Endurance of RJ — 750 connection cycles.

The service life of products is at least 15 years. Dispose the product at the end
of its service life.

Warranty period of operation of the product is 1 year from the date of sale, if
the consumer observes the rules for operation, transportation and storage.

Tabnuua / Table 1

HavmetoBarue nokasatens / Parameter 3HayeHue ans posetku / Value for RJ

denomination CS2-3003U-] CS2-1C5EU-] CS2-1C5EU-] CS2-1C5EF-] CS2-1C5EF-
12G 12-G 2G 12-G -

MakcumanbHbiii Tok, A / Maximum current, A | 1,5

HomuHanbHoe paGoyee Hanpsixexue, B / 48

Rated operating voltage, V

Kareropus / Category 3 5e

Monoca nponyckatus, My / Bandwidth, MHz | 1-16 1-100

Konuyecteo noptos / Number of ports 1 ‘ 2 1 3

Tun pasbémos / Connector types 6P4C 8P8C (RJ-45)
(RJ-12)

Cxema nopknioyeHns nposoaHukos / Wiring | T568A/B

diagram of conductors

Tun koHTakToB / Contact types Dual IDC

VcnonHenue / Version UTR FTR

Martepwan sawutHoro akpaHa / Material of - LInHK ¢ HukeneBbIM

shield nokpbiTem / Nickel plated

zinc
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Mpopomkenune Tabnuubl / Continuation of table 1

HaumeHosaHue nokasatens / Parameter
denomination

3HayeHue ans posetku / Value for RJ

CS2-3C03U-| CS2-1C5EU-| CS2-1C5EU-
12-G 12G 2-G

CS2-1C5EF-| CS2-1C5EF-
12-G 22-G

Martepuan kopnyca / Case material

ABC-nnacTuk, He nogaepxusatoLyii roperne no UL94 V-0 /
Flame retardant ABS-plastic according to UL94 V-0

Martepuan neyatHoit nnatsl / PCB material

2-crioiiHoe CTeknoBonokHo (FR-4) TonwmHoi 1,6 mm / 2-layer
fiberglass (FR-4) 1,6 mm thick

Marepuan kopnyca passemos IDC / IDC
connector case material

ABC-nnacTuk, He nopaepxusatoLyii roperne no UL94 V-0 /
Flame retardant ABS-plastic according to UL94 V-0

Marepuan kopnyca passemos RJ / RJ
connector case material

CTekronnacTukoBblit nonubyTunexTepedtanar / Fiber glass
polybutylene terephthalate

Martepuan koHTakToB pasbemos / Connector
contact material

docdopuctas 6poH3a ¢ Hukenesbim nokpbiTvem / Nickel plated
phosphor bronze

Tonu.wa MOKPbITUS KOHTAKTOB 30/10TOM, MKM /
Thickness of gold coating of contacts, um

3(3u)

KoHTakTHoe CONPOTUBIIEHE KOHTAKTOB
pasbémos RJ, MOm / Contact resistance of RJ
connector contacts, mOhm

20

KoHTaKTHOE ConpoTUBrEHi e KOHTaKTOB
pasbémos IDC, MOm / Contact resistance of
IDC connector contacts, mOhm

25

[inameTp nposogHukos, Mm / Conductor
diameter, mm

0,405 - 0,644 (22-26 AWG)

Moapepxka TexHonorum PoE / PoE support

4 knacc (30 BT Ha nopr) / 4th class (30 W per port)

Conpotuenerue usonsumn, MOm / Insulation
resistance, MOhm

500

[lnanekTpuyeckas NPOYHOCTb u3onsumu, B /
Dielectric strength of insulation, V

1000 (npw 60 1y) / 1000 (at 60 Hz)

Yeunue ynepxanus pasbéma, H / Connector
holding force, H

50 B Teuenne 1 muH / 50 within 1 minute

LiseT kopnyca / Case colour

Benbii/White

PucyHok / Figure

1 2 3 2 3
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Tabnuua / Table 2

HanmerosaHue nokasatens / Parameter denomination

3Havehve ans apantepa / Value for adapter

CS80-1C5EU-G CS80-1C5EF-G

MakcumanbHbIi Tok, A / Maximum current, A 15

HomuHanbHoe paboyee Hanpsikerve, B / Rated 48

operating voltage, V

Kareropusi/Category 5e

lMonoca nponyckanus, My / Bandwidth, MHz 1-100

Tun apantepa / Adapter type IDC-IDC

Tun konTakToB / Contact types Krone IDC

Cxema nogkntouerns nposoaHukos / Wiring diagram of | T568A/B

conductors

Vcnontxerve/Version UTR FTR

Matepuan 3awuTHoro akpaxa / Material of shield

- LIHK ¢ HukeneBbiM
nokpsiTuem / Nickel plated
zinc

Matepuan kopnyca / Case material

ABC-nnactuk, He noaaepxvBatoLyyit roperme no UI94
V-0 / Flame retardant ABS-plastic according to UL94 V-0

Marepuan neyatHoit nnatel / PCB material

2-CroliHoe CTeknoBomnokHo (FR-4) TontwmHoi 1,6 MM /
2-layer fiberglass (FR-4) 1,6 mm thick

Marepuan kopnyca pasbemos / Connector case material

CreknonnacTukoBblit nonnbyTunentepedtanar /
Fiber glass polybutylene terephthalate

Marepuan koHTakToB pasbemos / Connector contact
material

docdopuctast GpoH3a ¢ HUKENEBbIM MOKPbITUEM /
Nickel plated phosphor bronze

KoHTakTHoe conpoTtuenenue koHtakTtos IDC, MOm /
Contact resistance of IDC contacts, mOhm

25

[wameTp nposoaHukos, MM / Diameter of conductors, mm

0,405-0,644 (22—26 AWG)

Moanepxka TexHonorum PoE / PoE support

4 knacc (30 Bt Ha nopr) / 4th class (30 W per port)

Conpotuenenue uzonsuumi, MOM / Insulation resistance,
MOhm

500

[lnanektpuieckas npodHocTb 3onsumu, B / Dielectric
strength of insulation, V

1000 (mpu 60 M1y) / 1000 (at 60 Hz)

LigeT kopnyca / Case colour

Benblit/White

PucyHok/Figure

4 E
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Tab6nuua / Table 3

HavnmerosaHue / Konuyectso, wr., / Qty, pcs.
Denomination

Wapnenve / Product

o \

428 50,0

PucyHok / Figure 1 — Posetka / Jacks CS2-3C03U-12-G

454

]

492 655

252

PucyHok / Figure 2 — PogeTkw / Jacks CS2-1C5EU-12-G, CS2-1C5EF-12-G

i ran

265

62 -

PucyHok / Figure 3 — PoseTkw / Jacks CS2-1C5EU-22-G, CS2-1C5EF-22-G
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26,0

35,7

65,7

PucyHok / Figure 4 — Anantep / Adapter CS80-1C5EU-G

240

66,0

PucyHok / Figure 5 — Anantep / Adapter CS80-1C5EF-G

M3naHue / Version 4

HNnC



