GENERICA

KPOHLWTEMH AHKEPHbIN TUMA KAM-1500

KpaTkoe pyKOBOACTBO MO 3KC/lyaTaumum
UKA.KAM.G.001.2

Em OcHoOBHble cBeaeHUsa 06 uspenum

KpoHwTeinH aHkepHbln Tna KAM-1500 (aanee — KpOHLUTENH)
ToBapHoro 3Haka GENERICA npefHasHayeH Ans KpenneHus 3axnuMon
mMarucTpanbHbIX U aBOHEHTCKUX NuHUIA BT, BbINONHEHHbIX CAMOHECYLLMMU
nsonuposaHHbIMK nposogamu (CUIM) n BI1, BEINOMHEHHbLIX CAMOHECYLLMU
HeusonupoBaHHbIMY npoBoaamu (CHI), Ha AepeBsAHHbIX, XENe306eTOHHbIX
1 MeTanmmMyecknx onopax, a Takke Ha CTeHax 34aHUI 1 COOPYXEeHUI.

YcnoBusi akcnnyaTaumm KpOoHLLTenHa:

- pabouuii AranasoH Temnepatyp oT MuHyc 60 fo nntoc 55 °C npu
OTHOCUTENBbHOWM BNaXHOCTN Bo3ayxa Ao 95 %. [onyckaeTcs akcnnyaTtaums
KPOHLUTEHa Npy TemnepaType okpyatoLlei cpeapl Ao nntoc 80 °C
N OTHOCUTENbLHON BnaxHocTn 60 %;

— BUA Knumatuyeckoro mncnonHexus no NOCT 15150 — YXI1.

Mepbl 6e30MacHOCTU
BHUMAHUE
[o Hayana pa6oT NpUHATL Mepbl 6e30MacHOCTH, UCKIoYatoWwme MoHTax BITU
n (unu) BIl noa HanpsxxeHMem/noTeHUManom.

KpoHLWTEVH peMoHTY He noanexuT. [pu BbiIxoae U3 CTPOW KPOHLLTENH
NOANEXUT yTunusauum. Mo ncreveHun cpoka cry6bl KPOHLLTENH NOANEXUT
yTunusauum.

MpaBuna MOHTaXa

MonTax BN n(unun) BN gomkeH npov3BoamTb KBanuuumpoBaHHbI
nepcoHan, NpoLueALwmnii obyyeHne B cneuyanu3MpoBaHHON opraHusaumm
C NpVCBOEHMEM rpynnbl No anekTpobeaonacHocTn He Huxe |1l go 1000 B npu
Temneparype okpyxxatoLuei cpeapl He MeHee MuHyc 10 °C.

Mpu MoHTaxe crieayeT NPeAnpUHSATL Mepbl, UCKMoYatoLLyie BO3MOXHOCTb
nafeHnst KPOHLLUTENHA C BbICOTbI.

Bo Bpems MOHTaxa He [onyckaTb YAapoB MO KPOHLUTEVHY MOMOTKOM WM
APYTMMU MaccuBHBIMU METanIM4Yeckvmmn npeameTamu.

KoMnnekTHocTb

B KoMnnekT nocrasku BXOOUT:
— KpOHLITENH — 10WT,;

= nacnopTt — 1 3K3. Ha ynakoBKy.
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TpaHCNopTUpPOBaHUE, XPaHEHUE U yTUNU3aumsa

TpaHcnopTMpoBaHWe KPOHLLTEHHa AOMKHO NPOU3BOAUTLCS B 3aKPbITOM
TpaHcnopTe B yNakoBKe M3roTOBUTENs B COOTBETCTBUM C NpaBuiamu,
[EeNCTBYIOLLIMMU Ha KOHKPETHOM BUAE TpaHcnopTa, Npu TemMnepatype
oKpy»atoLero Bozayxa ot muHyc 50 go nntoc 50 °C n oTHOCUTENBHOM
BriaxkHoctn 75 % npu 15 °C. YcrnoBusi TpaHCNOPTMPOBaHUS B YacTy BO3AENCTBUSA
MexaHuyeckmx caktopos no rpynne C n X no MOCT 23216.

XpaHeHue KpoHLLTENHA OCYLLECTBMSIETCS TOMNbKO B YNaKOBKE U3rOTOBUTENS
B MOMELLEHNSIX C eCTECTBEHHOWN BEHTUNSILMEN NpU TemnepaType oKpyXatoLero
BO3ayxa oT MuHyc 60 Ao nntoc 80 °C 1 OTHOCKTENbBHOW BNaxHOCTN 75 % npu
15 °C, ponyckaeTcst XxpaHeHne npu oTHocuTenbHom BnaxHocTn 100 % npm 25 °C.

Mpwn TPaHCNOPTUPOBAHWUMN U XPaHEHUM KPOHLLTEWHBI B YMAKOBKE [OSKHbI
6bITb YNOXEHbI Ha AepeBsHHbIE NOAAOHBI UMW Ha CyXue U POBHbIE MOBEPXHOCTU.
[lonyckaeTcst xpaHeHUe 1 TPaHCNoPTUPOBaHNE YNakoBaHHbIX KPOHLLTEHOB 6e3
ncnonb3oBaHus nogaoHoB. MonaaaHve nog wrabens NOCTOPOHHUX NPEAMETOB,
BOAbI 1 roptoYe-CMa3oyHbIX MaTepuarnoB He JoMnycKaeTcs.

B npouecce TpaHCMOPTMPOBAHUSI U XPaHEHUS KPOHLUTENH He JOMKEH
nofBepratbCs BO3AENCTBUSM MEXaHUYEeCKUX Harpysok, yaapoB, BOAb! U MPSMOro
COMNMHEYHOro cBeTa.

[ns yTunusaumm caatb KPOHLUTENH B CrieLmanianpoBaHHyio opraHusaumio
no npuémke 1 nepepaboTke BTOPChIPbS.

CpoOK cny)X6bl U rapaHTUU U3BroTOBUTENA

[apaHTUIHBIN CPOK IKCMyaTaumy KpoHLLUTeHa — 6 net, npu cobnogeHnm
noTpebutenem npaBun 3KCMnyaTaLuum, MOHTaxa, TPaHCNOPTUPOBAHUS U XPaHEHUS!.

Cpok cny6bl KpoHLWTENHa — He MeHee 40 neT.

En Basic product data
The KAM-1500 type anchor bracket (hereinafter referred to as the

bracket) of the GENERICA trademark is designed for attaching clamps of main and
drop overhead power lines made of self-bearing isolated wires (SIW) and overhead
power lines made of self-bearing bare wires (SBW) on wooden, reinforced concrete
and metal poles as well as on building and structure walls.

Operating Conditions:

- the working temperature range is from minus 60 to plus 55 °C with relative
air humidity of up to 95%. The bracket can be operated at ambient temperatures
of up to plus 80 °C and relative humidity of 60%.

- climatic category — NF1.
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Safety measures
ATTENTION
Before starting work, take safety measures to prevent installation of
overhead power lines made of self-bearing isolated wires and (or) of
self-bearing bare wires under voltage/potential.

The bracket is not subject to repair. If the bracket fails, it must be disposed of.
Upon expiration of its service life, the bracket must be disposed of.

Installation rules

Installation of overhead power lines made of self-bearing isolated wires and
(or) of self-bearing bare wires must be carried out by qualified personnel who have
undergone training in a specialized organization with an electrical safety group
assignment of no less than Il up to 1000 V at an ambient temperature of at least
minus 10 °C.

Measures must be taken during installation to prevent the bracket from falling
from a height.

Do not strike the bracket with a hammer or other heavy metal objects during
installation.

Completeness of set

The delivery set includes:

- bracket — 10 pcs.;

- passport — 1 copy per package.

Transportation, storage and disposal

The bracket must be transported by covered transport in the manufacturer’s
packaging according to the rules applicable to the specific mode of transport,
at ambient temperatures from minus 50 to plus 50 °C and relative humidity of 75%
at 15 °C.

Storage of the bracket is only allowed in the manufacturer’s packaging in
premises with natural ventilation at ambient temperatures from minus 60 to plus
80 °C and relative humidity of 75% at 15 °C. Storage at relative humidity of 100%
at 25 °C is permissible

During transportation and storage the brackets in packaging should be placed
on wooden pallets or dry, flat surfaces. Storage and transportation of packaged
brackets without pallets are permitted. The presence of foreign objects, water and
lubricants under the stack is not allowed.

The bracket must not be subjected to mechanical loads, impacts, water or
direct sunlight during transportation and storage.

For disposal, hand the bracket over to a specialized recycling organization.
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Service life and manufacturer’s warranties

The warranty period of bracket operation is 6 years provided the consumer
complis with rules of operation, installation, transportation and storage.

The service life of the bracket is at least 40 years.
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