GENERICA

KJIEMMA CTPOUTEJIbHO-MOHTAXXHA4A
TUMA CMK

KpaTkoe pyKOBOACTBO MO 3KCr/lyaTaumm
UKZ.G.001.1

m OCHOBHble cBeieHUa 06 uspgenumn
Knemma ctpoutenbHo-moHTaxHasi Tuna CMK ToBapHOro 3Haka

GENERICA (nanee knemma) npegHasHadyeHa Ansi CoeAnHEeHUst OQHOXUIMbHbIX
1 MHOTOXWIbHbIX MPOBOAHUKOB 6€3 NCMOMb30BaHUA MHCTPYMEHTA B 3IIEKTPUYECKUX
CeTAX NepeMeHHOro 1 NOCTOSIHHOTO Toka. Knemmbl, 3a uckniodeHmem CMK 772
n CMK 773, npegHasHayeHbl Ans NOAKIYEHUs] MeAHbIX NPOBOAHVKOB,
knemmbl CMK 772 n CMK 773, npegHa3HayeHbl Ans NOAKIMOYEHUST MeAHbIX
1 antoMUHUEBbLIX NPOBOAHWUKOB.

Knemmbl CMK 224, CMK 222, CMK 228 sBnsitoTcst MHOropasoBbIMU. Knemmbl
CMK 772, 773 aBNstoTCSt O4HOPa30BbIMU.

B otBepctus knemm CMK 773-302, CMK 773-304, CMK 773-306
1 CMK 773-308 nomelleHa kBapLe-Ba3enMHOBasi nacTa, ynyyllaoLasi KOHTakT
1 3aluMLLaoLLast OT KOPPO3UK.

Knemma cooTBeTcTBYET Tpe6OBaHUAM TEXHUYECKOrO pernameHTa
TP TC 004/2011.

HopmanbHbie ycroBusi akcnnyaTauum Krnembl:

— TemnepaTypa okpyxatoLlei cpefbl oT MuHyc 25 °C go nntoc 85 °C
(ans knemm CMK 222);

— TemnepaTtypa okpy»atoLern cpegbl oT MuHyc 25 °C go nntoc 105 °C
(ans knemm CMK 224);

— TemnepaTtypa okpyxatowen cpeabl oT MuHyc 40 °C go nntoc 90 °C
(ons knemm CMK 228);

— TemnepaTypa okpyxatoLei cpefbl oT MuHyc 25 °C go nntoc 60 °C
(ans knemm CMK 772 n CMK 773);

— cpegHee 3HavyeHne OTHOCUTENbHOM BnaxHocTu He 6onee 90 % npu
Temnepatype 20 °C.

TexHn4YecKue gaHHble

TexHu4eckve AaHHble NpuBeAeHbl B Tabnuue 1-2.
KomnnekTHocTb npuBegeHa B Tabnuue 3.
[abapuTHble pasmepbl NpUBeAeHbl Ha pUcyHKax 1-5.
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Mepbl 6e30nacHoOCTU

MoHTax coeAMHEHWI C MOMOLLbIO KIEMMbI JOMKEH NPOU3BOANUTL
KBanMuULMpOBaHHLI NepcoHarn B COOTBETCTBUM C «[1paBunamm TeXHU4eckom
KCNnyaTauum aNeKkTpoycTaHOBOK NoTpebuTenein» n «MexoTpacneBbiMu
npaBuiamy no oxpaHe Tpyaa (npasBuna 6e30nacHOCTM) NpuW aKchnyaTaumum
ANEeKTPOyCTaHOBOK NoTpebuTeneii», npoLueawmii oby4eHne ¢ NPUCBOEHEM TpynMbl
no anekTpobesonacHoctu He Huxe Il go 1000 B.

3ANPELWAETCA
Mpoun3BoAUTbL MOHTaX (AeMOHTax) coeAUHEHUI NPOBOAHMKOB, HAXOAALMUXCS
noa HanpsiXkeHueMm.
Ucnonb3oBaTb KnemMy ¢ NOBpeXAeHUsiMU Kopnyca.

I'IpaBuna MOHTa)Xa U 3KCcnJiyaTaumm

MoHTax kneMmbl cneayeT NPOU3BOANTL B CrieaytoLlein nocneaoBaTenbHOCTM:

— KOHLIbl NPOBOAHVKOB, NoAnexalime cCoeaMHEHNI0, 0CBOBOAUTL OT U3oNsLMK
Ha anvHy 10 mMwv;

— NepeBecTn COOTBETCTBYIOLLMIA
pblyar KneMMbl B BEPXHEE MONOXeHNe
(Toneko anst CMK 222 n CMK 228);

— HaxkaTb Ha BEPXHIOIO KPbILLKY Kopnyc
KNEMMbI, CO CTOPOHbI KBaApPaTHOTO
oTBepcTust (Tonbko anst CMK 224);

— BCTaBWTb NPOBOAHWK A0 yropa
B COOTBETCTBYHOLLEE MHE3MO KIIEMMbI; CQ

— NepeBecTy pblyar B HKHee L !
nonoxeHwue (tonbko anst CMK 222
n CMK 228);

— OTMNYCTUTb BEPXHIOD KPbILLKY KNeMMbl, BCTaBUTb NPOBOAHWK B Kpyrioe
OTBEPCTME KNeMMbI ecrin 310 He BbIno npoBeaeHo 3apaHee (Tonbko Ans CMK 224).

Poiyar

[leMoHTax knemMMbl crieflyeT NpousBoauTb B CrieqytoLleit
nocrnefoBaTenbHOCTH:

— NepeBecTn COOTBETCTBYIOLLMIA pbl4ar KNneMmbl B BEpPXHEE MONoXeHue
(Tonbko anst CMK 222 n CMK 228);

— HaXkaTb Ha BEPXHIOI0 KPbILLKY KMEeMMbl, CO CTOPOHbI KBafpaTHOTO OTBEpPCTUS
(Tonbko anst CMK 224);

— focTaTh NPOBOAHWK W3 KNeMMbl;

— NepeBe3TU pblvar B HUxHee nonoxeHve (Tonbko ana CMK 222 n CMK 228);

— OTNYCTUTb BEPXHIOK0 KPbILLKY KneMMbl (Tonbko Ans CMK 224).

[Ins namepeHnst HanpshxeHus (noTeHuWana), NpUCyTCTBYIOLLETO Ha KIeMme,
MCrnonb3yeTcsi rHe3no, 0603HavYeHHoe Haanuebio « Testy.
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En Basic product data
Terminal blocks SMK type of GENERICA trademark (hereinafter —
terminal) are designed to connect solid and stranded copper conductors

in AC and DC electrical networks without using tools. Terminals, except of
SMK 772 and SMK 773, are designed for connecting copper conductors, terminals
SMK 772 and SMK 773 are designed for connecting copper and aluminum
conductors.

Terminals SMK 224, SMK 222, SMK 228 are reusable. Terminals SMK 772,
SMK 773 are disposable.

Quartz-vaseline paste is placed in the holes of the SMK 773-302,
SMK 773-304, SMK 773-306 and SMK 773-308 terminals, which improves contact
and protects against corrosion.

Normal operating conditions of the terminals:

— ambient temperature from minus 25 °C to plus 85 °C (for terminals
SMK 222);

— ambient temperature from minus 25 °C to plus 105 °C (for terminals
SMK 224);

— ambient temperature from minus 40 °C to plus 90 °C (for terminals
SMK 228);

— ambient temperature from minus 25 °C to plus 60 °C (for terminals SMK 772
and SMK 773);

— average relative humidity is not more than 90 % at 20 °C.

Technical data

Technical data is given in table 1-2.

The completeness is given in table 3.

The overall dimensions are given in figures 1-5.

Safety measures

Installation of connections with the help of terminals should be carried out
by qualified personnel in accordance with the "Rules of technical operation of
electrical installations of consumers" and "Interbranch rules on labor safety in
operation of electricity generating equipment of consumers", trained with a group
assignment of electrical safety not less than Il up to 1000 V.

IT IS FORBIDDEN TO
To mount (dismantle) connections of live conductors.
Use terminals with damaged casing.
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Installation and operation rules

The terminals should be mounted in the following sequence:

— ends of the conductors to be connected must be stripped of insulation
for a length of 10 mm;

— move the appropriate lever Lever
of the terminal to the upper position
(only for SMK 222 and SMK 228);

— press on the top cover of the
terminal, from the side of the square
hole (only for SMK 224);

— insert the conductor up to the
stop into the corresponding jack of CQ
the terminal;

— move the lever to the lower position (only for SMK 222 and SMK 228);

— loosen the top cover of the terminal, insert the conductor into the round hole
of the terminal if this has not been done before (only for SMK 224).

Casing

The terminals should be dismantled in the following sequence:

— move the appropriate lever of the terminal to the upper position (only for
SMK 222 and SMK 228);

— press on the top cover of the terminal, from the side of the square hole (only
for SMK 224);

— remove conductor from the terminal;

— move the lever to the lower position (only for SMK 222 and SMK 228);

— loosen the top cover of the terminal (only for SMK 224).

The voltage (potential) present on the terminal is measured at the jack marked
"Test".
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Tabnuua 1 — TexHudeckune ganHble / Table 1 — Technical data

TunoucnonHere / | HommHansHsIi | HommHansHoe | Tun npucoeamHsiembix | CevyeHne Konuyectso
Version Tok In*, A/ HanpsikeHue | npoBoAHMKoB / Type of | npucoeanHseMbIX | PUCOEAMHAEMBIX
Rated current |Ue, B/Rated |connected conductors | npoBoaHukos, Mm?/ | NpoBOAHWKOB /
In*, A voltage Ue, V Cross section Number of
of attached connected
conductors, mm? | conductors
CMK 222-412/ 32 AC 400 OfHOXUMbHbIiA 0,08...2,5 CMK 222-412 |
SMK 222-412 DC 220 Me/IHbII XecTKuiA / SMK 222-412 -2
Single core copper CMK 222-413 /
CMK 222-413 / rigid SMK 222-413 -3
SMK 222-413 MHOTOXMMbHBIA 0,08..4 CMK 222-414 |
MeLHbIi XecTKui / SMK 222-414 -4
CMK 222-414 | Stranded copper rigid CMK 222-415/
SMK 222-414 MHOrOXbHbIN 0,08..4 SMK 222-415-5
MeZHbIi rubKkuit /
CMK 222-415/ Stranded copper
SMK 222-415 flexible
CMK 773-322/ 24 AC 400 OfHOXUNbHbIi 0,75..25 CMK 773-322/
SMK 773-322 DC 220 MefHbIil XeCTKui / SMK 773-322 -2
Single core copper CMK 773-324 /
CMK 773-324 rigid SMK 773-324 -4
SMK 773-324 OfIHOXMMbHBIiA 0,75...2,5 CMK 773-326 /
anoMUHNEBbIA | SMK 773-326 - 6
CMK 773-326 / Single core aluminum CMK 773-328/
SMK 773-326 MHOrOXUbHbIN 15..25 SMK 773-328 -8
Me[IHbIN XecTKMA / CMK773-302/
CMK 773-328 / Stranded copper rigid SMK 773-302 - 2
SMK 773-328 CMK 773-304 /
SMK 773-304 - 4
CMK 773-302/ CMK 773-306 /
SMK 773-302 SMK 773-306 - 6
CMK 773-308 /
CMK 773-304 / SMK 773-308 - 8
SMK 773-304
CMK 773-306 /
SMK 773-306
CMK 773-308 /
SMK 773-308
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Tabnuua 1 — TexHndeckve aaHHble (npopomkeHune) / Table 1 — Technical data

(continuation)

Tunoucnontexe / | HommHansHsIi | HommHansHoe | Tun npucoeamHsembix | CeveHne Konwnyectso
Version Tok In*, A/ HanpskeHue | IpoBOAHMKOB / Type of | NpUcoeaMHAEMBIX | IPUCOEAUHAEMbIX
Rated current |Ue, B/Rated |connected conductors | npoBoaHukoB, Mm?/ | poBOAHMKOB /
In*, A voltage Ue, V Cross section Number of
of attached connected
conductors, mm* | conductors
CMK 772-202 / 24 AC 450 OfHOXUNbHbIi 05..25 CMK 772-202 /
SMK 772-202 DC 220 MeLHbIil XeCTKui / SMK 772-202 -2
Single core copper CMK 772-203 /
CMK 772-203 / rigid SMK 772-203 -3
SMK 772-203 OfIHOXUMbHbIiA 05..2,5 CMK 772-204 /
anoMUHNEBbI | SMK 772-204 - 4
CMK 772-204 / Single core aluminum CMK 772-205/
SMK 772-204 SMK 772-205 -5
CMK 772-206 /
CMK 772-205/ SMK 772-206 - 6
SMK 772-205 CMK 772-208 /
SMK 772-208 - 8
CMK 772-206 /
SMK 772-206
CMK 772-208 /
SMK 772-208
CMK 224-101/ 24 AC 400 Kpyrnoe otsepctue:  |1,0...2,5 CMK 224-101/
SMK 224-101 DC 220 OFIHOKMIbHbIN SMK 224-101-2
ME[HbIN XECTKAA |
Round hole: single
core copper rigid
KsappatHoe 05..2,5
0TBEPCTME: BCE THMbI
MeaHbIX Xun / Square
hole: all types of
copper conductors
CMK 224-112/ 24 AC 400 KsappatHoe 05..2,5 CMK 224-112 /
SMK 224-112 DC 220 OTBEPCTME: BCE TUMbI SMK 224-112-3
MenHbIX xun / Square
hole: all types of
copper conductors
Kpyrnoe oteepctne:  |1,0...2,5

OAHOXMIBbHBIN
MeZHbIN XECTKUA |
Round hole: single
core copper rigid
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Tabnuua 1 — TexHndeckve aaHHble (npoaomkeHune) / Table 1 — Technical data
(continuation)

Tunoucnontexe / | HommHansHsIi | HommHansHoe | Tun npucoeamHsembix | CeveHne Konwnyectso
Version Tok In*, A/ HanpskeHue | IpoBOAHMKOB / Type of | NpUcoeaMHAEMBIX | IPUCOEAUHAEMbIX
Rated current |Ue, B/Rated |connected conductors | npoBoaHukoB, Mm?/ | poBOAHMKOB /
In*, A voltage Ue, V Cross section Number of
of attached connected
conductors, mm* | conductors
CMK 228-412/ 32 AC 450 OfHOXUNbHbIi 02.4 CMK 228-412 /
SMK 228-412 DC 220 MeLHbIi XeCTKui / SMK 228-412 -2
Single core copper CMK 228-413 /
CMK 228-413 / rigid SMK 228-413 -3
SMK 228-413 MHOrOXUIbHbIN CMK 228-414 |
Me/HbIi1 XeCTKuiA / SMK 228-414 -4
CMK 228-414 | Stranded copper rigid CMK 228-415/
SMK 228-414 MHOrOXUbHbIN SMK 228-415-5
MeZHbIN rbkmit /
CMK 228-415/ Stranded copper
SMK 228-415 flexible

* BHUMAHME B cnyyae nonHoii Harpy3k Knemm HOMUHambHbIM TOKOM, CREAyeT UCMoNb3oBaTb TONMbKO
MefHble MPOBO/HHKA, MakCUMarbHOTO CeYeHMst, ykasaHHoro B cTonble «/lanasoH ceueHuit MpUCOeANHIEMbIX
NPOBOAHUKOB, MM?», B Cly4ae UCTIoNb30BaHS [PYriAX MPOBOAHIKOB, KIeMMbl He 6yayT MOBPEXAEHb], HO BOIMOXEH
neperpes 1 NoBpexaeHue NpoBoaHuka. Bonee nonHas uHgopmaums npusesera B My n. 1.3./

ATTENTION in case of full load of the terminals with rated current, only copper conductors should be used, the
maximum cross section indicated in the column "Cross section of attached conductors, mm?", if other conductors are
used, the terminals will not be damaged, but overheating and damage to the conductor is possible.
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Tabnuua 2 — TexHudeckune ganHble / Table 2 — Technical data

HaumeroBaHve nokasatens / Parameter denomination

3Hauenue / Value

MpoyHocTb n3onsLmK, He MeHee, B / Insulation strength, not

less than, V 2500
. ®

e d IP20

.+ d

PemonTonpuroaHocTs / Repairability

HepewmonTonpurogra / Non-repairable

°Cp 185
iS/H/—

+20(°c
90 %8,

Ytunusaums / Disposal

B cootBeTCTBUM C TpeﬁOBaHI/ISIMM 3aKoHoaaTenbCTBa
Ha TeppuTopun peanuaatum / In accordance with the
requirements of the legislation in the territory of sale

Cpok cnyx6bl, net, He Meree / Service life, years, not less 5

[apaHTWitHbIi cpok®, net / Warranty*, years 1

* Mpu ycnosu cobnioferns noTpebutenem Npasun akcnnyaTalyi, TPaHCNOPTUPOBaHWS 1 XpaHerws. / Provided
that the consumer observes the rules of operation, transportation and storage.

Tabnuua 3 — KomnnektHocTh / Table 3 — Completeness of set

TunoucnonHeHue / Version

Konuyectso B nHanBMAyanbHoit
ynakoske, Wwr. / Quantity in the
individual packaging, pcs.

KonuyecTso B rpynnoBoil ynakoske, LuT. (3K3.) /
Number in a group package, pcs. (copies)

CMK 222-412 | SMK 222-412 50 100
CMK 222-413 / SMK 222-413 50 100
CMK 222-414 | SMK 222-414 - 50

CMK 222-415 / SMK 222-415 50 50

CMK 773-322 | SMK 773-322 - 100
CMK 773-324 | SMK 773-324 - 100
CMK 773-326 / SMK 773-326 - 100
CMK 773-328 / SMK 773-328 - 50

CMK 773-302 / SMK 773-302 - 100
CMK 773-304 / SMK 773-304 - 100
CMK 773-306 / SMK 773-306 - 100
CMK 773-308 / SMK 773-308 B 50

CMK 224-101 / SMK 224-101 - 100
CMK 224-112 / SMK 224-112 - 100
CMK 772-202 / SMK 772-202 - 200
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Tabnuua 3 — KomnnektHocTb (NpodomkeHune) / Table 3 — Completeness of set

(continuation)

TunoucnonHewue / Version Konuyectso B nHansuayanbHoii | Konuyectso B rpynnoBoit ynakoeke, L. (3k3.) /
ynakoske, . / Quantity in the | Number in a group package, pcs. (copies)
individual packaging, pcs.

CMK 772-203 / SMK 772-203 - 200

CMK 772-204 | SMK 772-204 - 100

CMK 772-205 / SMK 772-205 - 100

CMK 772-206 / SMK 772-206 - 100

CMK 772-208 / SMK 772-208 - 100

CMK 228-412 / SMK 228-412 - 100

CMK 228-413 / SMK 228-413 - 100

CMK 228-414 / SMK 228-414 - 50

CMK 228-415 / SMK 228-415 - 50
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PucyHok 1 — FaBaputHble pasvepbl CMK 222 / Figure 1 — Overall dimensions of SMK 222
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CMK 773-306, CMK 773-326 / CMK773-308, CMK 773-328 /
SMK 773-306, SMK 773-326 SMK 773-308, SMK 773-328

PucyHok 2 — FaBaputHble pasvepbl CMK 773 / Figure 2 — Overall dimensions of SMK 773
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CMK 772-206 / SMK 772-206 CMK 772-208 / SMK 772-208

PucyHok 3 — aBaputHble paamepbl CMK 772 / Figure 3 — Overall dimensions of SMK 772

1"
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CMK 224-112 / SMK 224-112

CMK 224-101 / SMK 224-101

PucyHok 4 — [abapuTHble paavepbl CMK 224 / Figure 4 — Overall dimensions of SMK 224

CMK 228-413 / SMK 228-413

CMK 228-412 / SMK 228-412

CMK 228-415 / SMK 228-415

CMK 228-414 | SMK 228-414

PucyHok 5 — [abapuTHble paavepbl CMK 228 / Figure 5 — Overall dimensions of SMK 228

M3naHue / Version 3
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