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NATY-NMAHEJIb HACTEHHAA

KpaTkoe pyKoBOACTBO Mo 3KcnyaTauum
PP12.001.2

OcHoBHble cBefieHUs 06 uspenum
MaTy-naHenb HacTeHHasa ToBapHoro 3Haka ITK (ganee — naty-naHenb)
npefgHasHa4eHa 4ns KOMMyTaLMm akTUBHOTO ceTeBoro obopyaoBaHus 1 pabounx
MecCT.
MNaty-naHenb npegHasHadeHa ans yCTaHOBKM Ha CTeHaX BHYTPU XUNbIX,
06LL|eCTBeHHbIX, NPON3BOACTBEHHbLIX U I'IO,D,COﬁHbIX I'IOMeLLl,eHI/Iﬁ.
MaTty-naHenb cooTBETCTBYET TPeBOBaHMSIM TEXHUYECKOTO pernaMeHTa
TP EASC 037/2016.

TexHUuYecKune paHHble
OCHOBHbIE TEXHUYECKME XapaKTepUCTUKV NaT4-naHenu npmeeaeHs! B Tabnuue 1.
[abapuTHbIe 1 YCTaHOBOYHbIE pa3Mepbl NaTy-naHenu npeacTaBneHbl

Ha pucyHke 1.

KoMnnekTHocTb
KomnnekT noctaBku naty-naHenu npenctaeneH B TaﬁJ'IVILI.e 2.

Mepbl 6e3onacHocTH
Pa6otbl no MOHTaXy naty-naHenu OOSMKHbI NPOM3BOAUTLCA
KBaNMNLMPOBAHHBIM NEePCOHANOM B 06ECTOYEHHOM COCTOSIHUM SIEKTPOCETH.

MpaBuna MoHTaXa 1 aKcnayaTaumm

MoHTax 1 akcnnyartaums nat4-naHenu AoMmkHbI OCYLLECTBASATLCA Npu
Temnepartype ot MuHyc 10 °C go nntoc 60 °C.

MopsiaoK MOHTaxa.

YCTaHOBWTb Ha naTy-naHerb MOHTaXHYIO pamky.

YnanuTb BHeLwHoo nsonsumio LAN-kabens cneuunansHbiM MHCTPYMEHTOM
Ha gnuHe ot 30 o 40 MM, yaanuTb pasgenvTens nap (npy Hanuymn).

BaBecTy xunbl LAN-kabens Ha KOHTaKTbl NaTy-naHenu B COOTBETCTBUN
C LiBETOBOW MapK1pOBKOW 1 BblIOpaHHbIM cTaHaapTom (T568A nunn T568B).
CHMMaTb 130MALMI0 XK He TpebyeTcs.
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BHUMAHUE
Heo6xoaMmo coxpaHATb LeNnocTHOCTL NoBUBa nap.
[onyckaeTcs Ucnonb3oBaHWe UCKIIOYUTENBLHO CeLMHCTPYMeHTa
ANA 3aAenkn u o6pesKku Xun.
C nomoLubto creuuanbHOro MHCTPYMEeHTa Ans 3aferkv noovepeaHo 3abutb
XWUNbl B KOHTAKTHbIA MOAYIb.
O6pesaTb cBOGOAHbIE KOHLIbI 3aieNaHHbIX XM UCKITIOYUTENbHO
cneunanbHbIM UHCTPYMEHTOM, MMBo Gokopesamu.
Vcnonb3oBaHue no6oro NHOro pexyLLero MHCTPYMeHTa MOXeT NpUBecTU
K MOBPEXAEHUI0 OPOXEK 1 KOHTAKTOB NaTy-naHenu 1 aBToMaTuyeckv nuiiaeT
rapaHTu OT U3roTOBUTENS.
MpumMeyaHne — VIHCTpyMEHT Ans 3afenku MOXeT cofepxaTb YyCTPOCTBO Af1s
aBTOMaTUYeckor 0b6pesku >un.
CrpynnupoBaTtb 1 ckpenuTb LAN-kabenm xomytamu, yaoCTOBEPUBLLMCH
B OTCYTCTBUM HaTsHKEHWsi U nepern6os.
BbINONHMTL MapKMpoBKY NOPTOB.
3akpenuTb naty-naHens B 19-410AMOBYIO CTONKY UK Wwkad npu noMoLm
BUHTOB.

TexHuueckoe obcnyxusaHue
Maty-naHenb He TpebyeT ob6CcnyKMBaHNUSA B NpoLecce aKCnyaTaumu.

TeKywwnit peMOHT
Maty-naHenb sBnsieTca HEPEMOHTONPUIroAHbIM U3genuem un B ciiy4yae Bbixoaa
N3 CTpPOA Nocre ncrtevyeHnsa I'apaHTVIVIHOI'O CpOKa noanexuT ytunusauun.

TpaHcnopTUpoBaHUe, XpaHeHUe U yTUAM3auus

TpaHcnopTMpoBaHWe naTy-naHeny AomnyckaeTcs B yNakoBKe U3rOTOBUTENS
nobbIM BUAOM KpbITOTrO TpaHcnopTa, obecneunBatoLLen NpegoxpaHeHne
yNakoBaHHOIO U3OEenus OT MeXaHUYEeCKNX NOBPEXAEHWI, Npy TeMnepaTtype
oT muHyc 30 °C go nntoc 70 °C.

XpaHeHuWe naTy-naHenu ocyLecTBMSETCS B YNaKoBKe U3roToBUTENs
B MOMELLEHMSIX C €CTECTBEHHON BEHTUNSLMEN U MPU OTCYTCTBUAWN B BO3AyXe
KMUCIOTHBIX, LUEMOYHBIX 1 APYrMX XUMUYECKM aKTUBHBIX NpuMeceit. Temnepatypa
okpyxatoLero Bosgyxa ot MuHyc 30 °C go nntoc 70 °C. BepxHee 3HaveHne
OTHOCUTErbHON BNaxHOCTH Bo3dyxa 98 % npu 25 °C.

YTunusaums naty-naHenv npoussoguTcs NyTéM nepedayv B cneuyanvamn-
poBaHHble OpraHM3aLum no nepepaboTke BTOPChIPbS.
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Cpok cny>6bl M rapaHTUKN U3roTOBUTENS

N3HococTonKocTb naty-naHenu — 750 LMKIOB NOAKITHYEHMS.

Cpok cnyx6bl naty-naHenu — He meHee 15 net. Mo ncteveHnn cpoka crnyxobl
nsgenve yTunuamposaTb.

[apaHTUiHbIA CPOK AKCNyaTauum naTty-naHeny — 1 rof co AHs NPOAaXK nNpu
ycrnosuu cobntofeHnst notpebutenem npasun akcnnyataLmy, TpaHCNOPTUPOBaHUS,
XpaHeHus.

m Basic product data
Wall-mounted Patch panel of the ITK trademark (hereinafter referred
to as patch panel) is designed for switching active network equipment
and workplace equipment.
Patch panel is designed for installation on walls inside residential, public,
industrial and utility rooms.

Technical data
The main technical characteristics of the patch panel are set forth in the table 1.
Overall and mounting dimensions of patch panel are shown in the figure 1.

Completeness of set
The scope of delivery is shown in the table 2.

Safety precautions
Installation of patch panel should be carried out by qualified personnel in a de-
energized state of the mains.

Rules for installation and operation
Installation and operation of the patch panel should be performed at the

temperature from minus 10 °C to plus 60 °C.

Installation order.

Install the mounting frame on the patch panel.

Remove the outer insulation of the LAN cable with a special tool for a length of
30 to 40 mm, remove the pair separator (if any).

Connect the LAN cable cores to the patch panel contacts in accordance with
the color coding and the selected standard (T568A or T568B). It is not required to
strip the insulation of the conductive core.



ATTENTION
It is necessary to maintain the integrity of the pair's twisting.
Only special tools are allowed for sealing and trimming the wires.
Use a special tool to seal the wires into the contact module one by one.
Trim the loose ends of the sealed wires using only a special tool or pliers.
Using any other cutting tool may damage the tracks and contacts of the patch
panel and automatically voids the manufacturer's warranty.
Note — The punch down tool may contain an automatic strand cutter.
Group and fasten the LAN cables with clamps, making sure that there is no
tension or kinks.
Mark Ports.
Fix the patch panel on the wall using self-tapping screws screwed into plastic
dowels pre-installed in the wall.

Maintenance
Patch panel do not require maintenance during operation.

Current maintenance
Patch panel is non-repairable products and in case of failure after the
expiration of the warranty period, they must be disposed of.

Transportation, storage and disposal

Transportation of the patch panel is allowed by any kind of covered transport
in the manufacturer's package that protects the packaged product from mechanical
damages at temperatures from minus 30 °C to plus 70 °C.

Storage of the patch panel is carried out in the manufacturer's package in
rooms with natural ventilation and in the absence of acidic, alkaline and other
chemically active impurities in the air. The upper value of the relative air humidity is
98 % at 25 °C.

Disposal of the patch panel is carried out by transferring it to specialized
organizations for the processing of recyclable materials.

Service life and manufacturer's warranties

Endurance of patch panel — 750 connection cycles.

The service life of the patch panel is 15 years. Dispose the product at the end
of its service life.

Warranty period of the product is 1 year from the date of sale, if the consumer
observes the rules for operation, transportation and storage.
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Ta6nuua / Table 1

HavmeHoBaHve napameTtpa / Parameter denomination

3Hayenue / Value

PP12-C5EU-D05 PP12-C6U-D05
MakcumansHblit Tok, A / Maximum current, A 1,5
HomuHanbHoe paboyee Hanpskehe, B / Rated voltage, V| 48
Kareropus / Category 5e 6
Monoca nponyckanus, My / Bandwidth, MHz 1-100 1-250

VcnonHerve pasvémos / Connector version

HeakparuposarHas (UTP) / Unshielded (UTP)

Cxema noakmnioyeHnst nposoaHukos / Conductor
connection diagram

T568A/B

Tun pasbémos / Connector type

8P8C (RJ-45)

Tun koHTakToB / Contact type

Dual IDC

Marepuan nuuesoii naHenu / Front panel material

ABC-nnactuk / ABS- plastic

Marepuan neyatHoit nnatsl / PCB material

2-CroiiHoe cTeknoBonokHo (FR-4) TonwwuHoi 1,6 Mm /
2-layer fiberglass (FR-4) with thickness of 1,6 mm

Marepuan kopnyca pasbemos IDC / IDC connector case
material

Monukap6oHart / Polycarbonate

Marepuan kopnyca pasbemos RJ / RJ connector case
material

CreknonnacTukoBblit nonubyTunexTepedtanar /
Glass-reinforced plastic polybutyleneterephthalate

Marepuan koHTakToB pa3bemos / Connector contact
material

doccpopuctas 6poH3a C HUKENEBBIM MOKPbITUEM /
Nickel plated phosphor bronze

TonwyHa NOKPbITUS KOHTAKTOB 30M0TOM, MkM / Thickness
of gold coating of contacts, pm

3,0 (3w

KoHTaKTHOE COnpoTUBrEHHE KOHTAKTOB pagbémos RJ, MOM /
Contact resistance of RJ connector contacts, mOhm

20

KoHTakTHoe conpoTuBreHme koHTakToB pasbémos IDC,
mOm / Contact resistance of IDC connector contacts, mMOhm

25

[nameTp nposogHukos, Mm / Conductor diameter, mm

0,405-0,644 (22-26 AWG)

Mopnepxka TexHonorun PoE / PoE support

4 knacc (30 BT Ha nop) / 4th class (30 W per port)

Conpotuenenue uzonsuymn, MOm / Insulation resistance,
MOhm

500

[lnanekTpuyeckas NpoyHoCTb u3onsym, B / Dielectric
strength of insulation, V

1000 (npw 60 1y) / 1000 (at 60 Hz)

Yeunve ynepxanus pasvéma, H /
Connector holding force, N

50 B Teuenne 1 muH / 50 within 1 minute

Liset nuuesoit naHenu / Front panel color

UgpHbiit (RAL 9005) / Black (RAL 9005)

Konnyectso noptos / Port quantity

12

Macca, kr / Weight, kg

0,35
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Ta6nuua / Table 2

Aptukyn ITK / Vapenve, wr./ | Buxt M4x14 / Screw | HeiinoHosas kabenbHas

ITK order code Product, pcs. M4x14 crsikka 3,5x150 mm / Nylon
cable tie 3,5x150 mm

PP12-C5EU-D05 | 1 2 4

PP12-C6U-D05 |1 2 4
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