GENERICA

NATY-NAHENDb

KpaTkoe pyKoBOACTBO MO 3KCr/lyaTauum
PP.G.0011

m OcHOBHble cBeAeHUs 06 uzaenum
Maty-naHenb ToBapHoro 3Haka GENERICA npegHasHayeHa ansi

KOMMYTaLWU akTUBHOMO CETEBOro 060pyaoBaHUs, TenedOHHbIX NMUHWUIA
1 obopynoBaHus paboynx mMecT.

MaTty-naHenb NpefHa3HavyeHa ans MOHTaxa B KOMMYyTaLMOHHbIE LiKadbl,
CTONKM pasmepamu 19 AONMOB.

MaTty-naHenb COOTBETCTBYET TPeBOBaHMSIM TEXHUYECKOTO pernaMeHTa
TP EASC 037/2016.

TexHun4yeckue pgaHHble
OCHOBHbIE TEXHUYECKNE XapaKTEPUCTUKN NaTy-naHenu npuseaeHs! B Tabnuue 1.
[abapuTHbIe N YCTaHOBOYHbIE pa3Mepbl NaTy-naHenu npeacTaBneHbl

Ha pucyHkax 1-4.

KoMnnekTHoCTb
KomnnekT noctaBku naty-naHenu npeactaeneH B TaﬁJ'II/ILI,e 2.

Mepbl 6e30nacHOCTU
PaboTbl no MOHTaXy naTt4y-naHenu OOJMKHbl MPOU3BOANTLCA
KBanMuUUMPOBaHHbLIM NEPCOHaNoMm.

I'Ipanma MOHTaXa U 3KCcrlyatTauum

MoHTax 1 akcnnyataums nat4-naHenu AoMKHbI OCYLLEeCTBNSTLCA Npu
Temneparype ot MmuHyc 10 °C go nntoc 60 °C.

Mopsiaok MoHTaxa.

YnanuTb BHeLwHow n3onsumto LAN-kabens cneunansHbiM MHCTPYMEHTOM
Ha anuHe ot 30 o 40 MM, yaanuTb pasgenuTens nap (npy Hanuymn).

3aBecTu xunbl LAN-kabens Ha KOHTaKTbl MaTy-naHenu B COOTBETCTBUMN
C LUBETOBOI MapKMpOBKOW 1 BblIOpaHHbIM cTaHaapTom (T568A nnu T568B).
CHVMaTb M30MNSLMIO KK He TpebyeTcs.
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BHUMAHUE
Heo6xoamMo coxpaHATb LLeNoCTHOCTL NoBMBa Nap.
[onyckaeTcs Ucnonb3oBaHUe UCKIMIOYUTENBbHO CEeLMHCTPYMEHTa
ANA 3aAenkn U o6pe3Ku XKun.
C nomoLubto cneuuanbHOro MHCTPYMEeHTa Ans 3aferkv noovepeaHo 3abutb
XUMbl B KOHTAKTHbIA MOAYMb.
O6pesaTb cBOGOAHbIE KOHLIbI 3afieNaHHbIX XKW UCKITIOYUTENbHO
crneumanbHbIM UHCTPYMEHTOM, NMbo Gokopesamu.
Wcnonb3oBaHue ntoboro NHOro pexyLLero MHCTPYMEHTa MOXeT NpUBecTyn
K MOBPEXAEHUI0 AOPOXEK M KOHTAKTOB NaTy-naHeny 1 aBToMaTuyeckv nuiiaeT
rapaHTu OT U3roTOBUTENS.
MpumeyaHue — VIHCTpyMEHT Ansa 3afenku MOXeT cofepxaTb YyCTPOICTBO Afs
aBTOMaTUYeCcKor 06PE3KU XKun.
CrpynnupoBatb 1 ckpenuTb LAN-kabenu xomyTamu, yAoCTOBEPUBLUMCH
B OTCYTCTBUM HaTsHKEHWsI U Nepern6os.
BbINONHUTL MapKMpPOBKY MOPTOB.
3akpenuTb nary-naHens B 19-410MOBYIO CTOMKY UK LLKad NPy NOMOLLN
BUHTOB.

TexHU4yeckoe OGCJ'Iy)KVIBaHVIe
Maty-naHenb He TpeﬁyeT OGCJ‘Iy)KMBaHMﬂ B npouecce aKkcnnyataymu.

TeKyLwmnm peMoHT
MaTty-naHenb sBnsieTcs HEPEMOHTONPUroAHbIM U3genvem un B ciiy4yae Bbixoaa
N3 CTpPOA nocre ncrtevyeHns I'apaHTVIVIHOI’O CpOKa noanexuT yTunusauun.

TpaHcnopTUpoBaHUe, XpPaHEeHUE U YTUNIn3aumua

TpaHcnopTupoBaHue naTy-naHenu AonyckaeTcsi B ynakoBKe U3roToBUTeNs
nobbIM BUAOM KpbITOro TpaHcnopTa, obecneynBaroLLen npeaoxpaHeHne
ynakoBaHHOTO U3LENUsi OT MEXaHUYeckVX NOBPEXAEHWIA, Npy TemnepaType
oT muHyc 30 °C go nntoc 50 °C.

XpaHeHue naTty-naHenu ocyLLeCTBMSETCS B YNAKoBKe U3rOTOBUTENS B
NOMELLEHNSX C €CTECTBEHHOI BEHTUNALMEN 1 NPY OTCYTCTBUM B BO3AyXe
KUCMOTHBIX, LLEEMOYHBIX U APYTX XUMUYECKM aKTUBHbIX MpUuMecei. Temnepatypa
oKpyxatoLero Bosgyxa ot MuHyc 40 °C go nntoc 70 °C. BepxHee 3HaveHne
OTHOCUTENbHON BRaxHOCTH Bosayxa 98 % npu 25 °C.
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YTunusauus naty-naHeny npoussoamTcs NyTéM nepefadyn B cneumanuam-
pOBaHHbIE OpraHM3aLmm Mo nepepadoTke BTOPChIPbLSI.

CpoOK cny)X6bl U rapaHTUX U3roToBUTENS

M3HococTorkocTb naty-naHenu — 750 LMKMOB NOAKIOYEHWS.

Cpok cnyx6bl naty-naHenu — He MeHee 15 net. Mo ucTeveHnn cpoka cnyxobl
nsgenve yTunmampoBatb.

[apaHTUIAHBIA CPOK AKCNNyaTaunn naTy-naHeny — 1 roq co AHS NpoAaxu npu
ycrnosuu cobniofeHnst notpebutenem npasun akcnnyataLmy, TPaHCNOPTUPOBaHUS,
XpaHeHusi.

Basic product data

Patch panel of the GENERICA trademark is designed for switching

active network equipment, telephone lines and workplace equipment.
Patch panel is designed for installation in switchboard cabinets, 19" racks.

Technical data
The main technical characteristics of the patch panel are set forth in the table 1.
Overall and mounting dimensions of patch panel is shown in the figures 1-4.

Completeness of set
The scope of delivery is shown in the table 2.

Safety precautions
Works on the installation of patch panel should be carried out by qualified

personnel.

Rules for installation and operation

Installation and operation of the patch panel should be performed at the
temperature from minus 10 °C to plus 60 °C.

Installation order.

Remove the outer insulation of the LAN cable with a special tool for a length of
30 to 40 mm, remove the pair separator (if any).

Connect the LAN cable cores to the patch panel contacts in accordance with
the color coding and the selected standard (T568A or T568B). It is not required to
strip the insulation of the conductive core.
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ATTENTION
It is necessary to maintain the integrity of the pair's twisting.
Only special tools are allowed for sealing and trimming the wires.

Use a special tool to seal the wires into the contact module one by one.

Trim the loose ends of the sealed wires using only a special tool or pliers.

Using any other cutting tool may damage the tracks and contacts of the patch
panel and automatically voids the manufacturer's warranty.

Note — The punch down tool may contain an automatic strand cutter.

Group and fasten the LAN cables with clamps, making sure that there is no
tension or kinks.

Mark Ports.

Secure the patch panel to a 19" rack or cabinet with screws.

Maintenance
Patch panel do not require maintenance during operation.

Current maintenance
Patch panel is non-repairable products and in case of failure after the
expiration of the warranty period, they must be disposed of.

Transportation, storage and disposal

Transportation of the patch panel is allowed by any kind of covered transport
in the manufacturer's package that protects the packaged product from mechanical
damages at temperatures from minus 30 °C to plus 50 °C.

Storage of the patch panel is carried out in the manufacturer's package in
rooms with natural ventilation and in the absence of acidic, alkaline and other
chemically active impurities in the air. Ambient air temperature — from minus 40 °C
to plus 70 °C. The upper value of the relative air humidity is 98 % at 25 °C.

Disposal of the patch panel is carried out by transferring it to specialized
organizations for the processing of recyclable materials.

Service life and manufacturer's warranties

Endurance of patch panel — 750 connection cycles.

The service life of the patch panel is 15 years. Dispose the product at the end
of its service life.

Warranty period of the product is 1 year from the date of sale, if the consumer
observes the rules for operation, transportation and storage.
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Tabnuua / Table 1

HavmerosaHve napametpa / Parameter
denomination

3Hauenue ans naty-naHenu / Value for patch panel

PP50-1UC03U- | PP24-1UC5EU-| PP48-2UC5EU-| PP24-1UCSEF-
K05-G K05-G K05-G K05-G

MakcumanbHblit Tok, A / Maximum current, A 15

HomuHanbHoe paboyee Hanpsikenne, B/ Rated | 48

voltage, V

Kareropus / Category 3 5e

Monoca nponyckanus, My / Bandwidth, MHz 1-16 1-100

Cxema noakmioderns nposoaHmkos / Conductor | TS68A/B

connection diagram

Tun pasbémos / Connector type

8PGC(RJ-45) | 8PEC (RJ-45)

Tun koHTakToB / Contact type

Krone IDC

Martepwan nuuesoit nahenu / Front panel
material

Jlucrosas cranb 1,5 MM ¢ nopoLUKoBbIM NokpbITUeM / Sheet steel
of 1,5 mm powder coated

Martepwan neyatHoit nnatbl / PCB material

2-croitHoe cTeknoBonokHo (FR-4) Toniutoit 1,6 mm /
2-layer fiberglass (FR-4) with thickness of 1,6 mm

Marepuan kopnyca pasbemos IDC / IDC
connector case material

Monukap6oHart / Polycarbonate

Martepuan kopnyca pasbemos RJ / RJ connector
case material

Creknonnactikoblit nonubytunentepedranat / Glass-reinforced
plastic polybutyleneterephthalate

Martepwan koHTakToB pa3bemos / Connector
contact material

doccpopuctas 6poH3a ¢ HukenesbimM nokpbiTem / Nickel plated
phosphor bronze

TonwwmHa NoKpbITUS KOHTaKTOB 3omoToM, MkM /| 0,076 (3u")
Thickness of gold coating of contacts, pm

KoHTaKTHOE COnpOTUBNEHIe KOHTAKTOB 20
pa3bémos RJ, MOm / Contact resistance of RJ

connector contacts, mOhm

KoHTaKTHOE conpoTMBNEHIE KOHTAKTOB 25

pasvémos IDC, mOm / Contact resistance of IDC
connector contacts, mOhm

[lnameTp npoBogHukos, MM / Conductor
diameter, mm

0,405-0,644 (22-26 AWG)

lMopnepxka TexHonorun PoE / PoE support

4 xnacc (30 BT Ha nopr) / 4th class (30 W per port)

Conpotuenenue uzonsuymn, MOm / Insulation
resistance, MOhm

500

[lanekTpuyeckas NPOYHOCTb u3onsumu, B /
Dielectric strength of insulation, V

1000 (mpyt 60 1)/ 1000 (at 60 Hz)

Yeunue yaepxanus pasvéma, H /
Connector holding force, N

50 B Teyenme 1 muH / 50 within 1 minute

LigeT nuuesoit naxenu / Front panel color

UspHbiit (RAL 9005) / Black (RAL 9005)
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MpopomkeHune Tabnuubl / Continuation of table 1

HaumeHoBaHve napameTtpa / Parameter 3HaueHve / Value
denomination
PP50-1UC03U- | PP24-1UC5EU-| PP48-2UC5EU-| PP24-1UCSEF-
K05-G K05-G K05-G K05-G
Mcnonterne nary-naneny / Patch panel type HeakparuposanHas (UTP) / Unshielded (UTP) | SkpaHuposaH-
OkpanuposaHHas (FTP) / Shielded (FTP) Has (FTP) /
Shielded (FTP)
Martepwan 3alutHoro akpaHa / Material of shield | - LinkHk ¢
HIKemeBbIM
nokpbITHem /
Nickel plated
zinc
Konuyectso noptos / Port quantity 50 24 48 24
Beicora, Unit-o (U) / Height, Units (U) 1U 2U U
Tabnuua / Table 2
HaumeHosaHve / Denomination Konwuyectso, wr. / Qty., pes.
Mary-naens / Product 1
4385
L) W el e TaTa | ATATaTaTa | ATaTaTaT | ATATATaT | ATaTaTaTa B =
3#”76, |viviviviviviviviviv i vivivivivivivivivie ) vivivivie| =
\ 463 \ [ 1040
4826 141,0

PucyHok/Figure 1 - PP50-1UC03U-K05-G
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PucyHok/Figure 2 — PP24-1UC5EU-K05-G
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PucyHok/Figure 3 — PP48-2UC5EU-K05-G
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Pucyrok/Figure 4 — PP24-1UC5EF-K05-G
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