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MATY-MAHENb MOAYJIbHAS AN UHTENNEKTYAJIbHOM
CUCTEMDI

KpaTkoe pykoBOoACTBO MO 3KCrJlyaTaumm
PP2.20.00103.PS

OcHoBHble cBeaeHUsa 06 usgenum
m MaTty-naHenb MoaynbHasa Ans MHTennekTyaneHon cuctemsl cepumn IQLink (ganee —
naTty-naHens) ToBapHoro 3Haka ITK npegHa3HavyeHa Ansi yCTaHOBKM U KpenieHus Moaynsi
ONs MHTeNneKTyanbHON CUCTeMbl, YCTaHOBKM Moaynen dopmarta Keystone Jack, kommyTtauum
aKTMBHOroO ceTeBoro obopyaoBaHus n obopynoBaHusi pabodmx mect. Mogynu popmata Keystone Jack
B KOMMJIEKT NOCTaBKN HE BXOOST.
[MaTy-naHenb ycTaHaBNMBaETCS B CTOMKM MOHTaXHble 19" unu wkadbl TENEKOMMYHUKaUMOHHbIe 19",
KoHCTpyKuusi naTy-naHenu npegycMaTpuBaeT yCTaHOBKY M KpEMnieHne MHTEeNNEeKTyanbHoro
Moaynsi.
Mpy ncnonb3oBaHWW NaT4-NaHENU C MHTEMNNEKTYanbHbIM MOZAYNEM HEOGXOAMMO NPUMEHSITH
Mopynu Keystone Jack 4épHoro LeTa, Hanpumep Mogernb Mogyns ¢ apTukynom CS1-1C06U-11-09.
B KOHCTpyKUMIO NaTy-naHeny BXOAUT OpraHan3ep ¢ BO3MOXHOCTbIO dmKcaLmm nogBoanMbIX
Kk mogynsm LAN kabenew.

Mepbi 6e3onacHocTH

3ANPELLAETCA
YctaHaBnuBaTh 060pyAoBaHUE NPU BKITHOYEHHOM 3IEKTPUYECKOM NUTaHUW.
MpuknaabiBaTh K NaTY-NaHenu N6y MeXaHMYeCcKyr Harpysky.

Bce paboTbl MO MOHTaXy M TEXHUYECKOMY O6GCMyXMBaHMIO NaTy-NaHenn AOMKHbI NPOU3BOAUTLCS
B 06ECTO4YEHHOM COCTOSIHUM CreLmanbHO 0ByYeHHbIM NePCOHANoM.

MaTy-naHenb SBMSIETCS HEPEMOHTONPUIOLHON.

Mpu o6HapYXeHUN HEUCNPABHOCTY MO UCTEYEHWUW rapaHTUIIHOTO Cpoka naTy-naHenb
yTUnuaunpoBartb. 1o ncTedeHun cpoka cnyxobl naTy-naHenb yTUNM3nMpoBaTh.

MpaBuna MoHTaXa M akcnayaTaLmm
MoHTax 1 aKcnnyaTaumsi naty-naHen oMmkHbI OCYLLECTBISTLCS NPU TeMrnepaTtype
ot muHyc 10 °C go nntoc 60 °C.

Mopsanok MoHTaXa:

— NOMHOCTbLIO CMOHTMPOBaHHbIE Modynu dhopmaTta Keystone Jack yctaHoBUTb B naTy-naHens 4o
Lienyka, Kak nokasaHo Ha pUCyHKe 2;

— crpynnupoBatb 1 ckpenuTb LAN-kabenu xomytamu, yaoCTOBEPUBLUUCH B OTCYTCTBUM HATSHKEHMUS
1 nepernoos;

— 3aKpenuTb Naty-naHerns B 19-A10/MOBYIO CTOMKY MNW LUKad Mpy MOMOLLM BUHTOB Y KOHTaKTHbIX
wanbd M6 13 komnnekra NocTaBku (PUCYHOK 3).

Mpwn oBHapyXeHnn HencnpaBHOCTN BO BPEMS rapaHTUNHOMO cpoka HeobxoanMmo obpaTUTbCs
B OpraHusaumio, rae obino nprobpeTeHo nsaenue unu B NpeacTaBUTENbCTBO MO agpecam,
npvBeaeHHbIM B pasgene « Cpok crnyx0bl U rapaHTUn N3roToBUTENS».
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TpaHcnopTupoBaHue, XpaHEeHUE U yTUNIU3aLuus

TpaHcnopTMpoBaHWe naTy-naHenu JonyckaeTcsl B ynakoBKe U3roToBMTENS NoObIM BUAOM KPbITOrO
TpaHcnopTa, o6ecnevnBaloLLMM 3aLWNUTY OT MEXaHNYECKVX MOBPEXAEHNI, 3arpA3HEeHNs 1 nonaganns
BMarun, Npy Temnepatype okpyxatoLiero Bosgyxa ot muHyc 10 °C go nntoc 60 °C.

XpaHeHune naTy-naHenu ocyLLeCTBAETCSA B YNakoOBKE U3rOTOBUTENSA B 3aKPbIThbIX MOMELLEHUAX
C €CTECTBEHHON BEHTUNSLMEN 1 NPpY OTCYTCTBUM B BO3AYXE KUCMOTHbIX, LLIEMOYHbIX U APYrnX
XMUMUYECKN aKTUBHbIX MPUMECEN, NP TemnepaType okpyxatoLero so3gyxa ot muHyc 30 °C
po nntoc 70 °C v oTHocuTenbHoW BnaxHocTy He 6onee 80 %.

MaTy-naHens yTnnuamposaTtb NyTeM nepefayyv B Cneuyanu3npoBaHHbie opraHM3auum no
nepepaboTke BTOPChIPbSI.

Cpok cnyx6bl U rapaHTUU U3roToBUTENS

Cpok cnyx6bl naty-naHenv — 15 net.

FapaHTUIHbIA CPOK JKCMyaTaummn naty-naHeny — 1 rog co AHS NPOAAXM NPy YCroBum
cobntogeHnsa notpebutenem npasmn aKCnayaTaummn, TPaHCMOPTUPOBAHWSA, XPaHEHNS 1 MOHTaxa.

Basic product data
m Intelligent system modular patch panel IQLink series (hereinafter referred to as the patch
panel) of ITK trademark is designed for installation and fastening of the intelligent system
module, installation of Keystone Jack modules, switching of active network equipment and workplace
equipment. Keystone Jack modules are not included in the delivery set.
The patch panel is installed in 19" mounting racks or 19" telecommunication cabinets.
The design of the patch panel provides for installation and fastening of the intelligent module.
When using the patch panel with the intelligent module it is necessary to use Keystone Jack
modules of black color, for example, the module model with the item CS1-1C06U-11-09.
The patch panel design includes an organizer with a possibility to fix LAN cables to the modules.

Safety measures

IT IS FORBIDDEN TO
Install the equipment when the power is ON.
Apply any mechanical load to the patch panel.

Installation and maintenance of the patch panel should be carried out in de-energized state by
specially trained personnel.

The patch panel is non-repairable.

If a malfunction is detected after the warranty period has expired, the patch panel should be
disposed of.

After the expiration of the service life, dispose of the patch panel.

Installation and operation rules

Installation and operation of the patch panel should be carried out at temperatures from
minus 10 °C to plus 60 °C.

Installation Procedure:

— install the fully assembled Keystone Jack modules into the patch panel until they click into place,
as shown in figure 2;

— group and fasten LAN cables with cable ties, making sure that there are no tensions or kinks;

— fix the patch panel into a 19-inch rack or cabinet, using screws and contact washers M6 from the
delivery set (figure 3).
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— If a defect is detected during the warranty period, contact the organization where the product
has been purchased or the representative office at the addresses given in the section "Service life and
manufacturer’s warranties".

Transportation, storage and disposal

Transportation of the patch panel is allowed in the manufacturer’s package by any type of covered
transport providing protection from mechanical damage, dirt and moisture ingress at ambient air
temperature from minus 10 °C to plus 60 °C.

The patch panel is stored in the manufacturer’s package in closed rooms with natural ventilation
and in the absence of acidic, alkaline and other chemically active impurities in the air at ambient air
temperature from minus 30 °C to plus 70 °C and relative humidity not more than 80 %.

Dispose of the patch panel by handing it over to specialized recycling organizations.

Service life and manufacturer’s warranties

Service life of the patch panel — 15 years.

Warranty period of operation of the patch panel — 1 year from the date of sale provided that the
consumer complies with the rules of operation, transportation, storage and installation.

OcHoBHble TeEXHUUYECKUe AaHHble NaTy-naHenu / Basic technical data of the patch
panel

HanmeHoBarme nokasarens / Parameter denomination 3HaveHne / Value
PP24-1UMU-INT

Konuuecto noptos, wt. / Number of ports, pcs. 24

Bbicota / Height, U 1

MpumeHsiemble moaynu / Applicable modules HeakpaHuposaHHbie / Unshielded

Temnepatypa akcnnyatauu / Operating temperature, °C -10...+ 60

OtHocuTenbHas BnaxHocTs npu nntoc 25 °C / Relative humidity at plus 25 °C o 80 % / Up to 80 %

Matepuan ocHosbl / Base material Jlncrosas cranb / Sheet steel

Tun 3awuTHoro nokpbITus / Protective coating type MopoLukosas kpacka / Powder paint

Liget / Color RAL 9005

KomnnekT noctaBku / Delivery set

HaumeHosakme / Denomination

Konuyectso, wr. (ak3.) / Quantity, pcs. (copies)

Mary-naHens / Patch panel

1

KomnnekT kpenexa / Mounting kit

1

Macnopt / Passport

1

VHcTpykums no MoHTaxy / Installation instruction
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Fa6apuTHbie n ycTaHoBOUHbIe pa3Mepbl * / Overall and mounting dimensions *
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PucyHok 1/ Figure 1

PucyHok 2 — MoHTax Moziynst Keystone Jack B naty-naHens / Figure 2 — Mounting the Keystone Jack module in the patch
panel

*O6wwme ponyckn no FOCT 30893.1: H14; h14; £1T14/2 /
*General tolerances according to GOST 30893.1: H14; h14; £IT14/2m.
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PucyHok 3 — MoHTax naty-nanenu B wkad / Figure 3 — Mounting the patch panel in the cabinet

M3paHue / Version 4



