GENERICA

TPYBKU TEPMOYCAXXNBAEMDIE
TTY

KpaTkoe pyKOBOACTBO MO 3KCM/lyaTauuu
UDRS.G.001.1
m OCHOBHbIe cBegeHuUs 06 mn3genumm
Tpy6kun Tepmoycaxusaemble TTY, ToBapHoro 3Haka GENERICA (nanee
— TTY) npegHasHadeHbl Ans obecneyeHnst aNeKTpUYeckomn n3onauum,
MEXaHN4ECKOW 3aLuMTbl COeAMHEHNI MPOBOAHUKOB, Maek U MHbIX COeAVHEHNN, a
TakkKe MapkvpoBKM NPoBOAOB U kabens. TTY n3rotoBneHbl M3 koMmnoduuuii EVA n
NONMaTUNEHa BbICOKOTO AaBMNeHUs!.
TexHuuyeckve aaHHble TTY npvBeaeHsl B Tabnuue 1.
Pasmepbl TTY go v nocne ycaaku npusedeHsl Ha pucyHke 1 v B Tabnuue 2.
KomnnekT noctasku TTY ykasaH B Tabnuue 3.

Mepbl 6e30nacHocTU

3AMNPELIAETCA
MoHTax Tpy6ok Ha NnpoBoAa, HaxoAsLMecs NOA, HanpsKeHUeMm.
Mpu BbIXOAE U3 CTPOSI TPYOKM Noanexar yTunusauum.
apaHTWUiHBIA CPOK aKcnnyaTauum Tpy6ok — 1 rog co gHa npogaxu, npu
ycrnoBum cobnofeHns npaBun XpaHeHusi, aKcnyaTaumum u TpaHCNoPTUPOBaHUS.

TpaHCNopTUPOBaHUE, XPaHEHUE U YTUNMN3aLmua

TpaHcnopTupoBaHue Tpy6ok [OIKHO MPOVU3BOANTLCS B 3aKPbITOM TpaHcnopTe
B yNakoBKe W3roTOBWTENsI B COOTBETCTBUM C NpaBunamu, AeiCTBYOWMMY Ha
KOHKPETHOM BuAe TpaHcnopTa npu Temnepatype ot MuHyc 50 °C go nntoc 50 °C.

XpaHeHune Tpybok OCyLLEeCTBAETCSA TOMbKO B yNakoBKe U3rOTOBUTENS, B
NOMELLEHUSX C €CTECTBEHHOW BEHTUNALMEN NpK TEMMNEPATYPE OKpyXKatoLLero
Bo3ayxa oT muHyc 50 °C go nntoc 50 °C npu OTHOCUTENbHOM BRAXHOCTH 75 %.
[lonyckaeTtcst XxpaHeHve Npyu OTHOCUTENbHOW BRaxHoOCcTH Ao 95 % npu 25 °C.
MoBEpXHOCTH, Ha KOTOPbIX OCYLLECTBISIETCS XpaHEHWE 1 TpaHCNopTUpoBaHue
Tpy6ok 6e3, AomKHbI BbITb CYyXVMK N POBHBIMW. [onagaHne Ha ynakoBaHHble
U3[enunsi NOCTOPOHHUX NPEAMETOB, BOAbI ¥ rOPIOYe-CMa3oyHbIX MaTepuanos He
fonyckaetcs.

YTunusaums nponsBoamuTcs nyTemM nepeaadv opraHn3aumsam, 3aHMMaroLwmnmMes
nepepaboTKoii MNacTUKOBbLIX OTXOAOB.
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CpOK cny)6bl U rapaHTUa U3roToBUTENA
Cpok cnyx6bl Tpybok - He meHee 10 neT, co AHsi BBOAA B 3KCMyaTauumio.

En Basic product data
Heat-shrinkable tubes TTU type of GENERICA trademark (hereinafter -
TTU) are designed to provide electrical insulation, mechanical
protection of conductor connections, soldering and other connections, as well as
marking wires and cables. TTU are made of EVA compositions and high-density
polyethylene.
The main technical data of the TTU tubes are given in table 1.
TTU dimensions before and after shrinkage are shown in figure 1 and table 2.
TTU delivery set is shown in table 3.

Safety measures
IT IS FORBIDDEN

Installation of tubes on live wires.
In case of failure, the tubes must be disposed of.
Warranty period of the tubes is 1 year from the date of sale, subject to the
rules of storage, operation and transportation.

Transportation, storage and disposal

Transportation of tubes should be carried out in closed transport in the
manufacturer’s package in accordance with the rules in force for a certain type of
transport at temperatures from minus 50 °C to plus 50 °C.

Storage of tubes is carried out only in the manufacturer’s package, in rooms
with natural ventilation at an ambient temperature of minus 50 °C to plus 50 °C
at a relative humidity of 75 %. Storage at relative humidity up to 95 % at 25 °C is
allowed.

Surfaces on which the tubes are stored and transported must be dry and
straight. Contact with foreign objects, water and fuels and lubricants on the
packaged products is not allowed.

Recycling is carried out by transferring to organizations involved in the
processing of plastic waste

Service life and manufacturer’s warranties
Service life of tubes - not less than 10 years, from commissioning date.



GENERICA

Tabnuua 1 - TexHuuyeckne aaHHble / Table 1 - Technical data

HanmeHosaHue nokasatens /
Parameter denomination

3nayeHue / Value

KoadhcpuumenT ycagkw / Shrink
ratio

21

PaBouee HanpshkeHne
nepeMeHHOro Toka YacToToi
50 'y, B / Operating voltage
of alternating current with a
frequency of 50 Hz, V

no / up to 690

MpoyHoCTb Ha pacTskeHve, MIMa
/ Tensile strength, MPa

26,4

YanvHerue 1o paspeisa /
Elongation before break, %

2100

O6bemMHOe anekTpuyeckoe
conpotueneHve, Om-m / Volume
insulation resistance, Ohm-m

21-1015

Temnepatypa akcnnyarauum /
Operating temperature, °C

(-30 ... +125)

Temnepatypa MoHTaxa /
Mounting temperature, °C

(-10 ... +50)

MuHumarbHas Temneparypa
Havana ycagkv / Minimum
temperature of shrinkage start, °C

MuHumaneHas Temneparypa
nosnHoit ycagku / Minimum
temperature of full shrinkage, °C

130

loptoyecTsb / Combustibility

6e3 nopasneHns ropenuns / without flame suppression

TokeuuHocTb / Toxicity

He ToKcuyHa / non toxic

Liset / Color

Genbiit / white;
xenTolid / yellow;
3eneHblii / green;
KpacHblii / red;
cuHwii / blue;

yepHbIn / black.
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Tabnuua 2 — MabaputHble pa3vepbl n3genus /

Table 2 — Overall dimensions of the product

Ne | TunoucnonHenve / Type Mpu noctaeke / Upon Mocne ycaakn / After | AinnHa | Pekomenaye-
delivery shrinkage TPYBKN* | Mblit AaNa3oH
D, mw/ W, mm/ d, M/ | W, mm/mm L,m/ | avamerpos
mm** mm mm** Tube nposofios, MM /
length* | Recommended
Lm wire diameter
range, mm
1 TTY 2/1/TTU 2/1 2,5540,2 0,16£0,08 | <1,2 0,30%0,1 1,400 |[15-2
2 TTY 3/1,5/TTU 3/1,5 3,5540,2 0,16+0,08 | <1,8 0,30%0,1 1,400 |1,7-3
3 TTY 4/2/TTU 4/2 4,70£0,3 0,18+0,10 | 2,4 0,360,15 1,400 |25-4
4 TTY 5/2,5/TTU 5/2,5 5,60£0,3 0,18+0,10 | <3 0,38+0,15 1,200 |2,7-5
5 TTY 6/3/TTU 6/3 6,60£0,4 0,18+0,10 | <3,6 0,400,15 1,200 |3,5-6
6 TTY 8/4/TTU 8/4 8,70+0,4 | 0,20£0,10 [<4,8 |0,42+0,15 1,100 [45-8
7 TTY 10/5/ TTU 10/5 10,70+0,5 |0,20£0,10 | <6 0,42+0,15 1,100 [55-10
8 TTY 12/6 / TTU 12/6 12,70£0,5 |0,20£0,10 | <6,8 0,42+0,15 1,100 |6,5-12
9 TTY 14/7 | TTU 14/7 14,70£0,5 {0,23+0,10 [<7,8 0,48+0,15 1,100 |7,5-14
10 | TTY 16/8/TTU 16/8 16,70£0,8 |0,23%0,10 | <8,6 | 0,48£0,15 1,100 [85-16
" TTY 18/9/TTU 18/9 19,0041 0,23+0,10 |<9,8 0,50£0,15 1,100 |9,5-18
12 | TTY 20/10/TTU 20/10 22,00+1 0,28+0,12 | <11 0,60+0,15 1,100 |10,5-20
13 | TTY 22/11/TTU 22/11 24,00£1 0,28+0,12 | <11,7 | 0,600,15 1,100 | 11,5-22
14 | TTY 25/12,5/TTU 25/12,5 26,00+1 0,33+0,12 | <13,2 | 0,68+0,15 1,50 13-25
15 | TTY 28/14/TTU 28/14 29,00+1 0,33+0,12 | <14,7 | 0,68+0,15 1,50 14,5 -28
16 | TTY 30/15/TTU 30/15 230 0,3040,10 | <15,6 |0,60+0,15 1,50 15,5-30
17 | TTY 35/17,5/TTU 35/17,5 235 0,30+0,10 | <18,1 | 0,60+0,15 1,50 18 - 35
18 | TTY 40/20/ TTU 40/20 240 0,3£0,1 <20,6 |0,6+0,15 1,50 20,5 -40
19 | TTY 45/22,5/TTU 45/22,5 245 0,3+0,1 <23,1 |0,60£0,15 1,25 23-45
20 | TTY 50/25/TTU 50/25 250 0,3£0,1 <256 |0,60£0,15 1,25 25,5-50
21 | TTY 60/30/TTU 60/30 260 0,3+0,15 |<30,6 |0,6+0,15 1,25 30,5 -60
22 | TTY 80/40/TTU 80/40 280 0,3+0,15 |=<40,6 |0,60+0,15 1 40,5 - 80
23 | TTY 100/50 / TTU 100/50 2100 0,3£0,2 <50,6 |0,6+0,15 1 50,5 - 100
24 | TTY 120/60/TTU 120/60 2120 0,4£0,2 <60,8 |0,8+0,2 1 60,5 - 120

* B 3aBucumocTm oT ucnonHenus / Depending on the execution.

** BHewHwit anametp / Outer diameter.
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Tabnuua 3 - KomnnekTtHocTb / Table 3 - Completeness of set

Ne TunoucnonHenue / Type KonuuecTso, wr. (B rpynnosoii ynakoeke) * / Quantity, pcs.
(in group package) *
1 TTY 21/TTU 21 200
2 TTY 3/1,5/TTU 3/1,5 100
3 TTY 4/2/TTU 4/2 100
4 TTY 5/2,5/TTU 5/2,5 50
5 TTY 6/3/TTU 6/3 50
6 TTY 8/4/TTU 8/4 50
7 TTY 10/5/TTU 10/5 50
8 TTY 12/6 / TTU 12/6 50
9 TTY 14/7 | TTU 14/7 50
10 TTY 16/8 / TTU 16/8 50
1" TTY 18/9/TTU 18/9 50
12 TTY 20/10/TTU 20/10 50
13 TTY 22/11/TTU 22/11 50
14 TTY 25/12,6/TTU 25/12,5 50
15 TTY 28/14/ TTU 28/14 25
16 TTY 30/15/TTU 30/15 25
17 TTY 35/17,6/TTU 35/17,5 25
18 TTY 40/20 / TTU 40/20 25
19 TTY 45/22,5/ TTU 45/22,5 20
20 TTY 50/25/ TTU 50/25 20
21 TTY 60/30 / TTU 60/30 10
22 TTY 80/40 / TTU 80/40 10
23 TTY 100/50 / TTU 100/50 5
24 TTY 120/60 / TTU 120/60 5
25 TTY 150/90 / TTU 150/90 5

* He oTHocuTCA K M3genusim AnuHoii 50 M 1 6onee, KOTopble NOCTaBNANTCA B MHAMBUAYANbHOM yNakoBKe,
B POIIM KOTOPOI BbICTYNaeT katyLuka. / Does not apply to products with a length of 50 m or more, which are
supplied in individual packaging (coil).
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nocne ycaaku / after shrinkage
I no ycapku / before shrinkage

PucyHok 1 — FaBaputHble pasmepbl TTY / Figure 1 - Overall dimensions of TTU

W3panwue / Version 2
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