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BbIKJTIOHATEJIb—PA3BEOVNHUTEJ1b
BH88 MASTER

KpaTkoe pykoBoACTBO Mo aKcrlyaTauum

m OcHoBHble cBepeHusa 06 usgenumn
Bbikntovatenb-pasveauHutens BH88 MASTER cepun KARAT
ToBapHoro 3Haka |IEK (ganee — Bbiknioyartens) npegHasHaveH

ANSA BKIOYEHWS, NPOMYCKaHNA N OTKIMIOYEHUSI MEPEMEHHOro Toka

HanpsbkeHnem o 400 B yactotown 50 Ny B ycTponcTBax pacnpeaeneHunsi

3MEKTPUYECKON 3HEPTUN.

BeikntoyaTenbs cootBeTcTByeT TpeboaHusm TP TC 004/2011,
TP EASC 037/2016, TOCT IEC 60947-3.

CTpykTypa ycrnoBHoro o6o3HayeHus aptukyna BH88:

KAM-VNX1 X2- X3- XXXX4

KA — cepusi: KARAT;

M — tun: MASTER;

VN — HauMeHoBaHWe: BbIKIoYaTeNb-pasbeauHUTENb;

X1 — obosHa4veHune rabaputa: 0 — 31 (go 100 A); 1 — 32 (go 125 A);
2-33 (no 160 A); 3 —35 (no 250 A); 4 — 37 (8o 400 A); 5— 39 (no 630 A); 6
— 40 (no 800 A); 7 — 43 (no 1600 A);

X2 — ob6o3HaveHne moamdukaumm: 0 — 6e3 mogmdurkauum;

X3 — konnyecTso nomntocoB: 1 — 1 nontoc; 2 — 2 nontoca; 3 — 3 nontoca; 4
— 4 nontoca;

XXXX4 — HomunHanbHbIN TOK, Hanpumep: 0125 — 125 A, 0250 — 250 A,
0400 — 400 A, 0800 — 800 A.

MpvMep 3anvcu TPexXmostCHOro BbiKNtovaTens-pasbeanHnTens BH88
MASTER cepuun KARAT Ha Tok 250 A: KAM-VN30-3-0250.

MpopomkeHune Tabnuubl / Continuation of the table

HanmeHoBanue nokasatens / Parameter 3HayeHve ang BbiknoyaTens tuna / Value for

denomination the breaker type
BH88-32/ | BH88-35/ | BH88-37 / | BH88-40 /
VN88-32 |VNB88-35 |VN88-37 |VN88-40
XpaHeHue / Storage B ynakoBke 13rotosuTens, B nomMeLLeHIsx ¢

€CTeCTBEHHON BeHTUNALMen Bosayxa / In the
manufacturer's package in naturally ventilated
rooms

TemnepaTypa XpaHeH!s/TpaHCNopTupoBaHns / 40 ... 475
Storage/transportation temperature, °C

B cooTBeTCTBIM C 3aKoHOAATENbCTBOM Ha
TeppuTopun peanusaum / In accordance with
the legislation in the territory of sale

Ytunusaums / Disposal

Cpok cnyx6bl, net / Service life, years™ 15

["apaHTUitHbI CPOK (CO AHS npodaxi), net / Warranty | 5
period (from the date of sale), years*

* [pu ycniosun cobnioaeHns noTpebutenem npasin akcnyaTaLyy, TPaHCOPTUPOBAHNS U XPaHEHWS.
| If operating, transportation and storage rules are complied with.

** Co [iHs BBOAA B SKCMIyaTaLyto. MpeTeHaun no BbIKOYATENIO C UCTEKLIMM CPOKOM CRyObl He
npunumatotcsi. / From the date of operation. No claims are accepted if the breaker is expired.

KomnnektHocTb / Complete set

HanmeHosaHue / Denomination Konnyectso Anst BbIKMKYaTENst C HOMUHANBHBIM TOKOM, LIT./3K3. /
Quantity for the breaker with rated current, pcs./cop.
125A 250 A 400 A 800 A

Boiknioyatens Harpyaku / Load 1 1 1 1

breaker

Macnopt / Passport 1 1 1 1

MexdasHble neperopoakv / 4 4 4 4

Interphase separators

KomnnekT ans kpennenums Ha 1 1 1 1

MOHTaXHYI0 NaHens / Set for

installation on a mounting plate

MpaBuna MoHTaXxa n aKcnayaTauum

MoHTax 1 nyck BbIkNoYaTene B 3KCnnyaTaumo JOMKHbI
OCYLLECTBASATLCA TOMBbKO KBANMMULMPOBAHHBIM 3MEKTPOTEXHUYECKUM
nepcoHanom, NPOoLUEALLINM MHCTPYKTaX Mo TEXHMKe Ge3onacHocTy,
C cobniofeHneM nNpaBur, yCTaHOBIIEHHbIX B HOPMATUBHO-TEXHUYECKOWN
[OKyMeHTaLuun.

BbikntoyaTtens ycTaHaBnNMBaeTCs Ha MeTanM4Yeckon naHenu
TONLWMHOM He MeHee 1,5 MM Unu U3onALMOHHON NaHenu ToNWnHON
He MeHee 6 MM ¥ 3aKpennsieTcs BUHTaMu, BXOAALMMMN B KOMMNEKT
NOCTaBKW.

MprcoeauHeHWe BHELLHUX NPOBOAHWUKOB CrieyeT BbIMOMHATh
B CcOOTBEeTCTBUU C TpeboBaHnamu FOCT 10434.

MpeTeH3un No BbIKIYATENO HE MPUHUMAIOTCS B Crydae U3MEHEeHUs
KOHCTPYKLMN noTpebuTenem.

Bblkntoyatenb, KOTOpbIA 40 UCTEYEHMS CpoKa rapaHTMmn oTpaboTan
o6lLLee KONMMYECTBO LIMKIOB BKIMIOYEHUS-OTKITIOYEHMS 3aMeHe unm
PEMOHTY HEe MOANEXNT.

m Basic information about the product

VN88 MASTER KARAT series switch-disconnector of IEK
trademark (hereinafter - the breaker) is designed to turn on, pass and turn
off alternating current with voltage up to 400 V at a frequency of 50 Hz
in electrical power distribution devices.

The structure of the reference indication of the VN88 item:

KAM-VNX1 X2- X3- XXXX4

KA — series: KARAT,

M — type: MASTER;

VN — denomination: switch-disconnector;

X1 —indication of dimensions: 0 — 31 (up to 100 A); 1 —32 (up to 125 A);
2 — 33 (up to 160 A); 3 — 35 (up to 250 A); 4 — 37 (up to 400 A);
5 —39 (up to 630 A); 6 — 40 (up to 800 A); 7 — 43 (up to 1600 A);

X2 — modification: 0 — no modifications;

X3 — number of poles: 1 — 1 pole; 2 — 2 poles; 3 — 3 poles;
4 — 4 poles;

XXXX4 — rated current, example: 0125 — 125 A, 0250 — 250 A,
0400 — 400 A, 0800 — 800 A.

An example of recording a three-pole VN88 MASTER KARAT series
switch-disconnector for a current of 250 A: KAM-VN30-3-0250.

[abapuTHble n ycTaHOBOYHbIE pasmepbl Bbikntodatens / Overall and
mounting dimensions of the breaker
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Tun Boikntoyatens /| Paamepbl / Dimensions, mm

Breaker type
L1 L2 |3 (W (w1 w2 |W3 (W4 |H H1 | @d

BH88-32/ VN88-32|151,2/253 |132,4/129 |93 |30 |18 |30 |122,7|97,8 |63,8 |45

BH88-35/VN88-35|165,2| 300 |146,2|125,4/106,6/35 |23,8 |35 |141,6/97,8 |68,5 |4,5

BH88-37 / VN88-37|257 |465 |224 |194,1(149,6/48 |33 |44 |197,4/152,3/98 |8

—

BH88-40 / VN88-401280,8|496 |243 |2433|212 |70 458 |70 |282 |155,8/103,5

Installation and operation manual

Installation and launch of the breakers into operation must be
performed by a qualified electrical personnel that received a safety brief
and in compliance with the rules, established by the regulating
documentation.

The switch is installed on the metallic plate of at least 1.5 mm thick or
the insulated panel of at least 6 mm thick and fixed with the screws,
included in the set.

No claims regarding the switches that went though the customer's
alteration in the design are accepted.

The switch that has completed the total number of on-off cycles before
the expiration of the warranty period cannot be replaced or repaired.

TexHunyeckune ganHble / Technical specifications

MpopomkeHune Tabnuupl / Continuation of the table

HanmeHoBaHue nokasatens / Parameter 3HayeHue ans Boiknoyatens Tuna / Value for
denomination the breaker type

BH88-32/ |BH88-35/ |BH88-37 / |BH88-40 /
VN88-32 |VN88-35 |VN88-37 |VN88-40

MexaHuyeckas U3HOCOCTOMKOCTb, Linknos B-O / 8500 7000 4000 4000
Mechanical wear resistance, On-Off cycles

OnekTpuyeckas U3HOCOCTOMKOCTb, Lknos B-O / 1500 1000 1000 1000
Electrical wear resistance, On-Off cycles
Pa3mep pe3blbl kpenexHbix anemMeHToB Anst M8x20 M8x20 M10x30 | M12x35

NpUCOEANHEHNS BHELLHNX NpoBoAHMKOB / Thread
size of fixing accessories for connection of outer
conductors

MOMEHT 3aTsXKKN KpenexHbIX aneMeHToB 10+1 1241 28+1,5 28+1,5
Anst NPUCOSANHEHNSE BHELLHIX MPOBOAHMKOB /
Torque of fixing accessories for connection of outer
conductors, Nim

HanmeHoBaHnue nokasarens / Parameter 3HaueHue ans BbikntoyaTens tuna / Value for CeyeHue NpucoeanHseMbIX NPOBOAHMKOB / 50 120 240 21240
denomination the breaker, type Connected conductors cross section, mm?
BH88-32/ |BH88-35/ | BH88-37 / | BH88-40 / Knumatuyeckoe ncnonHexne 1 kateropus YXN3/NF3
VN88-32 |VN88-35 |VN88-37 |VN88-40 pasmelieHns / Climatic and location categories
HomuHanbHoe paboyee HanpsikeHne nepemenHoro | 400 Temnepatypa akcnnyatauum / Operation -35...470
Toka yactoton 50 'y / Rated operating voltage of temperature, °C
alternating current with a frequency of 50 Hz, Ue, V CreneHb 3arpasHerns no FOCT IEC 60947-1/ 3
Yucno nontocos / Number of poles 3,4 Pollution degree IEC 60947-1
HomuHanbHbIit Tok / Rated current, le, A 125 250 400 800 I'pynna MexaH4eckoro UCronHeHus no [OCT 17516.1| M3
YCroBHbIN TENNOBOI TOK Ha OTKPLITOM BO3ayXe / 125 250 400 800 / Mechanical category :
Conventional free air thermal current, Ith, A Bicora Han ypoBHem mopst / Base altitude, m <2000
Kateropusi npumeHerus / Application category AC-22A OTHOCKTENbHas BaxHoCTb Boaayxa npu 20 °C / 90
it i roliy
HoMUHansHoe MMNyMbCHOE BbiiepKUBaEMOe 8000 Relative air humidity at temperature of 20 °C, %
Hanpsixetve / Rated impulse withstand voltage, Macca / Weight, kg 14 17 55 \ 99
Uimp, ¥ TpaHcnoptuposahue / Transportation B ynakoBke narotosutens, niobbiM BUAOM
HomuHanbHoe Hanpsxetve sonsuum / Rated 800 KPBITOrO TPAHCMIOPTA, NPEAOXPAHSIOLLIM
insulation voltage, Ui, V U3MIenve 0T rPsi3M, BMarv U yAapHbIX Harpy3ok /
HoMuHanbHas oTKmoYalolijas cnocobHocTs / Rated  |8le In the manufacturer's package by any type of
breaking capacity covered transport that protects the product from
dirt, moisture and shock loads
HomuHanbHas BkntovatoLLas crnocobHOCTb B 20le
YCIOBMSIX KOPOTKOTO 3aMblkaHus / Rated making
capacity at short current, lcm, A
HoMMHanbHbIA KpaTKOBPEMEHHO BblAepXuBaemblit |2 25 5 10
Tok lcw B TeueHme 0,05 ¢, kKA

MuHMManbHbIE paccTOSHWUA ANA YCTaHOBKM BbikmodaTens / Minimum
distance for installation of the breaker
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a) MuHmManbHble paccTosHUS Mexay ABYMS FOPU3OHTANBHO YCTaHOBMNEHHbIMM Bbiknouatensamm / Minimum distance
between two horizontally mounted switches
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1 — HeusonmposaHHoe npucoeauHerme / Non insulated
connection

2 - 3onuposaHHbIil kabens / Insulated cable

6) MuHMManbHble paccTosHNS YCTaHOBKM 3 — KabenbHble HakoHeuHmk / Cable lugs

Bblkntoyatens B wute / Minimum distance B) MyHMManbHble paccTosHMA Mexay [ByMS

of installation BEPTUKAMNbHO YCTaHOBMEHHbIMY BbIKioaTensmm /
Minimum distance between two circuit of circuit breaker in
the switchboard

Tunopa3avep MuHUManbHble paccTosiHUS YCTaHOBKW Bbikmtoyatened / | H, mm D, mm
BblkmtoyaTens / Minimum switch installation distances

Breaker type A mm B, mm

BH88-32/ VN88-32 |122,5 20 122,5 50
BH88-33 / VN88-33 |138,3 20 138,3 50
BH88-35/ VN88-35 |167,5 25 167,5 50
BH88-37 / VN88-37 | 220 25 220 50
BH88-40 / VN88-40 | 220 25 220 50
W3panve / Version 3 Ten
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