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MOZAYJ1b KEYSTONE JACK LIBETHOM

KpaTkoe pykoBoACTBO Mo 3KcnlyaTaumm

CS1C.001.2

OcHoBHble cBegeHus 06 usgenumn
Mopynb Keystone Jack LseTHol ToBapHoro 3Haka ITK (aanee — moaynb)
ncnonb3yeTcs Npu NOCTPOEHUU KOMMNbIOTEPHbIX ceTen.
MO,CLyJ'Ib YyCTaHaBMMBaETCA B HACTEHHbIE PO3ETKN, BCTABKU U HaﬁOprIe nary-
naHenu.
MO,D,yJ'Ib COOTBETCTBYET TpeGOBaHI/IQM TEeXHWU4YeCKOoro pernameHTa
TP EASC 037/2016.

TexHuUuYeckue paHHble
Paclwudposka Mogynsi Keystone Jack:

CS1-1CXU-11-XX
ueT: 02 — 3eneHbli;
03 — cnHuiz;
04 — KpacHbIi;
05 — xenTbii;
09 — yepHbIN
TUN 3agenku koHTakTos IDC-110
6e3 3aLMTHOro aKpaHa
kateropus 5e, 6, 6A
moaynb Keystone Jack

OCHOBHbIE TEXHUYECKNE XapaKTEPUCTKM MOZYINS NpuBedeHbl B Tabnuue 1.
OnekTpuyeckue xapakTepucTuku usgenuii npu temnepatype 20 °C
npeacrTaBneHsl B Tabnuue 2.
[aGapuTHble 1 yCTaHOBOYHbIE pa3Mepbl MOAYMs NPeACcTaBneHb
Ha pucyHke 1.

KomnnekTHoCTb
KoMnfiekT nocrasku Mogysst npeacTasneH B Tabnuue 3.



Mepbl 6e3onacHocTH
Pa6otbl no MOHTaXy Mo,qyneﬁ [OOIKHbI NPON3BOAUTBLCA KBaJ'IVICbI/ILl,I/IpOBaHHbIM
nepcoHanom.

MpaBuna MoHTaXxa U akcnayaTauuu

MoHTax 1 akcnnyaTaumns Moayns AOMKHbI OCYLLECTBNATLCSA Npu Temrnepatype
oT muHyc 10 °C go nntoc 60 °C.

Mopsipok MoHTaxa.

MoarotoBMTL MOAYMb, YCTPOMUCTBO AJS 3a4MCTKM U 06pe3ku BUTON Napbl.

Ypanutb BHelUHioo nonsumio LAN-kabens cneumanbHbIM MHCTPYMEHTOM Ha
anmvre ot 30 o 40 mm. MNpu Hannymmn yganuTe pasgenutens nap.

3aBecTu xunbl LAN-kabens Ha KOHTaKTbl (3agenka UHCTPyMeHTOM) /
3adpnKcMpoBaTh XUMbl B KpbiLLke (6€3 MHCTPYMeHTa) B COOTBETCTBUM C LIBETOBOW
MapK1pOBKOW 1 BblGpaHHbIM cTaHAapTom (T568A nnmn T568B). CHumaTh nsonsaumo
Xun He TpebyeTcsi.

BHUMAHUE
Heo6xoamMmo coxpaHATb LeNnocTHOCTL NoBUBa nap.
[onyckaeTcs ucnonb3oBaHWe UCKIMIOYUTENBLHO CeLMHCTPYMeHTa
ANA 3aAenKn Xun.

C nomolLLbio creLuanbHOro MHCTPYMeHTa Ans 3a4ernku noovepeaHo 3abutb
UMbl B KOHTAKTHbI MOAYIb.

Obpe3saTb cBO6OAHbBIE KOHLIbI 3aeMaHHbIX XN UCKITIOYUTENBHO creumnanbHbIM
VHCTPYMEHTOM, 6o 6okopesamm A4S UCKMIOHEHNS 3NEKTPUYECKOrO KOHTaKTa Xun
C KOprycoM Mozyrisi.

Mcnonb3oBaHue nio6oro MHOro pexyLLero MHCTPYMEHTa MOXeT NPUBECTM K
NOBPEXAEHNIO OPOXKEK N KOHTAKTOB, YTO NULLIAET rapaHTUM OT U3TOTOBUTENSI.

MpumeyaHne — VIHCTpyMeHT ANns 3afenkyu MOoXeT cogepxarb YCTPONCTBO Ans
aBTOMaTU4eCKON 0BpesKu Xur.

YCTaHOBUTb Ha MOAYMb 3aALLMTHYIO KPBILLKY U HAAEXHO 3aKpbITb €e A0 Lenyka.

TexHuueckoe obcnyxuBaHue
M3nenus He TpebytoT obecnyxuBaHWe B MpoLiecce aKchnyaTaumm.

TeKywwmit peMOHT
MO,D,yﬂb ABNAETCA HEPEMOHTONPUroaHbIM U3gennem 1 B criydae OGHapy)KeHI/Iﬂ
HencnpaBHOCTU MO UCTeYeHUn FapaHTVIPIHOFO CpOKa noAanexvT yTunnsaunu.
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TpaHcnopTupoBaHue, XpaHeHMe U YTUIU3aLMSA

TpaHcnopTMpoBaHWe Moayns AOMYCKaeTCs B YNAaKoBKe U3rOTOBUTENS M0ObIM
BUAOM KpbITOrO TpaHcnopTa, obecneyvBaioLLym npefoxpaHeHne yrnakoBaHHOTO
13aenns oT MexaH4Yecknx NoBpexaeHui, Npu Temnepatype ot MuHyc 30 °C
fo nntoc 70 °C.

XpaHeHune Mofyns OCYLLECTBIISIETCSA B YNaKOBKe U3roTOBUTENS B MOMELLEHUSX
C €CTeCTBEHHOI BEHTUNALMEN 1 NPU OTCYTCTBUM B BO3AYXE KUCIOTHbIX, LLEMOYHbIX
M APYrUX XMMUYECKUN aKTUBHbIX MpMMecei. Temnepatypa OKpyXatoLlero Bosayxa
ot muHyc 30 °C po nntoc 70 °C. BepxHee 3Ha4eHne OTHOCUTENbHON BNaXHOCTN
Bo3ayxa 98 % npwu 25 °C.

YTunmsaumsi Mogyns npov3BoamTCcs NyTéM nepegayv B cneuuanma3mpoBaHHble
opraHu3auum no nepepaboTke BTOPCIPbSI.

Cpok cnyx6bl U rapaHTUKN U3FOTOBUTENSA

M3HococTomKoCTb Moaynst — 750 LMKNOB NOAKMIOYEHNS.

Cpok cnyx6bl moayns — He meHee 15 neT. Mo ucteveHnn cpoka cryobbl
vsgenvie yTunuamposartb.

[apaHTWIHbIV CpoK aKkcnnyaTauum Moayns — 1 rog co AHA NPOAaXu Npu ycrnoBum
cobntoaeHus notpedutenem NpaBun akcnyaTauny, TPaHCMOPTUPOBAHWS U XPaHEHNS.

m Basic product data

Colored Keystone Jack module of ITK trademark (hereinafter referred
to as — module), is used in the construction of computer networks.
Module is installed in wall sockets, inserts and combined patch panels.

Technical data
Definition of Keystone Jack module:
CS1-1CXU-11-XX
color: 02 — green;

03 — blue;
04 —red;
05 — yellow;
09 — black
type of IDC-110 contact termination

no shield

category 5e, 6, 6A
Keystone Jack module
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The main technical characteristics of the module are given in Table 1.

Electrical characteristics of connectors at 20 °C temperature are presented in
the table 2.

Overall and mounting dimensions of module are shown in the figures 1.

Completeness of set
The scope of delivery of module is shown in the table 3.

Safety precautions
Works on the installation of module should be carried out by qualified
personnel.

Rules for installation and operation

Mounting and operation of module should be carried out at temperatures from
minus 10 °C to plus 60 °C.

Module installation order.

Prepare the module, twisted pair stripper and cutter.

Remove the outer insulation of the LAN cable with a special tool at a length of
30 to 40 mm. If present, remove pair separator.

Insert the cores of the LAN cable onto the contacts (terminating with a tool) /
fix the cores in the cover (without tools) in accordance with the color coding and
the selected standard (T568A or T568B). It is not necessary to remove the core
insulation.

ATTENTION
It is necessary to preserve the integrity of the pair's twisting.
Only special tools for sealing the wires are allowed.

Use a special tool to seal the wires one by one into the contact module.

Cut the free ends of the sealed wires using only a special tool or pliers to
prevent electrical contact between the wires and the module's body.

Using any other cutting tool may damage the tracks and contacts, voiding the
manufacturer's warranty.

Note — The punch down tool may contain an automatic strand cutter.

Install the protective cover on the module and securely close it until it clicks

Maintenance
Products do not require maintenance during operation.

Current maintenance
Module is non-repairable products and in case of failure after the warranty
period has expired, they should be disposed of.

4
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Transportation, storage and disposal

Transportation of module is allowed by any kind of covered transport in the
manufacturer's package, which ensures the protection of the packed product from
mechanical damage, at temperatures from minus 30 °C to plus 70 °C.

Module is stored in the manufacturer's packages in rooms with natural
ventilation and in the absence of acid, alkaline and other chemically active
impurities in the air. Ambient temperature is from minus 30 °C to plus 70 °C. The
upper value of the relative air humidity is 98 % at 25 °C.

Disposal of the module and inserts is carried out by transferring to specialized
organizations for the processing of recyclable materials.

Service life and manufacturer's warranties
Endurance of module — 750 connection cycles.
The service life of products is at least 15 years. Dispose the product at the end of

its service life.

Warranty period of operation of the product is 1 year from the date of sale, if
the consumer observes the rules for operation, transportation and storage.

Tabnuua / Table 1 — TexHnyeckve napameTpbl / Spesifications

HanmeHoBaHue nokasatens / Parameter

3HaueHue Ans moayns / Value for module

denomination CS1-1CBEU-11-XX | CS1-1C06U-11-XX | CS1-1CBAU-11-XX
Kareropwusi / Category 5e 6 6A

lMonoca nponyckanus, My / Bandwidth, MHz 1-100 1-250 1-500
VcnonHerue/Version UTR

Tun BxogHoro nopta / Input port type RJ-45(8P8C)

Tun 3apenku / Termination type

BeptukansHas 90° / Vertical 90°

Tun koHTaktos IDC / Type of IDC contacts

110

Cxema noaKmnio4eHIst NPOBOAHNKOB /
Wiring diagram of conductors

T568A/B

[lnameTp NpoBOAHNKOB, MM /
Conductor diameter, mm

0,405 - 0,644 (22-26 ANG)

MakcumanbHbii Tok, A / Maximum current, A

15

HomuHanbHoe paboyee HanpsixeHve, B / Rated
operating voltage, V

48

Marepuan kopnyca / Case material

ABC-nnacTuk, He noaaepxuBaiowyit roperue no UL94 V-0 /
Flame retardant ABS-plastic according to UL94 V-0

Marepuan neyatHoit nnatel / PCB material

2-croitHoe cTeknoBonokHo (FR-4) TonwwmHoit 1,6 mm /2-layer
fiberglass (FR-4) 1.6 mm thick




MpopomkeHne Tabnuubl / Continuation of table 1

HanmeroBaHue nokasatens / Parameter
denomination

3HaueHve gns mogyns / Value for module

CS1-1C5EU-11-XX | CS1-1C06U-11-XX

Marepuan kopnyca pasbemos IDC / IDC connector
case material

TMonukap6oHat/Polycarbonate

Marepuan kopnyca pasbemos RJ / RJ connector
case material

CreknonnacTikoBblit nonubytuneHtepedpranart / Fiber glass

polybutylene terephthalate

Marepuan koHTakToB pasbemos / Connector contact
material

Docdopuctasi 6poH3a ¢ HukenesbiM nokpbiTem / Nickel
plated phosphor bronze

TonLLMHa NOKPLITUS KOHTAKTOB 3010TOM, MKM / 3,0 (3)
Thickness of gold coating of contacts, pm

KoHTakTHOE conpoTMBneHe KOHTaKToB pasbémoB | 20

RJ, mOm / Contact resistance of RJ connector

contacts, mOhm

KoHTaKTHOE COnpOTUBEHHE KOHTAKTOB PadbémoB | 2,5

IDC, MOm / Contact resistance of IDC connector
contacts, mOhm

lMoppaepxka TexHonorm PoE / PoE support

4 knacc (30 BT Ha nopr) / 4th class (30 W per port)

Conpotuenenue uonsuyuu, MOm / Insulation
resistance, MOhm

500

[nanextpuyeckas npoYHOCTL n3onauum, B /
Dielectric strength of insulation, V

1000 (mpu 60 1y) / 1000 (at 60 Hz)

Yeunue yaepxanus pasvéma, H / Connector holding
force, N

50 B Teyenme 1 mun / 50 within 1 minute

Tabnuua / Table 2

Yacrota, My / 3atyxaHue, ab / Attenuation, dB
Frequency, MHz Kateropus pasbema / Connector category

5e 6 6A
1 0,1 0,1 0,1
4 0,1 0,1 0,1
10 0,125 0,1 0,1
16 1,525 0,1 02
100 04 0,2 04
250 - 0,32 0,32
500 - - 0,45

Tabnuua / Table 3

HaumeHosaHne/Denomination

KonuyecTso B rpynnoBoit ynakoske, LuT. (3K3.) /
Quantity in a multiple package, pcs. (copy)

Mopynb Keystone Jack / Keystone Jack module

20

CS1-1C6AU-11-XX



16,1

20

14,6

PucyHok / Figure 1

M3naHue / Version 6

31




