GENERICA

®OACAOHOE KPEMJTEHUE TUMA K®K 15-57.6

KpaTkoe pykoBoACTBO No 3KcnnyaTtauum
UKA.KFK.G.001.1

m OcHoBHbIe cBeaieHusi 06 nsgenum

dacapgHoe kpennenve Tvna KOK 15-57.6 TosapHoro 3Haka GENERICA (ganee - K®K)
npenHa3Ha4YeHo NS MPOMEXYTOYHOTO KPEMMEHS U CTSHKKW B MyHOK CAMOHECYLLIMX U3OMMPOBAHHbIX
npoBogos (CUIM) HanpsbkeHrem Ao 1 kKB Ha onopax 1 cTeHax 3naHuii.

Mepbl 6e3onacHocTn

BHUMAHUE
Mo Havyana paboT NpuHATL Mepbl 6e3onacHoCTH, uckntoyarwme moHTax BN nop
Hal'lpil)KeHMeMIl'lOTeHLWlaﬂOM.

Mo ncteyennn cpoka cnyx6el KOK nognexut ytunusauum.

MpaBuna moHTaxa

[Mpy MOHTaXe Ha XKEeNe306ETOHHbIE UM KUPMUYHBIE CTEHBI/OMOPLI YCTAHOBKA KPEMMeHi
MPOV3BOAMTCS B NPEBapUTENBHO U3FOTOBNEHHBIE OTBEPCTUS MAMETPOM 12 MM U ry6IHOI He MeHee 60 MM.

[robenbHas YacTb BGUBAETCS B OTBEPCTIE [0 OrPaHUUMTENBHOTO KOMbLIA 1 3aKPENNSETCs C
NOMOLLBIO MBO3AS, BXOASILLETO B KOMMIEKT.

IMpy MOHTaxe Ha AepEBSHHbIE NMOBEPXHOCTW CPE3aTh NNacTUKOBbIN AGENb [0 OrPaHUYUTENLHOTO
KonbLia 1 BGUBATL rB03Ab HEMOCPEACTBEHHO B AEPEBO.

[Mpu moHTaxxe CUIM paccTosiHre Mexay ABYMS KpenneHsMu He JOmKHO npesbiluats 0,7 meTpa.

CTsKKa B My40K Heckonbkix CUIM Npou3BoauTCs C MOMOLLIbO NITACTUKOBOMO PEMELLIKa C
CamoBGNOKUPYHOLLMMCS 3aMKOM. PekoMeHzyeTcsi npou3BoauTh kpennenre CUM npeasapuTenbHo
CTSHYTBIX XOMyTaMmu.

MoHTax pekomeHayeTCst NPOBOAWTL NPU TeMMepaType okpyxatoLLeit cpeabl He Hinke MuHyc 20 “C.

m Basic product data
The KFK 15-57.6 type facade fastener of the GENERICA trademark (hereinafter

referred to as the KFK) is designed for intermediate fixing and bundling self-bearing isolated
wires (SIW) with voltage of up to 1 kV on poles and walls of buildings.

Safety measures

ATTENTION
Before starting work, please take safety measures to prevent the installation of live/
potentially energized overhead power lines.

Dispose of the KFK at the end of its service life.
Installation rules
When mounting on reinforced concrete or brick walls/poles, the fasteners are installed in pre-drilled

holes with a diameter of 12 mm and a depth of at least 60 mm.
The dowel part is driven into the hole up to the limiting collar and fastened with the nail included in the kit.
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When mounting on wooden surfaces, cut the plastic dowel flush with the limiting collar and drive

the nail directly into the wood.

When mounting SIW the spacing between two adjacent fasteners must not exceed 0.7 meters.

The bundling of several SIWs is carried out using a plastic strap with a self-locking buckle. It is
recommended to fasten SIWs after they have been pre-bundled with cable ties.

It is recommended to mount the fastener at ambient temperature not lower than minus 20 “C.

By#bIM Typanbl Herisri aknapart
GENERICA Tayap 6enriciHi K®K 15-57.6 TunTi kacbetTi 6ekiTy (6yaaH

api - KOK) kepHeyi 1 kB-ka feniHri e3iH-e3i keTepeTiH okwaynaHfaH ceimaapabl (OKC)
fUmMapaTTapablH Tipeynepi MeH kabblpranapblHa apanbik 6ekiTyre xoHe Gymanan TapTyra

apHarsnfaH.

Kayincisaik wapanapsbl

HA3AP AYOAPbIHbI3
Xymeictap 6actanranra genin 99XK-HiH kepHeyMeH/NOTeHUMaNMeH MOHTaXAanybIH
GonabipManTbIH Kayincisaik WwapanapblH KonaaHy Kepek.

KblameT Mep3imi eTkeHHeH keltiH KPK kapere xapaTtbinybl kepek.

MoHTaxpay epexenepi

Temip GeToH He kipniLL kabblpranapra/Tipeynepre MoHTaxaaraHaa bekitTnenep angbiH ana
[anbliHaanFaH anameTpi 12 MM xoeHe TepeHairi kemiHae 60 MM caHblnaynapra opHaTbinazpbl.
[to6enb Geniri caHblnayra LLEKTEriLL cakvHara AeiiH YpbinbIm, XUbIHTbIKKA KIPETIH LLereHiH

KemerimeH GekiTinea;.

AfaLu 6eTke MOHTaXaFaH keaae nnacTukanblk Abenbai LWeKTeril cakuHara AemiH Kecin anbin,

LLereHi Tikenel afallka ypbIn Kipridy kepek.

OKC-ke MOHTaX/aFaH keane eki GekiTneHiH apacbliHaarbl kallbIKTbIK 0,7 METpaeH acnaybl TUic.

BipHetue ©KC-Ti 6ymanan Tapty eagiriHeH byrattanarbiH kynmbl 6ap nnactvkanslk 6enbeyLueHiy
KkemeriMeH xyprisineai. OKC GekiTyai anablH ana TapTbinFaH KaMbITTapMeH Xyprisyai yCbiHaMbI3.

MoHTaxaayap! kopLuaraH opTaHblH MuHyc 20 ‘C-eH TeMeH emMec TeMnepaTypachlHAa Xypridyai

YCbIHaMbI3.

TexHuuveckue gaHHble / Technical data / TexHukanbik gepekrep

HavmeHoaHme nokasatens / Parameter denomination / BHavenme / Value / Mani
KepceTkiLuTiH aTayb!

PaccrosHve o crexbl / Distance to the wall / 60
Kabbiprara feiliHri apakaLubIKTblk, mm

[lvameTp ynepx1eaemoro nyuka nposofos / 15-57
Diameter of wire bundle to be held / CbiMaapasIH

YCTanbin TypatbiH GyMachiHbIH AnameTpi, mm

PaspywwatolLias Harpyaka / Breaking load / Byay sykremeci, kN 0,198
KnumaTuyeckoe UCTIoNHeHMe 1 KaTeropus pasvielLieHns no YXI11/NF1
[OCT 15150 / Climatic and placement category according /

15150 MEMCT 60ibIHLUA KNUMATTbIK OpbIHAAMBIM XaHe

OpHanacTbIpy caHarb!

Bebicota Hag yposHem Mopsi / Base altitude / <1000

TeHi3 aeHremiHeH GuikTiri, m
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TexHuueckue gaHHble (npoaomkeHue) / Technical data (continuation) /

TexHUKanbIK AepekTep (kanfacbl)

HaumerosaHme nokasatens / Parameter denomination /
KepceTkiluTiH atayb!

BHauerve / Value / Mai

Temnepatypa akcrinyatauum / Operating temperature /
Mavpanaty Temneparypacel, °C

OT MuHyc 60 o nnioc 50 1 oTHoCUTENBHOI
BnaxHocTn 75 % npw niioc 15 °C / Minus 60 to plus
50 and relative humidity 75 % at plus 15 °C /

MwuHyc 60-TaH nntoc 50-re aeiiiH xaHe 15 °C-

Ae canbiCTbipMarnsl biFanabiibifbl 75 %

CpenHee 3Ha4eHIe OTHOCUTENBHOI BNXXHOCTY, MPU TeMMepaType
25 °C / Average value of relative humidity, at 25 °C / 25 °C
TemnepaTypaja anbICTbipMarib! binFanbinblkTbiH_opTaLua MaHi, %

<95

TpaHcnoptuposatve / Transportation / TackiManaay

060t BUA KPLITOTO TPAHCMOPTA, 3aLLMLLAIOLLIA
13aenue oT rpaau, Bari 1 yaapHbIX Harpy3ok, npu
Temnepatype ot MuHyc 60 Ao nntoc 50 °C / Any type of
covered transport that protects the product from dirt,
moisture and impact loads, at temperatures from minus
60 to plus 50 °C / Muryc 60-TaH nrioc 50 °C-re aevtiHri
Temnepatypazia GyiibIMab! GbinFaHy/iaH, binFaniaH xeHe
COKKbI KYKTEMEnep/ieH KOpFailTbIH abblk KeniKTiH

Kes KerlreH Typi

XpaHeHue / Storage / Cakray

BaKpbITble NOMELLEHINS C CTECTBEHHOI BEHTUNALME,
npv Temneparype ot MuHyc 60 Ao nntoc 50 °C, cpenHee
3HaYeHVe OTHOCUTENbHOM BNAXHOCTH, NpK TemnepaType
nntoc 25 °C 10 95 % / Closed rooms with natural
ventilation, at temperatures from minus 60 to plus 50 °C,
average relative humidity at plus 25 °C up to 95 % /
Munyc 60-TaH nntoc 50 °C-re aeiliHri Temnepatypaga
Tabu xenaeTineTiH xabblk yibkaiinap, nntoc 25 °C-re
[eifiHri TemnepaTypaaa canbiCTbipMarb birFanabibIKTbiH
opralua maHi 95 %

PemoHTONpuroaHocTs / Repairability / XKerpeyre sxapamabinbirs!

HepemorTonpurozeH / Non-repairable /
XeHpeyre xapamaizp!

Ytunusaums / Disposal / Kepere xapaty

yTMJ'IMSaLWIﬂ Npou3BOAMTCS B COOTBETCTBUM C
TpeGDEaHI/IHMVI 3aKoHOAaTeNbLCTBa Ha TeppUTOpUA
cTpaH peanu3auym / Disposal is carried out in
accordance with the legal requirements in the territory
of the countries of sale / ©Tkepy enaepiHii
ayMarblH/arbl 3aHHaMaHbIH TananTapbiHa

CaIIKEC Kajiere apaTbinaab!

KomnnekTHocTs / Completeness of set / XKUbIHTbIKTbIMbIFbI

KOK / KFK: 50 wr. / pcs. / aaHa; Macnopt - 1 3k3. Ha
rpynnoByto ynakosky / Passport - 1 copy per multiple
package / Macriopt — TonTblk kanTamara 1 faHa

Macca / Mass / Canmarbl, kg, + 5 %

0,055

Cpok cnyx6bl, net / Service life, years / KpiameT mepaimi, xbin

40

apaHTuitHbIA CPOK SKCTNyaTaLmu, NeT (Co AHs npoaam) /
Warranty period of operation, years (from the date of sale) /
Keningi naiiaanaHy Mepsimi, Xbin (caTbinFaH kyHHeH 6actan)*
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* I'apamvm COXpaHseTca npu COﬁJ‘IIO/JeHVIVI FIOTpesI/ITeJ'IeM npasun aKkcnyarauuu, TpPAHCMOPTUPOBAHUA U XPaHEHUS. /
Warranty is valid in case the purchaser complies with the operation, transportation and storage requirements. /
Keninaik caTbin anyLubl naiaanaxy, TackIMarniay xaHe caktay epexernepiH cakTaraH keaae cakranabl.
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[abapuTHbIe 1 ycTaHOBOYHbIE pa3mepbl / Overall and mounting dimensions /
[abapuTTiK XoHe opHaTy enwemaepi

Vet

:

AA
145

S &y 7774

WapaHue / Version / Bacbinbim 3



