ARBMAFIX

iEK
PO3ETKA TECTOBASA M BUINKA 3AKOPAYMBAIOLLAA AN KONOAKW KNEMMHOW
TUNA CTS

KpaTkoe pykoBOACTBO Mo 3KCnyaTauuu
m OCHOBHbIE CBeAeHMs 00 n3penuu
PoseTka TectoBas ans konoaku knemmHom tuna CTS cepuun ARMAFIX ToBapHoro 3Haka IEK
(nanee — po3eTka) — 3TO N30JIMPOBAHHbIN TECTOBbLIN Pa3beM, KOTOPbLIN UCMOJIb3YETCS C
KneMMHbIMu konoakamu CTS-DT-6 onst KOHTPOSIbHO-U3MEPUTENbHbIX PaboT.

Bunka 3akopadnsatowas gns knemmHon konoakm tuna CTS cepun ARMAFIX ToBapHoro 3Haka IEK
(manee — BUKa) NCMNOJIb3YETCS COBMECTHO C KJIeMMHO konoakon CTS-DT-6 n npegHasHayeHa ans
KOPOTKOro 3aMblKaHUsi COCEAHUX KIIEMM.

PoseTka n Buika cooTBeTCTBYIOT TpeboBaHuam TP TC 004/2011 n TP EASC 037/2016.

TexHu4eckue gaHHbIE

TexHunyeckume AaHHble NpUBELEHbI B Tabnuuax 1, 2

[abGapuTHble pa3mepbl NpMBeAeHbl Ha pucyHkax 1, 2.

KoMnnekTHOCTb, yCcnoBms 6e30nacHOro n 3 hekTMBHONO MCMNOb30BaHNS, TPAHCMOPTUPOBAHMS,
XpaHEeHUs U yTUIM3aLmMn NpueeaeHsl B Tabnuvue 3.

MpaBsuna akcnnyarauuu

dkcnnyaTtaums AoKHA NPON3BOANTLCS B COOTBETCTBUM C «[TpaBunamm yCTpomncTaa
3NEeKTPOYCTaHOBOK>, «[1paBmnamMm TEXHNYECKOWN aKCMyaTaLmmn 3N1eKTPOyCTaHOBOK NOTpebuTenei
3NEKTPUYECKON SHEpPrnumn» n «MexoTpacneBbiMn NpaBuiaMmn No 0XpaHe Tpyaa (npasunamm
6e30MacHOCTN) NPy 3KCMyaTauun 3NEeKTPOYCTAHOBOK>.
“ Testing socket for terminal block CTS type ARMAFIX series IEK trademark (hereinafter —

the socket) is an insulated test connector used with CTS-DT-6 terminal blocks for control and

measuring works.

Short-circuiting plug for terminal block CTS type ARMAFIX series IEK trademark (hereinafter — the

plug) is used together with CTS-DT-6 terminal block and is designed to short-circuit neighboring
terminals.

Basic product data

Technical data

Technical data are given in tables 1, 2.

Overall dimensions are given in figures 1, 2.

Completeness of set, conditions for safe and effective use, transportation, storage and disposal are
given in the table 3.

Operation rules

Operation should be carried out in accordance with the "Requirements for Electrical Installations™,
"Rules of technical operation of electric installations of consumers of electric energy” and "Interbranch
rules on labor safety in operation of electricity generating equipment”.

Tabnvua / Table 1

Haumerosanwe / Denomination

HapyxHbiii gnametp, MM /
Quter diameter, mm

BHyTpeHHWit auametp, Mm /
Inner diameter, mm

BblaepxuBaemblit KpyTALLMA MOMEHT Npy
3ararueanun, H-m / Withstand torque during
tightening, N-m

Posetka tectosas gns CTS-DT-6/ |6,
Testing socket for CTS-DT-6

4

4 1,2

Tabnuua / Table 2

Hauwmerosanwe / Denomination

Kon-Bo noniocos /
Number of poles

Paswmep wara, mm /
Pitch dimension, mm

[vameTp Wrbips, MM /
Pin diameter, mm

Bunka 3akopaumsatowas ans CTS-DT-6/ |2
Short-circuiting plug for CTS-DT-6

8 48

Tabnuua / Table 3

HauwmeroBaHve nokasatens / Parameter denomination

3HayeHwe / Value

[anasoH pabouux Temnepatyp / Operating temperature range

Ot MuHyc 40 °C po nntoc 85 °C / From minus 40 °C to plus 85 °C

Bbicota Haa ypoBHeM Mopsi, M / Base altitude, m

<2000

CpepnHee 3HayeHWe OTHOCUTENbHON BnaxHocT / Average value of

the relative humidity

CpeqHee 3HaueHIe OTHOCUTENBHOM BNaxHOCTM — 50 % npu Temnepatype nntoc
40 °C. [lonyckaetcs BnaxHocTb 90 % npu nnioc 20 °C / Average value of the
relative humidity is 50 % at the temperature of plus 40 °C. The humidity of 90 %
at plus 20 °C is allowed

KomnnekTtHoCTb, Wr. /
Completeness of set, pcs

Posetka tectosas ans CTS-DT-6/ |50
Testing socket for CTS-DT-6
Burnka 3akopauuBatowas ans 25

CTS-DT-6 / Short-circuiting plug for
CTS-DT-6

Ycnosus TpaHcnopTupoBaHus / Transport conditions

TpaHcropTMpOBaHIe U3AEenNst oMyckaeTes MioBbiM BUGOM KpbITOrO TpaHenopTa
B yNaKoBKe M3roToBUTENS, 06eCneqnBaloLIM NpefoXpaHeHIe ynakoBaHHOro
13[ENVsi OT MEXaHUIECKIX NOBPEXAEH, 3arpsi3HeHns 1 nonapaHust Bnarv npu
Temnepatype okpyxatoLeit cpeapl oT MuHyc 40 °C go nntoc 55 °C n
oTHocuTenbHoi BnaxHocT 90 % npu nntoc 20 °C / Transportation of the product
is allowed by any type of covered transport in the manufacturer's package
ensuring protection of the packed product from mechanical damage, dirt and
moisture ingress at ambient temperature from minus 40 °C to plus 55 °C and
relative humidity of 90 % at plus 20 °C

Ycnosus xpaHerus / Storage conditions

XpaHeHue n3aenust ocyLLECTBSIETCS TONbKO B YNaKoBKe U3rOTOBUTENS B
MOMELLEHISIX C eCTECTBEHHON BEHTUNSLIEN NPy TEMNEpaType OKpyXKaloLLEero
Bo3yxa oT MuHyc 40 °C po nntoc 55 °C 1 0THOCUTENbHON BRaxHOCTHM He Bonee
90 % npu Temnepatype nnioc 20 °C. [lonyckaeTcs xpaHeHne Npy OTHOCUTENBHON
BnaxHoctn 50 % u Temnepartype nntoc 40 °C / The product is stored in the
manufacturer's package in naturally ventilated rooms at ambient temperature
from minus 40 °C to plus 55 °C and relative humidity up to 90 % at plus 20 °C.
Storage at relative humidity of 50 % and temperature of plus 40 °C is allowed

Ytunusaums / Disposal

YTUNM3npoBaTh B COOTBETCTBUN C 3aKOHOAATENBCTBOM Ha TEPPUTOPUM
peanu3auum / To dispose in accordance with the legislation in the territory of sale

Cpok cnyx6bl, net / Service life, years

20

["apaHTuitHbIi cpok akcnnyataumu, net* / Warranty period of

operation, years*

5

* C paTbl NpoAaxiu Npu yCroBun cobniofieHns NoTpebutenem npaBun TPaHCNOPTMPOBAHNS, XPaHEHWS 1 akcnnyaTaumn. /
* From the date of sale provided that the consumer complies with the rules of transportation, storage and operation.
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PucyHok 1 — Bunka sakopaumsatowas ans CTS-DT-6 / PucyHok 2 — Posetka Tectosas ans CTS-DT-6/
Figure 1 — Short-circuiting plug for CTS-DT-6 Figure 2 - Testing socket for CTS-DT-6

W3paHwve / Version 2
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