GENERICA

AQUATIC PO3ETKA 3NTEKTPUYECKAA LLITEMNCENBHAA

KpaTkoe pykoBOACTBO MO 3KCMyaTaLyu

m OCHOBHble CBeAeHus 06 U3aenuu
PoseTka anektpuyeckas wrencensHas cepun AQUATIC ToBapHoro
3Haka GENERICA (panee — po3etka) npegHasHadeHa ans
NOAKIoYEHNs ogHOMA3HbIX dNEKTPUYECKUX noTpebutenein nepeMeHHoro Toka
HanpshxeHnem o 250 B yactotow 50 IMy.
Po3seTka npeaHasHaveHa Ans OTKPbITON YCTAaHOBKM BHYTPU U CHAPYXXUN 34aHWIA.
Posetka cootBeTcTBYyeT TpeboBaHusm TP TC 004/2011, TP EASC 037/2016.

TexHuueckue AaHHble
OCHOBHble TEXHUYECKNe AaHHble PO3eTKM NpuBedeHbl B Tabnuue 1.
OneKkTpuyeckme cxembl COeMHEHUs! PO3ETKM NPeACcTaBneHbl Ha pucyHke 1.
[abapuTHble 1 NpUCoeaMHUTENBHbIE Pa3Mepbl PO3ETKN NPEACTaBNEHb!

Ha pUCYHKe 2.

Mepb1 6e3onacHocTy
3AMNPELLAETCA
Wcnonb3oBaTb po3eTku Npy 06pa3oBaHMM TPELMH B NpoLecce
JkcnnyaTtauuMm Unm CKonoB B OCHOBaHMU PO3ETKU UK Kopnyce.
MopaknouaTtb PO3eTKy K HeMCHpaBHOﬁ JneKTponpoBoAke.
OcyLLIeCTBHﬂTb MOHTaX Npu BKNOYEHHOM 3J1IEKTPONMUTAHUN CETU.

lMpaBuna moHTaxa
BHUMAHUE
anI YCTaHOBKe pPO3eTKU ee NnosfioXxeHne AOMKHO COOTBETCTBOBaTh
yKasaTensiMm Ha 3a.qu17| NOBEpPXHOCTU OCHOBaHWUA.

MoHTax PO3EeTKN NPON3BOANTL B Cl'le,Cl,y}OLLleVl nocnenoBaTeribHOCTU:

— OTKPbITb 3aLMTHYIO KPbILLKY U BbIKPYTUTb BUHTbI, CHATbL BEPXHIO YacTb
Kopryca po3eTku;

— 3aKpenuTb OCHOBaHWEe PO3eTKN Ha MeCTe YCTaHOBKU (erl‘le)KHbIe oTBepcTUA
OCHOBaHWA NPUKPbITbI CaJ'IbHMKOM);

— BBECTW NOArOTOBIIEHHbIE K MOHTaXYy 3rekTpu4eckmne nposona 4epes
pe3I/IHOBbII7I aaLLI,I/ITHbII7I CalribHUK B OCHOBaHMe po3eTku 1 NpUcoeanHUTb K BUHTOBBIM
3aXnMaM pOo3eTKU;

— YCTaHOBUTb BEPXHIOK YacTb KOpryca po3eTKu.
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“ Basic product data

AQUATIC series socket of the GENERICA trademark (hereinafter —
socket) is intended to connect single-phase electric AC consumers
with up to 250 V voltage and 50 Hz frequency.
The socket is designed for surface-mounted installation inside or outside of
buildings.

Technical data

Main technical data for the socket are given in Table 1.

Electrical schematic diagrams for socket connection are shown in Figure 1.
Overall and connecting dimensions of the socket are given in Figure 2.

Safety measures
IT IS FORBIDDEN
To use the socket if cracks or chips have appeared in foundation or
enclosure of a socket during operation; to connect the socket to faulty
wiring; to mount the product when electric supply is on.

Installation rules
ATTENTION
The socket should be installed according to pointers on the rear surface
of its foundation.

The socket should be installed in the following steps:

— open a protective cover and unscrew the screws, remove upper part of a
socket enclosure;

— fix a socket foundation in an installation point (fixing holes of a foundation
are covered with a gland);

— insert electric wires prepared for mounting through a protective rubber gland
into a socket foundation and connect them to screw clamps of a socket;

— install upper part of a socket enclosure.

“ ByiibIM Typanbl Herisri ManimMeTTep
GENERICA Tayap 6enriciHih AQUATIC cepusicbiHbIH aneKTpni
wiTencengi poseTtkachl (OyaaH api — po3eTka) kepHeyi 250 B-ka xwuiniri
50 'y aiiHbIManbl TOKTbIH 6ip da3arbl 3neKTp TYThIHYLWbINaPbIH Xanfayra
apHanfaH.
PoseTka fumapatTapaplH iliHae eHe CbIpTblHAA allblK OpHaTyFa apHasfaH.
Poszetka KO 004/2011 TP, EAS0 037/2016 TP-HbIH TanantapblHa Caikec
Kenegi.
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TexHuKanbIk, Aepektep

PoseTkaHblIH Heriari TexHukanblk Aepektepi 1 kectene KenTipinreH.
PoseTkaHbIH anekTpni xarnfay cxemanapbl 1 CypeTTe YCbIHbINFaH.
PoseTkaHbIH rabapuTTiK eHe xanfay enwemaepi 2 cypeTTe YCbIHbIFaH.

Kayincisgik wapanapbi
ManpanaHy 6apbicbiHAA po3eTKaHbIH HerisiHae Hemece KopnycbiHAA
XapbIKTap Hemece KecikTep nauaa 6onfaHaa poseTkaHbl NanpanaHyfa,
PoseTkaHbl aKaynbl 3NneKTp CbiMaapbl )Kvﬁeciue Xanfayra,
XKeniHiH anekTp KOpeKkTeHAipYi KOCYNbl Ke3ae MOHTaX Xyprizyre
TbibIM CANBIHAbI.

MoHTaxaay Karupanapbl
HA3AP AYOAPbBIHbI3
Po3eTkaHbl OpHaTKaH Ke3ae OHbIH Ky#i Heri3aiH apTKbl 6eTiHaeri
KepceTKilTepre cankec kenyi Tmic.

PoseTkaHbl MOHTaxaay Keneci peTneH xyprisineai:

— KOpfaHbILL KaKMnakTbl alubin, bypamanapap! Oypan WwbiFapbin, po3eTKaHbIH,
KOPMYCbIHbIH, XOfapfbl 6eniriH weLlin any kepek;

— po3eTKaHbIH HETi3iH OpHaTbINaThiH Tycka BekiTy KaxeT (Heri3aiH Gekitne
caHbinaynapbl Tbifbl3AarbILNEH abblriFaH);

— MOHTaXgayfa AaiblHAanFaH anekTp CbiMAapblH PO3eTKaHbIH HerisiHe
pe3eHKe KopFaHbILL Thifbi3g4ama apkbirbl Kiprisin, poseTkaHblH bypamansi
KbICKbILLbIHA XKarfay Kepek;

— po3eTKaHbIH KOPMYCbIHbIH XOFapfbl 6eniriH opHaTy kepek.

m Informatii de bazé despre produs
Priza electrica de contact seria AQUATIC de marca GENERICA
(in continuare — priza) este destinata pentru conectarea consumatorilor
electrici monofazici cu tensiune de curent alternativ de pana la 250 V cu o frecventa
de 50 Hz.
Priza este proiectatd pentru instalare in exterior, in interiorul si exteriorul
cladirilor.

Date tehnice

Principalele date tehnice ale prizei sunt prezentate in tabelul 1.

Schemele de cablare electrica pentru priza sunt prezentate in imaginea 1.
Dimensiunile totale si de conectare ale soclului sunt prezentate in imaginea 2.



GENERICA

Masuri de siguranta
ESTE INTERZIS
Folositi prize cu fisuri sau aschii in baza sau carcasa prizei in timpul utilizarii.
Conectati priza la o instalatie electrica defecta.
Efectuati instalarea cu alimentarea de la retea pornita.

Reguli de instalare
ATENTIE
La instalarea soclului, pozitia acestuia trebuie sa corespunda indicatorilor
de pe suprafata posterioara a bazei.

Instalati soclul in urmatoarea ordine:

— deschideti capacul de protectie si desurubati suruburile, scoateti partea
superioara a carcasei soclului;

— fixati baza soclului pe locul de instalare (gaurile de fixare ale bazei sunt
acoperite de guler);

— introduceti cablurile electrice pregatite pentru instalare prin glanda de
protectie din cauciuc in baza prizei si conectati-le la bornele cu surub ale prizei;

— instalati partea superioara a carcasei soclului.

Tabnuua 1 — TexHudeckune ganHble / Table 1 — Technical data /
1 kecte — TexHukanblk Aepektep / Tabelul 1 — Date tehnice
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HaumeHoBaHuve nokasartensi / Parameter BHaueHue ans posetku / Value for the socket / PoseTkara
name / KepceTkilwTiH atayel / Denumirea apHanfaH MaH / Valoare pentru tipul de priza
indicatorului PCw12-2-A PCw22-2-A
KonuuecTso posetok, Wwr. / Quantity of 1 2
sockets, pcs. / PoseTkanap caHsbl, AH / Numar
de prize, buc

Yacrota / Frequency / Xwiniri / Frecventd, Hz | 50

HomuHanbHoe HanpsixeHue / Rated voltage / | 250
Tensiunea nominala / HomuHanae! kepHey, V

HomuHanbHeIn Tok / Rated current / 16
HomuHange! Tok / Curent nominal, A
Tun / Type / Tuni / Tip 2P+®

CeuyeHue nNpucoeanHaeMbiX NPOBOAHNKOB / 1,5 +2x2,5
Cross section of connected conductors /
YKanfaHaTblH cbiMaapablH kumacsl / Sectiunea
transversald a conductoarelor care urmeaza
sa fie conectate, mm?2
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MpopomkeHune Tabnuubl 1 / Continuation of table 1/ 1-kecTeHiH xanfacol /

Continuarea tabelului 1

HanmeHosaHve nokasatens / Parameter
name / KepceTkilwTiH ataybl / Denumirea
indicatorului

3Hayenue ansa posetku / Value for the socket / Posetkara
apHanfaH MaH / Valoare pentru tipul de priza

PCw12-2-A PCwi22-2-A

BawuTHble wropku / Protective shutters /
KopraHbiw nepaetuenepi / Perdele de
siguranta

Oa/Yes/Wa/Da

KomnnektHocTts / Completeness of set /
XKubIHTbIKTBINBIK / Completitudine

Wapenve — 1 wt., nacnopt — 1 ak3. / Product — 1 pc.,
passport — 1 pc. / Byibim — 1 gH., nacnoptsl — 1 gH. /
Produs — 1 buc., pasaport — 1 ex.

PemoHTonpurogHocTs / Reparability /
YKeHpeyre xapamapineifbl / Reparabilitate

HepemonTtonpuroaHsl / Unrepairable / XKengeyre
»apamaiigpl / Ireparabil

Ytunusauus / Disposal / Kepere xapary /
Eliminare

Mo TpeGoBaHMsiM 3aKOHOAATENLCTBA CTPaH peanusaLm /
In accordance with the legislation in the territory of sale /
©TKepy eniHiH aymMarblHAaFbI 3aHHAMaHbIH TananTapbiHa
caiikec / Eliminarea se efectueaza in conformitate cu
cerintele legislatiei din tarile de vanzare

Cpok cnyx6ebl, net / Service life, years /
KbiameT Mepasimi, xbin / Perioada de garantie,
ani

10

[apaHTuitHbIN cpok, neT / Service life, years /
Keninaik mepsimi, xbin / Perioada de garantie,
ani *

*Mpw ycnoeum cobriofeHns notTpebutenem NpaBun MOHTaXa, 3KCrnyaTaLum, TpaHCNopTUPOBaHNS
n xpaHeHus / Provided that a consumer complies with mounting, operation, transportation and storage
rules / TyTbIHYLbI MOHTaXAAY, NaiianaHy, TackiManaay xoHe caktay kaFuganapblH cakTaraH xaraaiaa /
Cu conditia ca utilizatorul s& respecte regulile de instalare, exploatare, transport si depozitare.

2P+L 2P+L

PCw12-2-A PCw22-2-A

2P+L

PucyHok 1 — SnekTpuyeckvie cxembl poseTok / Figure 1 — Electrical diagrams of the sockets /
1 cypeT — PoseTkanapzpiH, anektpni cxemanapbl / Imaginea 1 — Scheme electrice ale prizelor

de curent
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PCwi12-2-A PCw22-2-A

PucyHok 2 — FabapuTHble 1 ycTaHOBOYHbIe pasMepbl poseTok / Figure 2 — Overall and installation
dimensions of the sockets / 2 cypeT — PoseTkanapapiH, rabapuTTik xaHe opHaTy eniwemaepi /
Imaginea 2 — Dimensiuni si dimensiuni de instalare a prizelor

W3paHwve / Version / Bacbinbim / Editia 1
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