GENERICA

PA3SBEOUHUTENb TUMA PE19

KpaTkoe pyKOBOACTBO MO 3KcnyaTauum

OCHOBHbIe cBeieHUs 06 usgenum
PasbeanHutens Tuna PE19 ToBapHoro 3Haka GENERICA (panee —
pasbeanHuUTEnNb) NpeaHasHayYeH Ansi NPonyckaHsi HOMUHAmbHbBIX TOKOB,
BKIIOYEHUS 1 OTKITIOUEHWSI 6e3 Harpy3ku a1eKTpUYeckux Lienen HoMMHanbHbIM
HanpshxeHnem o 1000 B nepemeHHOro Toka HoMuHanbHol YactoTtorn 50 1 60 My
N HOMUHanbHbIM HanpshkeHem Ao 1000 B NnocTosiHHOroO Toka B YCTPOMCTBAX
pacnpefeneHns aneKTPUYECKoi SHepruu.
PasbeauHuTens cootBeTcTByeT TpebosaHusim TP TC 004/2011.

TexHU4YecKue gaHHble

PasbeanHuTerb BbiMyckaeTcsi B TPEXMOSIOCHOM WUCMONIHEHUM C MPUBOAOM,
OCHalLeHHbIM BOKOBOW PYKOSITKOW, MepefHeN CMELLEHHOW PYKOSTKOW UMK C pblya-
rOM AJ15 MOMOSIOCHOIO ONEePUPOBaHUS LUTAHION.

TexHn4eckne xapakTepUCTUKN pasbeauHUTENs npueeaeHsl B Tabnuue 1.

[abapuTHble 1 yCTaHOBOYHbIE pasmepbl pa3beanHUTENs NpuBeaeHbl Ha
pvcyHkax 1-6.

Pa3beanHuTens nmeeT crneaytoLime NCMOMHEHNS Mo BUAY PyYHOro npusoaa:

— ¢ BOKOBOW PYKOATKOM, yCTaHaBnNVBaeMas Ha KOHLIe NPUBOAHOIO Bana
(PE19-XX-31120);

— C nepegHe CMELLEHHOWN PYKOSITKOW, NpeAHa3HaYeHHas Ans ynpasneHus
pasbeanHuTenem, Haxogswmmes B HKY, n yctaHasnuBaemas Ha nepefHen no-
BepxHocTn HKY (PE19-XX-31140);

— C pbl4arom Ans nonositoCcHOro onepuposanus wraxron (PE19-XX-31160).

KoMnneKTHoOCTb
KomnnekTHOCTb pasbeaunHuTens npusegeHa B Tabnuue 2.

npaBuna MOHTa)XXa U 3KCrnJiyaTaumm

MoHTax, noaknodeHne 1 nyck yCTporcTBa B 3KCTIyaTaLmio JOMKHbI OCYLLECTB-
NATLCA TONbKO KBANUMPULIMPOBAHHLIM 3MEKTPOTEXHNYECKVIM NepCoHanom,
npoLUeLLINM UHCTPYKTaX Mo TexHWke 6esonacHocTy, ¢ cobniogeHnem npasun,
YCTaHOBIEHHbIX B HOPMATUBHO-TEXHUYECKON AOKYMEHTaLMN.

MoOHTaX yCTPOWCTB OCYLLECTBSIETCA HAa MOHTaXHOW NaHenu unu npodunsax
B HKY co cteneHbio 3awmtbl no FOCT 14254 (IEC 60529) He Hwxe IP30.

YCTpoNCTBa MOryT 3KCMIyaTUpoBaTbCs B NF0OOM MOMOXEHUN NPU YCrOBUK
obecneyeHuss pabotocnocobHOCTY NpuBoaa.

Mopsinok BBOAa MU3genusi B aKCryaTaLmio:

a) nepen Ha4anoM MOHTaXHbIX paboT HeobxoaAMMO:

— NPOBEpPUTbL COOTBETCTBME TUMOWUCTIONHEHNS annaparta ero Ha3HaYeHuio;

— 06eCcTouNTb 3MNEeKTPOYCTAaHOBKY U YOeanTbCS B TOM, YTO OHa obecToueHa;
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6) 3akpenuTb annapar Ha MecTe yCTaHOBKM, UCMOMNb3yst OTBEPCTUS B OCHO-
BaHWUW n3aenus. MOMEHT 3aTshKku kpenexHoro anemeHTa 0,5 krc-m;

B) ANS U3AENWI C NepeaHeit CMELLEHHOWN PYKOSTKOM, BbIMOMHUTL OTBEPCTUS
B CTeHKe Unu ABepLie Lkada B COOTBETCTBUM C PUCYHKOM 3;

) CMOHTMPOBAaTb PYKOSITKY ynpaBneHus ycTpoiictaa. [poBeputb durkcaumo
KOMMYTaLMOHHbIX MONOXEHWA;

1) BbIMOMHUTL MapKUPOBKY KOMMYTaLIMOHHbIX MOMOXEHWIA yCTponcTBa
B HEMOCPeLCTBEHHOM BrM30CTN OT PYKOSITKM YrpaBreHus;

€) NPMCOEANHNTL BHELLHVE NPOBOAHMKM (annapar AonyckaeT NoAKmioveHne
nUTaHUs ¢ NGO CTOPOHbI), MPOBEPUTL HEMPEPLIBHOCTbL KOHTYpa 3aLLUTHOTO
3azemreHust. MoaknoYeHHbIE MPOBOAHUKW He JOMKHbI OKasblBaTb MEXaHU4YeCcKoro
BO3JEVICTBMSA Ha KOHTaKTbl YCTPOWCTBA;

*) PEKOMEHOYETCA oauH pa3 B 6 MecsiLeB NOATAIMBaTbL KOHTAKTHbIE
60NTOBbIE 32XKUMBI;

1) BKIOYEHME U OTKIIOYEHNe annapara Npon3BoANTCS NOBOPOTOM PYKOSATKU
ynpaBneHust Ha yros, ykasaHHbl Ha pucyHkax 1, 2 n 4.

Mepbl 6e3onacHocTun
3ANPELWLIAETCA
3KcnnyaTMpoBaTh pa3beAuHUTENb, UMEKLUIA MexaHUu4eckue noBpexaeHnsa
N30NATOPOB.
3ANPELWLIAETCA
Mpwm akcnnyaTtaumMm pasbeamHUTENen KacaTbCA pykaMyu HeM3oNMPOBaHHbIX
TOoKOoBeAyLWwux yacten unsgenua n nogknvyaemMbiX NPpOBOAHUKOB.

BkntoyeHve v oTknoyveHne 3J'IeKTpI/I‘-ieCKOI7I uenu pasbeguHuTena gonyckaeTcs
TONbKO MPU OTCYTCTBUN Harpy3Kku.

Bce MoHTaxHble 1 npodunaktnyeckme paﬁOTbI crnefyet nposoguTb Npu
OTKJ/THOHEHHOM Hanps>XeHuun.

Cpok cny>x6bl U rapaHTUU U3roToBUTENS

[apaHTUHBIA CPOK 3KcnnyaTauuy pasbeguHuTenei — 5 net co AHS Npogaxu
npu ycnosumn COGﬂ}O,EleHI/Iﬂ n0TpeG|/|TeneM npaBuIl MOHTaXa, aKcnnyarauuu,
TPaHCMOPTUPOBAHUS N XPaHEHUS.

Cpok cnyx6bl — 10 net. Mo ncteveHun cpoka cnyx6bl nsgenve
yTunm3npoBsatb.

m Basic product data
Disconnector RE19 type GENERICA trademark (hereinafter — the
disconnector) is designed for passing rated currents, switching on and
off unloaded electrical circuits with rated voltage of up to 1000 V AC and rated
frequency of 50 and 60 Hz as well as rated voltage of up to 1000 V DC in power
distribution devices.
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Technical data

The disconnector is available in three-pole version with actuation equipped
with a side handle, front offset handle or lever for pole-by-pole rod operation.

Technical characteristics of the disconnector is given in table 1.

Overall and mounting dimensions of the disconnector are given in figures 1-6.

The disconnector has the following versions according to the type of hand
drive:

— with a side handle, mounted on the end of the drive shaft (PE19-XX-31120);

— with a front offset handle, designed to control the disconnector located in the
switchgear and controlgear assembly and installed on the front surface of the
switchgear (PE19-XX-31140);

— with lever for pole-by-pole rod operation (PE19-XX-31160).

Completeness
The delivery set of the disconnector is given in table 2.

Installation and operation rules

Installation, connection and commissioning of the device should only be
carried out by qualified electrical personnel who have been instructed in safety, in
compliance with the rules specified in the normative and technical documentation.

The devices should be mounted on a mounting plate or profiles in switchgear
and controlgear assemblies with a degree of protection according to IEC 60529 not
lower than 1P30.

The devices can be operated in any position provided that the drive is
operational.

Procedure for putting the product into operation:

a) before starting installation work it is necessary to:

— check the compliance of the device version with its purpose;

— de-energize the electrical installation and make sure that it is de-energized,;

b) fix the device at the place of installation using the holes in the product base.
Tightening torque of the fastening element is 0,5 kgf-m;

c) for products with a front offset handle, make holes in the enclosure wall or
door according to figure 3;

d) mount the control handle of the device. Check the locking of the switching
positions;

e) mark the switching positions of the device in the immediate vicinity of the
control handle;

f) connect the external conductors (the device allows power supply from any
side), check the continuity of the protective grounding circuit. Connected
conductors should not have a mechanical effect on the device contacts;

j) It is RECOMMENDED to tighten the contact bolted clamps once in 6
months;

h) switching the device on and off is carried out by turning the control handle
to the angle indicated in figures 1, 2 and 4.
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Safety measures
IT IS FORBIDDEN TO
Operate a disconnector which has mechanical damage to the insulators.
IT IS FORBIDDEN TO
Touch uninsulated live parts of the product and the connected conductors
with your hands during operation of the disconnector.

Switching on and off the electrical circuit of the disconnector may only be
performed when no load is present.

All installation and maintenance work should be carried out with the voltage
disconnected.

Service life and manufacturer's warranties

Warranty period of disconnector operation — 5 years from the date of sale,
provided that the consumer complies with the rules of installation, operation,
transportation and storage.

The service life is 10 years. At the end of the service life the product should be
disposed of.

Tabnuua 1 — TexHuyeckne aaHHble / Table 1 — Technical data

Haumetosatue napamerpa / Parameter 3Hayenve ans / Value for

denornination PE19-35/ |PE19-37/ |PE19-39/ |PE1941/ |PE19-43/
RE19-35 RE19-37 RE19-39 RE19-41 RE19-43

Hommnanbuog pabouee Hanpsixerne / | AC-20 B | 660 1000

Rated operating voltage Ue, V DC20B8 | 440

HomuHanbHoe HanpsikeHe usonsumm / Rated 660 1000

insulation voltage Ui, V

HomuHanbHoe UMnynbcHoe HanpsikeHne / Rated | 8 8

impulse voltage Uimp, kV

HomuHankHI7 paboumii Tok / Rated operating 250 400 630 1000 1600

current, le, A

HomuHanbHbIit AnuTenbHbIi Tok / Rated 250 400 630 1000 1600

uninterrupted current, lu, A

Kateropus npumenenuns / Utilization AC AC-20B

category DC | DC-20B

Pabouuit pexum / Operating mode MpoaomkuTenbHbIA / Continuous

Tewmnepatypa akcnnyarauyu / Operating —45...+40

temperature, °C

OtHocuTenbHas BnaxHocTs / Relative humidity 50 % npu Temnepatype nntoc 40 °C, fonyckaeTcs MCnonb3oBaHme npy
OTHOCUTenNbHOM BnaxHocTv 90 % u Temnepatype nntoc 20 °C /50 %
at temperature of plus 40 °C, it is allowed to use at relative humidity of
90 % and temperature of plus 20 °C

BbicoTa Ha ypoHem mops / Altitude above sea <2000

level, m
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Tabnuua 1 — TexHuueckue AaHHble (NpogoskeHue) / Table 1 — Technical data

(continuation)

HanmerosaHve napametpa / Parameter
denomination

3HayeHve ans / Value for

PE19-35/ |PE19-37/ |PE19-39/ |PE19-41/ |PE19-43/
RE19-35 RE19-37 RE19-39 RE19-41 RE19-43
Knumatuyeckoe ucnonHeHue u kateropus YXN3/NF 3
pa3metuermst no FOCT 15150 / Climatic and
placement category
CreneHb 3arps3HeHns okpyxatoLuei cpesl no 3
F'OCT IEC 60947-1/ Degree of environmental
pollution according to IEC 60947-1
Hapa6oTka Ha oTkas, 4/ MTBF, h 18000
HomuHanbHbIit KpaTKOBPEMEHHO BblAepXMBaeMblil | 8 17 17 18 20
TOK B YCIOBUSIX KOPOTKOTO 3aMbIKaHMs,
[LNUTENbHOCTBIO MpoTekaHust 1 ¢ / Rated short-time
withstand current within 1 sec. lcw, A
HomuHanbHbIil YCrIOBHbIiA TOK KOPOTKOrO 14 26 32 100 100
3amblikanus / Rated conditional short-circuit current,
(lcc), KA
Yeunue, npunaraemoe k pykosTke py4Horo npusopa| 176,4 (18,0) | 264,6 (27,0) | 313,6 (32,0) | 343 (35,0)
He Bonee, H (krc) / Force applied to the handle of
the hand drive, not more, N (kgf)
MexaHun4eckas U3HOCOCTOIKOCTb, Ukl B-O / 10000 6300
Mechanical wear-resistance, ON/OFF cycles
CreneHb 3awwTbl no FOCT 14254 (IEC 60529) / P00
Degree of protection according to IEC 60529
[pynna MexaHM4eckoro UCnoNHeHns M4
no FOCT 17516.1 / Structural design category
TpaxcnoptuposaHue / | Temnepartypa / —45...+40
Transportation Temperature, °C
OtHocuTenbHas 50 % npv Temnepatype nntoc 40 °C / 50 % at temperature of plus
BnaxHocTb / Relative 40°C
humidity
Ycnosusi / Conditions B ynakoBke 13roToBUTENS MioBbIM BUAOM KPbITOrO TpaHCMopTa,
NPEOXPaHSIOLLIM U3IEMNNE OT MEXaHNIECKIX NOBPEXASHMIA,
3arpasHeHus 1 nonaganms enarv / In the manufacturer's package by
any type of covered transport protecting the product from mechanical
damage, dirt and moisture ingress
XpaHeHue / Storage Tewmnepatypa / -50...+50
Temperature, °C
OtHocuTenbHas 50 % npv Temnepatype nnioc 40 °C, fonycKaeTcs XpaHerue npu
BRaxHocTs / Relative OoTHocUTEnNbHOM BiaxHocTv 90 % v Temnepatype nntoc 20 °C /50 %
humidity at temperature of plus 40 °C, it is allowed to storage at relative humidity
of 90 % and temperature of plus 20 °C
Yenoeus / Conditions B ynakoBKe 13roTOBUTENS, B NOMELLEHMUSIX C ECTECTBEHHOI
BeHTUNsiLyel Boayxa / In the manufacturer's package, in rooms with
natural air ventilation
Ytunusaums / Disposal B COOTBETCTBUM C 3aKOHOAATENBCTBOM Ha TEPPUTOPUM peanuaLimm /

In accordance with the legislation in the territory of sale
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Tabnuua 2 — KomnnekTtHocTb / Table 2 — Completeness of set

HaumerosaHme / Denomination Konudectso / Quantity
PasbeauHuTens, wr. / Disconnector, pcs 1
KomnnekT MeTi3oB ns KpenneHus Ha MOHTaXHYHO NaHemb, KpenneHus 1

PYKOSITKI 1 NPOBOAHMKOB (LnH) / Set of hardware for mounting on the
mounting plate, attachment of the handle and conductors (busbars)

Macnopr, 3ka. / Passport, copies 1
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PucyHok 1 — Pasmepbl pasbeaunHuTenei PE19-35-31120 n PE19-37-31120 ¢ GokoBoit pykosiTkoi /
Figure 1 - Sizes of disconnectors RE19-35-31120 and PE19-37-31120 with side handle
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PucyHok 2 — Pasmepbl pasbeauHuTenei PE19-35-31140 n PE19-37-31140 ¢ nepeaHeit cMelLieHHOi
pykosiTkoi / Figure 2 — Sizes of disconnectors RE19-35-31140 and PE19-37-31140 with front offset
handle

PucyHok 3 — Pasmepbl 0TBepcTHiA B 060M04Ke Anst YCTAHOBKW NpUBOSA NepeaHei CMeLLeHHOM
pykositku / Figure 3 — Sizes of holes in the enclosure for mounting the front offset handle drive
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Wcnonkenve / Version Paameps! / Sizes, mm
L L1 S D
PE19-39-31120 / RE19-39-31120 270 236 4 M12x30
PE19-41-31120 / RE19-41-31120 299 249 6 M16x55
PE19-43-31120 / RE19-43-31120 299 249 8 M16x55

PucyHok 4 — Pasmepbl pasbeanHuTenei PE19-39-31120, PE19-41-31120 n PE19-43-31120
¢ 6okoBoit pykosiTkoi / Figure 4 — Dimensions of disconnectors RE19-39-31120, RE19-41-31120
and RE19-43-31120 with side handle
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WcnonHenwe / Version Paamepsbl / Sizes, mm
L L1 S D
PE19-39-31140 / RE19-39-31140 | 270 236 4 M12x30
PE19-41-31140 / RE19-41-31140 | 299 249 6 M16x55
PE19-43-31140 / RE19-43-31140 | 299 249 8 M16x55

PucyHok 5 — Paamepbl pasbeannutenein PE19-39-31140, PE19-41-31140 n PE19-43-31140
¢ nepeaHei cMeleHHoi pykosTkoi / Figure 5 — The sizes of disconnectors RE19-39-31140,

PE19-41-31140 and RE19-43-31140 with front offset handle
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WcnonHewue / Version Pa3mepeb! / Sizes, mm
L L1 S D
PE19-39-31160 / RE19-39-31160 | 270 236 4 M12x30
PE19-41-31160 / RE19-41-31160 | 299 249 6 M16x55
PE19-43-31160 / RE19-43-31160 | 299 249 8 M16x55

PucyHok 6 — Paamepbl pasbeaunutenen PE19-39-31160, PE19-41-31160 n PE19-43-31160
C pblyarom Ans NonomoCcHOro onepupoBanus Wrakroi / Figure 6 — Sizes of disconnectors
RE19-39-31160, RE19-41-31160 and RE19-43-31160 with lever for pole-by-pole rod operation

W3paHwue / Version 2
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