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JIIOUYOK HAMOJIbHbIA

MHCcTpyKuMsA No MOHTaXy U 3KCnJlyaTauum
PM.LN12.001.1.MM

Cxema uspenus

BbiaBukHas pydka

KabenbHble BbIBOAbI
OTKUAHblE

Kpbliwka

KpenexHbiii cTepxeHb
KPbILLKM

Cynnopt

PerynvpoBoYHbIf BUHT (x4)

OnopHbI 3aXKUM

Kopo6ka HanonbHas *

KpenexHbiii BUHT 3axuma (x2)

1. Bbipes MOHTaXHoOro oTBepcTUsa

CpenaTb NPSMOYrobHbINA Bbipe3 nog HanornbHyto kopobky Ha BbIGpaHHOM
NOBEPXHOCTU.

Mpumevanue: TonwmHa nosepxHoctn 10—45 mm.

* [lonyckaeTcs ycTaHoBKa B GETOHHbIN non ¢ kopobkorn PM-KN10-08-18-M-K03

2. NopaBeneHune Tpy6 U ycTaHOBKa NtoYKa

2.1 CHATb KPbILLKY, HaXaB Ha KPEMNEXHbIA CTePXKEHb C NPaBoi CTOPOHbI
LUNULIEM OTBEPTKM U MPOTSIHYTh €r0, MoKa a3 KPbILWKU He OTCOEANHUTCS
OT Kapkaca ntoyka.

2.2 OTKPYTUTb KPEMNEXKHBIE BUHTHLI U U3BfIEYb CYMNMOPT M3 KOPMyca KOPOBKM.

2.3 YpanuTb 3arnyLiki U3 oTBEPCTUI Ans BBOAA kabens 1 3aBectu

NPOBOAHUKU BHYTPb Kopobku Yepes COOTBETCTBYHOLNE OTBEPCTUSA.

2.4 YcTaHOBWTb NIOYOK B MOHTaXXHOE OTBEPCTUE W 3aKpenuTb ero npu

NOMOLLN KpeneXHbIX BUHTOB.

erI'IE)KH blé BUHTbI

3. YcTaHoBKa cynnopTa u nogknoueHune YU

3.1 MopaknounTb NPOBOAA K COOTBETCTBYOLLMM 3axumam QYWU.
3.2 YcraHoBuTbL QYU B cynnopr.

3.3 TMpukpenuTb CynnopT K NoYKy, 3adhMKCpPOBaB BUHTAMMU.

4. PerynupoBka BbICOTbI JIlOYKa
4.1 T1pMcoeamHNTb KPbILLIKY K FHOYKY.

4.2 PaBHOMEPHO OTpEerynupoBaTh BbICOTY ft0YKa C MOMOLLbIO YEeTbIpex
BUHTOB, y6eAMBLUMCb, YTO NPY NOAKIIOYEHHbIX YCTPONCTBAX, KpbiLLKa
yCTaHOBIIEHa Ha OHOM YPOBHE C MOBEPXHOCTbIO Nona.

MpumeyaHue: 3akpyumBaHue peryrimpoBOYHbIX BUHTOB NMPOTUB HYacoBON
CTperiku onyckaeT NIo4OK; BCe YeTbipe BUHTA AOMKHbI 3aKpyunBaTbCst
paBHOMEPHO, BO 13bexaHve nepekoca v 3acTpeBaHUsi HanosbHOWM KOPOBKM.

5. HanpaBneHue KpbIwKu

MoOHATL KPbILLKY, MCMOMb3ysl BCTPOEHHYIO BbIABIKHYIO pyyKy. Ecnv
HeoBXoAMMO NepeBePHYTL KPbILLKY, HaXaTb Ha CTEPXXEHb, MCMOSb3Ys MIOCKY
OTBEPTKY U MPOTSIHYTb €ro A0 Tex Nop, Noka na3 KpbILIKY HE OTCOEANHUTCS OT
Kopnyca ntoyka. Mocrne Yero ycTaHoBUTb KPbILLKY Ha APYryio CTOPOHY.

B kpbilke npegycmoTpeHo yrnybneHne 140x80x8 MM, koTopoe no3sonsieT
YCTaHOBUTb pasfinyHble TUMbl HANOMbHbBIX MOKPLITUN.

KpenexHbiin
cTepXeHb
KPbILLIKM

Yrnybnexve
KPbILLKY

6. OTKugHbIE KabenbHbie BbIBOAbI
KpbllLKa MOXET 3aKpblBaTbCs, aXe KOraa YCTPOMCTBA NOAKITIOYEHbI.
KabenbHble BbIBOALI OCHALLEHbI 3aLLMTHBIMU KOXYyXaMiy NS 3aluTbl Kabene.

3aLUNTHBI KOXYX
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— - _ 2. Connecting pipes and box installation 5. Cover panel operation
= 2.1 Remove the cover panel by pulling the shaft on the right side with Lift the cover panel using the recessed pull-out handle. If needed to rotate
screwdriver slot until the notch is released from the frame. the panel, pull the shaft using a slotted screwdriver until the notch is released
2.2 Unscrew the fastening screws and remove the frame plate from the box. from the frame and then install it to the other side.
2.3 Remove appropriate base box knockout and feed the wiring conduit Cover panel features recessed space 140x80x8 mm, which permits the
through the knockouts. installation of different floor covering materials.
2.4 Insert box into the mounting hole and secure it with the mounting
screws.

FLOOR BOX

Mounting screws Rotating shaft

Installation and operation instruction
PM.LN12.0011.1M

Product diagram

Recessed pull-out handle

3. Installation of the outlet frame plate and modules

3.1 Wire devices to appropriate slots.

3.2 Affix power and data outlets to the corresponding mounting frame.
3.3 Secure the outlet frame plates to the base box using the screws.

Cable outlet

6. Fold-out cable outlets
Cover can close even when devices are connected. Cable outlets are
equipped with a retaining guard to protect cables while they are connected.

Outlet frame plate

Retaining guard

Adjustment screw (x4)

Support clamp 4. Base box adjustment

4.1 Attach cover panel onto the chassis.

4.2 Adjust the height of the base box evenly using four screws to ensure
that the cover panel lies flush with the floor surface when the power plugs are
connected to the outlets.

Note: turning the screws counterclockwise can lower the base box; all four
screws are required to adjust the rotation evenly to avoid the base box being
1. Mounting hole cutout tilted and stuck.

Make a rectangular cutout for the base box on the selected surface.
Note: surface thickness 10-45 mm.

Base box*

Clamp fixing screw (x2)

* Allowed installation in a concrete floor with base box PM-KN10-08-18-M-K03 Version 2



