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KpaTkoe pyKoBOACTBO Mo 3KCNyaTaLuu

SVA.AK.0014.C
m KoHTakT gononHutensHbin Tuna AKv cepun MASTER
|IEK ToBapHoro 3Haka |IEK (ganee — ycTpoincTseo)

npegHasHayYeH Ana AUCTaHLMOHHOIO NonyyYyeHns nHopmaumm
0 NONOXEHNW IMaBHbIX KOHTAKTOB BbIKMO4aTENs aBTOMaTUYECKOro
Tvna BA88 cepun MASTER I|EK.

YcTtponcteo cooTBeTcTBYeT TpebosaHmsam TP TC 004/2011
n FOCT IEC 60947-5-1.

HasHaueHue

Mepbl 6e30nacHocTH

OkcnnyaTtaumio YCTpocTBa OCYLLECTBSAOT B COCTaBe
aBTOMaTUYECKOrO BbIKIoYaTENs B COOTBETCTBUM C «[TpaBunamm
TEXHUYECKOW IKCMNyaTaLmmn aneKTpoyCcTaHOBOK NoTpebutenen»
N HacTOSILLEN ATUKETKON.

YCTPONCTBO He NpeaHa3Ha4YeHo Ars 3KCnyaTaummu oTAENbHO oT
BbIKNtoYaTens.

Mo ncteveHun cpoka cry>xbbl yCTPONCTBO yTUNN3UPOBATb.

Mpu oBHapy>XeHn HemcnpaBHOCTU YCTPOMCTBO YTUNN3NPOBATb.
m The [IKm type auxiliary contact of the MASTER I|EK series

by IEK (hereinafter referred to as the device) is designed

for remote acquisition of information about the position of the main

contacts of the VA88 type circuit-breaker of the MASTER IEK series.
The device meets the requirements of IEC 60947-5-1.

Basic product data

Safety measures

Operation of the device is carried out as part of a circuit-breaker
in accordance with the “Rules of technical operation of electric
installations of consumers» and according to this data sheet.

The device is not intended to be operated separately from the
circuit-breaker.

Dispose of the device at the end of its service life.

In case of malfunction, dispose of the device.

TexHuueckue paHHbie [ Technical data
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HaumeHoBaHwe nokasatens / Parameter

3Havenve ans ycrpoiictea / Value for the device
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HomuHanbHoe paboyee AC 230 |230/400
HanpsbkeHue / Rated DC 220
operating voltage, Ue, V
YcnosHblit Tennosoit Tok / Conventional |3 6
thermal current, A
HomuHanbHbIi pabounii Tok / |230/400 V, | 0,3 1
Rated operating current, A |AC
220V,DC |0,15
HomuHanbHoe Hanpsikerue usonaumn /690
Rated insulation voltage, V
Matepuan nogkntoyaembix npoBogHukos / | Meab / Copper
Material of conductors to be connected
Kareropusi npumenenms / Utilization AC-15,DC-13
category
MurumansHoe pabodee Hanpsikerme, / 12
Minimum working voltage, V
CeyeHue noakmnioyaembix npoBoaHukos /  |0,2

Cross-section of conductors to be
connected, mm?

KomnnekrHocTb / Completeness of set

YcTpoicTBO — 1 WT., aTMKETKa — 1 3K3. Ha
rpynnoByto ynakoeky / device — 1 pc., data sheet —
1 copy per multiple package

Ytunusaums / Disposal

B COOTBETCTBUM C 3aKOHOAATENBCTBOM Ha
TeppuTopum peanuaauum / In accordance with the
legislation in the territory of sale

PemoHTonpurogHocTs / Repairability

HepemonTonpurogHo / Non-repairable

Cpok cnyx6bl, net / Service life, years

>15

* [apaHTusi COXpaHsieTcst npu cobrioeHun noTpeGuTENeM npasin akCrnyaTaLyum, MoHTaxa,

TpaHcnopTupoBaHus n xpaHerus. / Warranty is valid in case the purchaser complies with the
operation, installation, transportation and storage requirements.

Fa6apuTHbie pasmepsbl / Overall dimensions
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a) OKm-125, IKm-125¢

25,7

Fa6apuTHble pasMepbl (npoponxenne) [ Overall
dimensions (continuation)

b) [IKm-250, [IKm-250e
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¢) IKm-400, 1Km-400e/630e, [1Km-630-800, [1Km-800e

Anektpuueckas cxema [ Electrical diagram
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a) [IKw-125, [lkm-125¢, [IKm-250e, [Ku-250e
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b) Km-400, [1Km-400e/630e, IKm-630/800, [IKm-800e

PaCLIJI/IpeHHaFl TexHn4eckas VIHd)OpMaLWIH

Ha cTpaHuue ToBapa Ha canTte / Extended E 'i
technical information can be found in the ﬁ‘
product section at iek.ru. E °
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