GENERICA

PASDBEAOUHUTENb-NMPEOOXPAHUTE/Db
TUNA PN

KpaTkoe pyKOBOACTBO MO 3KcnyaTauum

OCHOBHbIe cBeaeHus 06 un3penmum
PasbeguHuTens-npenoxpanutens tuna Pl ToBapHoro 3Haka GENERICA
(Danee — pa3beanHUTENb-NPEAOXPAHUTEND) NPeAHa3HavYeH Ans npo-
NycKaHUsi HOMUHAmNbHbIX TOKOB, BKIMIOYEHUS U OTKItoYeHUst 6e3 Harpy3ku anekT-
pyYecKkmx Liene HoMMHanbHbIM HanpshkeHem Ao 500 B nepemeHHoro Toka
HOMUHanbHoM YacTtoTon 50 n 60 'L B yCTpoNCTBax pacnpeaeneHuns anekTpnyec-
KOW 3HEeprum.
PasbeauHuTenb-npegoxpaHnTenb cooTBeTCTBYET TpeboBaHusam TP TC 004/2011.

TexHUu4yeckue aaHHble

PasbeauHuTenb-npeaoxpaHnTenb BbiMycKaeTcst B TPEXMOMIOCHOM UCMOSTHEHNN
C NpvBOAOM GOKOBOW CMELLEHHOW PYKOSITKON 1 NepefHei CMELLEHHOW PYKOSITKOM.

TexHn4eckue AaHHbIe pasbeayHUTENs-NPeaoXpaHNTens nNpYBeaeHs! B Tabnuue 1.

[abapuTHble 1 yCTaHOBOYHbIE pasMepbl pa3beanHUTENs-NpeaoXpaHnTens
npuBeaeHbl Ha pucyHkax 1-3.

Pa3beanHuTenb-npeaoxpaHnTenb MMeeT creayoLne UCTIONHEHWs Mo BUAY
py4HOro npmBoaa:

PIMB — c 60KOBOW CMELLEHHOWN PYKOSITKOW, YCTaHaBNMBaEMOW Ha KOHLE
NpVBOAHOrO Bana, NpeAHa3Ha4YeHHoN ANs ynpasneHns pasbeauHuTeneMm,
Haxogsiwmmes B HKY, n yctaHaBnuBaemas Ha 6okoBow noBepxHocT HKY;

PINC — ¢ nepenHel cMeLLEHHON PyKOSITKON, NpefHa3HavyeHHas ans
ynpasneHus pasbeanHutenem, Haxogsawmmes B HKY, n yctaHaBnueaemas Ha
nepegHen nosepxHocTn HKY.

BHUMAHUE
MnaBkue BcTaBku Tvna MNMHU (unu aHanoruyHbie N0 KOHCTPYKLUK)
B KOMMJIEKT He BXxoaAT. MakcMManbHbI HOMUHANbLHbBIA TOK U NOTEPKU
MOLLHOCTM MMaBKOW BCTaBKWU He AOMKHbI NpeBblllaTh 3HA4YEHUI, yKa3aHHbIX
B MOCT 31196.2.1 (IEC 60269-2-1).

KoMnnekTHOCTb
KomMnnekTHoCTb pasbeauHuTensa-npegoxpaHuTensa npuseneHa B Taﬁnmue 2.

Mepbl 6e30nacHOCTU
3ANPELWLAETCA
SKcnnyaTupoBaTh pa3beAnHUTENb-NPeAOXPaHUTENb, UMEIOLLMIA
MexaHUYeckue NoBpexaeHUst U3oNATOPOB.
3ANPELWLIAETCA
Mpu akcnnyaTauum pazbeAnHUTENEN KacaTbCsl PyKaMu HEU30NMPOBaHHbIX
TOKOBeAyLUX YacTer U3genus U NoaKmno4aemMbIX NPOBOAHMKOB.
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BkntoyeHne 1 OTKMYEHNE SNEKTPUYECKON Lienn pasbeauHUTenNs-
npefoxpaHnUTenst 4oMycKaeTCsl TONbKO NP OTCYTCTBUM Harpy3ku.

Bce MoHTaxHbIe 1 NpodunakTuyieckue paboTsl crnedyeT NpoBOAUTL NpU
OTKITIOYEHHOM HaNPSBKEHNN.

MpaBuna MoHTaXxa 1 aKcnayaTaumm

MoHTax, NoaKntoveHne 1 Nyck yCTpoMCTBa B KCMNIyaTaLmio JOMKHbI
OCYLLECTBMNSATLCA TOMNBKO KBaNMMULMPOBaHHLIM 3MEKTPOTEXHUYECKUM NepCco-
Harnom, NpoLUEALINM MHCTPYKTaX Mo TEXHUKe 6e3onacHocTu, ¢ cobnogeHnem
npaBusl, yCTaHOBIEHHbIX B HOPMaTUBHO-TEXHUYECKOW AOKYMEHTaLuN.

MoHTaX yCTPOMCTB OCYLLECTBASIETCA HAa MOHTAXKHON NaHenu unm npounsix
B HKY co cteneHbto 3awmTbl no FOCT 14254 (IEC 60529) He Huxe IP30.

Mopsinok BBOAA M3aenusi B aKkCnnyataumio:

a) nepen Ha4anoM MOHTaXHbIX paboT HeobxoaAnMo:

— NPOBEPUTL COOTBETCTBME TUMOWCTONHEHUS annapaTta ero HasHayYeHuo;

— 06eCTOUNTb ANEKTPOYCTaHOBKY 1 y6eanTbCs B TOM, YTO OHa 06eCcToveHa;

6) 3akpenuTb annapart Ha MecTe YCTaHOBKM, MCMOSb3yst OTBEPCTUS
B OCHOBaHWK n3aenus. MOMEHT 3aTsKku kpenexHoro anemeHTa 0,5 krcm;

B) AN U3AENWI C NepeaHel CMELLEHHOWN PYKOSITKOW BbIMOMHUTL OTBEPCTUS
B ABepLie LwKada B COOTBETCTBUM C PUCYHKOM 2;

) CMOHTMPOBaTb PYKOSITKY yrnpaBneHus ycTpoicTea. [Ansa nagenuii ¢ nepeaHemn
CMELLIEHHO PYKOSITKON — 3ahMKCUMPOBaThb PYKOSITKY Ha ABepLe Likada C NOMOLLbI0
Habopa MeTun30B, BXOAALLMX B KOMMnekTaumio. [posepuTb durkcauuo
KOMMYTaLMOHHBIX MOMOXEHUI;

[) NpUCOeaMHNTL BHELLHWE NPOBOAHUKM (annapaT AonyckaeT NoakIoYeHne
nUTaHUs ¢ NoGOIN CTOPOHbI), MPOBEPUTL HEMPEPBLIBHOCTL KOHTYPA 3aLLUMTHOTO
3a3emneHust. MoakroyYeHHble MPOBOAHUKM HE AOMKHbBI OKa3biBaTb MEXAHUYECKOrO
BO3ENCTBUSA Ha KOHTaKTbl YCTPOMCTBA.

e) PEKOMEHAOYETCA ogvH pa3 B 6 MecsiLeB NOATAMMBaTb KOHTaKTHblE
60oNTOBbLIE 32XKUMbI.

CpOK cny)X6bl U rapaHTUXN U3roTOBUTENS

[apaHTUAHBIA CPOK 3KCMyaTauum pasbeguHuTenei-npegoxpaHutenem —
5 net co AHSA NPoAaXKM Npw yCroBumn cobniogeHns notpebutenem npasun
MOHTaxa, aKcnyatauum, TPaHCMOPTUPOBAHUS U XPaHEHUS!.

Cpok cnyx6bl — 10 net. MNo ncteveHun cpoka cnyx6bl nsgenve
yTUNN3NpoBaTh.

Basic product data
m The disconnector-fuse RP type GENERICA trademark (hereinafter —
the disconnector-fuse) is designed for passing rated currents, switching
on and off electric circuits without load with rated voltage of up to 500 V AC rated
frequency of 50 and 60 Hz in power distribution devices.
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Technical data

The disconnector-fuse is available in three-pole version with actuation by side
offset handle and front offset handle.

Technical characteristics of the disconnector-fuse is given in table 1.

Overall and mounting dimensions of the disconnector-fuse are given in figures 1-3.

RPB — with side offset handle, installed on the end of the drive shaft, designed
to control the disconnector located in the switchgear and controlgear assembly,
and installed on the side surface of the switchgear and controlgear assembly;

RPS — with front offset handle, designed to control the disconnector located in
the switchgear and controlgear assembly and installed on the front surface of the
switchgear and controlgear assembly.

ATTENTION
Fuses of PPNI type (or similar in design) are not included in the package.
Maximum rated current and power loss of the fuse should not exceed
the values specified in IEC 60269-2-1.

Completeness
The delivery set of the disconnector-fuse is given in table 2.

Safety measures
IT IS FORBIDDEN TO
Operate a disconnector-fuse which has mechanical damage to the insulators.
IT IS FORBIDDEN TO
Touch uninsulated live parts of the product and the connected conductors
with your hands during operation of the disconnector-fuse.

Switching on and off the electrical circuit of the disconnector-fuse may only be
performed when no load is present.

All installation and maintenance work should be carried out with the voltage
disconnected.

Installation and operation rules

Installation, connection and commissioning of the device should only be
carried out by qualified electrical personnel who have been instructed in safety, in
compliance with the rules specified in the normative and technical documentation.

The devices should be mounted on a mounting plate or profiles in switchgear
and controlgear assemblies with a degree of protection according to IEC 60529 not
lower than IP30.

Procedure for putting the product into operation:

a) before starting installation work it is necessary to:

— check the compliance of the device version with its purpose;

— de-energize the electrical installation and make sure that it is de-energized,;

b) fix the device at the place of installation using the holes in the product base.
Tightening torque of the fastening element is 0,5 kgf-m;

c) for products with a front offset handle, make holes in the enclosure door
according to figure 2;
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d) mount the control handle of the device. For products with a front offset
handle — fix the handle on the enclosure door using the set of hardware included in
the kit. Check the locking of the switching positions;

e) connect the external conductors (the device allows power supply from any
side), check the continuity of the protective grounding circuit. Connected
conductors should not have a mechanical effect on the device contacts;

f) It is RECOMMENDED to tighten the contact bolted clamps once in 6 months.

Service life and manufacturer's warranties

Warranty period of disconnector-fuse operation — 5 years from the date of
sale, provided that the consumer complies with the rules of installation, operation,
transportation and storage.

The service life is 10 years. At the end of the service life the product should be
disposed of.

Tabnuua 1 — TexHuyeckne aaHHble / Table 1 — Technical data

HanmeHosaHwe napameTpa / Parameter 3HayeHwe ans / Value for

denomination PMC-1M/RPS1P |PC2M/RPS2P | PTIC4T1/RPS-4P
PME-1M/RPBAP |PMB-2M/RPB-2P | Pllo4M/RPB4 P

HomuHanbHoe paboyee 400
HanpsixeHue / Rated operating voltage Ue, V
HomuHanbHoe Hanpsixerue nsonsuum / Rated 660

insulation voltage Ui, V

HommrHanbHoe uMnynbcHoe Hanpsiketne / Rated | 8
impulse voltage Uimp, kV

HommuHanbHbil pabounit Tok / Rated operating 100 250 400
current, le, A, AC-21B

HomuHanbHbIi anuTensHbIi Tok / Rated 100 250 400
uninterrupted current, lu, A

Kateropus npumenenms / Utilization category AC-21B

Pabouuii pexvm / Operating mode MpopomkuTensHbIit / Continuous

HomuHanbHas BKioYakLLas 1 oTkmovalollas 5 5 5

cnocoBHocTs, Luknbl B-O / Rated making and
breaking capacity, ON/OFF cycles

HoMMHanbHbIl YCHIOBHBIA TOK KOPOTKOTO 20 20 30

3amblkaHms / Rated conditional short-circuit current,

(Icc), kA

Tun (rabapur) nnaskoit Bctaskm / Type (size) of MMNHW-33 / PPNI-33 | MMHK-35/PPNI-35 NNHW-37/ PPNI-37
fuse (rab./size 0) (rab./ size 1) (rab./size 2)
Temnepatypa akcnnyatauyu / Operating —45...+40

temperature, °C

OtHocuTenbHas BnaxHocTs / Relative humidity 50 % npu Temnepatype nnioc 40 °C, aonyckaeTcs MCNONb3oBaHMe npy
OTHoCHTENbHON BriaxHocTi 90 % u Temnepartype nntoc 20 °C /50 %
at temperature of plus 40 °C, it is allowed to use at relative humidity

of 90 % and temperature of plus 20 °C
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Tabnuua 1 — TexHuyeckne aaHHble / Table 1 — Technical data

HanmeHosaHve napameTpa / Parameter
denomination

3Hauenwe ana / Value for

PNC-1M/RPS-1P |PNC-2M/RPS-2P | PMNC-4M/RPS-4P
PMB-1M/RPB-1P | PMB-2M/RPB-2P | PMB-4M/RPB-4 P

BeicoTa Hap yposHem Mops / Altitude above sea <2000

level, m

Knumatuyeckoe ucnonHeHue v kateropus YXN3/NF 3

paametlenus no FOCT 15150 / Climatic and

placement category

CreneHb 3arpsi3HeHNs okpyxatoLueit cpepl no 3

[OCT IEC 60947-1/ Degree of environmental

pollution according to IEC 60947-1

Hapa6otka Ha oTkas, 4/ MTBF, h 18000

Macca / Weight, kg 57 56 6.8

MexaHnyeckas U3HOCOCTOMKOCTb, LKIbl B-O / 2500

Mechanical wear-resistance, ON/OFF cycles

CreneHb 3awutel no FOCT 14254 (IEC 60529)/ | IP00

Degree of protection according to IEC 60529

['pynna MexaHW4eckoro UCnonHeHNs M4

no FOCT 17516.1/ Structural design category

Tpam;nopwpua Temnepatypa / Temperature, °C | -45...+40

aHve

Transportation OtHocuTenbHas BraxHoCTb / 50 % npu Temnepatype nnioc 40 °C / 50 % at temperature of plus

Relative humidity 40°C
Yenosus / Conditions B ynakoBke 13rotosuTens MioGbIM BUAOM KPLITOTO TPAHCNOPTa,

NPE/IOXPaHSAIOLLM U3[ENNe OT MEXaHUYECKUX NOBPEXEHH,
3arpssHeHns u nonagatms enarv / In the manufacturer's package by
any type of covered transport protecting the product from mechanical
damage, dirt and moisture ingress

XpaHehue / Temnepatypa / Temperature, °C | -50...+50

Storage

OTHOCUTENbHas BNaKHOCTb /
Relative humidity

50 % npu Temnepatype nnioc 40 °C, fonyckaeTcs XpaHeHue npu
OTHoCHTeNbHON BriaxHocTH 90 % v Temnepartype nntoc 20 °C /50 %
at temperature of plus 40 °C, it is allowed to storage at relative humidity
of 90 % and temperature of plus 20 °C

Yenosusi / Conditions

B ynakoBKe M3roTOBMTENS, B MOMELLEHUSX C €CTECTBEHHOM
BeHTUnALvei Boaayxa / In the manufacturer's package, in rooms with
natural air ventilation

Ytunusauus / Disposal

B cooTBeTCTBUN € 3aKOHOAATENLCTBOM Ha TeppuUTOpUM peanusauun / In
accordance with the legislation in the territory of sale

Tabnuua / Table 2
HanmeHosaHwe / Denomination Konuyectso / Quantity
PasbevHuTenb-npeaoxpaxuTens, wr. / Disconnector-fuse, pes 1
Komnnekt meTu3oB ANs Kpennexus Ha MOHTaXHYI0 NaHenb, Kpennexus 1

PYKOSITKI 1 NPoBOAHMKOB (LnH) / Set of hardware for mounting on the
mounting plate, attachment of the handle and conductors (busbars)

Macnopr, k3. / Passport, copies
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b2

L )
a2
A2 A2 hi
A
L
L1
WcnonHetue / Pa3mepb! / Sizes, mm
Version
A |A1 |A2|a |at |a2 |h1 L |L1 |L2 I |1 (B |B1 |B2 |b1 |d1 |d2 |b2 |b3 |H [h2
PMC-11M/RPS-1P (230 {330 |84 |17 (17 (47 |60 |265 |335|335 (180|100 |365 285|310 (89 |22 |20 |117 {168 |380 (53
PNC-2M/RPS-2P 290 312 22 |35
PMC-4M/RPS-4 P 347|380 30 (44

PucyHok 1 — Paamepbl pasbeanHuteneit-npegoxpanutenen PIIC /
Figure 1 - Sizes of RPS disconnector-fuses

PucyHok 2 — Pasmepbl oTBepcTuil B 060M04Ke A5 YCTaHOBKM
npuBofa NepesHel cMeLLerHoi pykosTkv / Figure 2 — Sizes of the
18 holes in the enclosure for mounting the front offset handle actuator
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VcnonHenve / Paamepei / Sizes, mm
Version A |A1|A2|a [af [a2 |p1 |L L1 (L2 |1 |11 B [B1 [B2 |b1 |d1 |d2 [b2 [b3 |H |h2
PMB-1 M/ RPB-1 P 230 [330 |84 |17 |17 |47 |60 |265 |335 |335 | 180|100 |365 [285 [310 |89 |22 |20 [117 |168 |380 |53
PIB-2 M/ RPB-2 P 290 (312 22 |35
PB-4 1/ RPB-4 P 347 | 380 30 |44

PucyHok 3 — Pasmepbl pasbeanHuTeneit-npegoxpanutenei Prb /
Figure 3 - Sizes of RPB disconnector-fuses

Wapanwue / Version 2
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