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OcHoBHble cBefieHUs 06 usgenum
m mnb3a anomuHreBas A ToBapHoro 3Haka |IEK (nanee — runb3a)
npeaHa3HauyeHa Ansi CoeAyHEHNs NpeaBapuTenbHO 3a4MLLEHHBIX OT
V30MSLMM anioMUHWEBBIX XN NPOBOAOB U kabenein.
nb3a cootetcTByeT TpeboBaHuam FOCT 23469.0.

TexHuyeckue gaHHble

OCHOBHbIE TEXHUYECKME AaHHble N YCINOBUA 3KCNyaTtauynu runb3bl NpuUBeaeHbl
B Tabnuue 1.

['aGapmele n npucoeguHUTErbHbIe pa3Mepbl TMnb3bl NPUBEAEHbI Ha PUCYHKe 1
v B Tabnuue 2.

Mepbi 6esonacHocTH

I'Ipvl MOHTaxe, TeEXHN4eCKOM OGCJ'Iy)KVIBaHVII/I W 3Kcnnyatayun runb3 HEOGXOLI,VIMO
cobnioaatb TpeGoBaHus «MpaBun TEXHNUKM 6E30MNACHOCTM U TEXHUYECKON SKCMITyaTaLmmn
BIEeKTPOYCTaHOBOK I'IOTpeGVITeJ'IeVI».

3ANPELIAETCA
CoepaunHeHne Xun kabenei n NPoBOAOB, HAXOAALWMXCA NoA HanpshkeHuem/
noTeHUMarnom.

CoepavHeH1e Npov3BoAnTL METOL,OM OMNPECCOBKM C UCMONb30BaHEM
COOTBETCTBYHOLLUX MHCTPYMEHTOB (MEeXaHU4Yeckue KneLuu, rmapaBnmyeckue npecchl).

Mpu oBHapy)XeHU HEUCNPaBHOCTU COEANHEHUS (MEXaHUYeckoe noBpexaeHne
Mnb3bl, 06pbIB Gonee 10 % NPOBOLOB Wbl B MECTe COEAMHEHUS C MMIb30M) MNb3y
HeoBX0AVMO 3aMEHUTL Ha HOBYIO C aHANOMYHBIMU XapaKTepUCTUKaMu.

[Mnb3a SBNAETCS 3aKOHYEHHbIM U3AENTUEM U PEMOHTY HE MOATEXWT.

Mpw BbIXOAE U3 CTPOS MUNb3a NOANEXUT YTUIU3ALMUU.

m Basic product data
The GA aluminum connector of the IEK trademark (hereinafter referred to as
the connector) is designed for connecting pre-stripped aluminum conductors
of wires and cables.

Technical data
The main technical data and operating conditions of the connector are provided in
Table 1.
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The overall and connecting dimensions of the connector are shown in Figure 1 and
Table 2.

Safety Measures

During installation, maintenance and operation of the connector, it is necessary to
comply with the «Rules for Occupational Safety and Technical Operation of Consumer
Electrical Installations.».

IT IS FORBIDDEN
Connection of cable and wire conductors under voltage/potential.

Connection should be made by crimping, using appropriate tools (mechanical
crimping pliers, hydraulic presses).

If a connection defect is detected (mechanical damage to the connector, breakage
of more than 10% of the conductor wires at the connection point with the connector), the
connector must be replaced with a new one of similar characteristics.

The connector is a finished product and is not subject to repair. In case of failure the
connector must be disposed of.

Tabnuua 1 — TexHuyeckme aaHHble / Table 1 — Technical data

HanverosaHue nokasatens / Parameter denomination BHavyenme / Value

Pabouee HanpsikeHue, kB / Operating voltage, kV flo/Upto 10

Temnepatypa akcnnyatauuu / Operating temperature, °C Ot muHyc 60 o nntoc 80 / From minus 60 to plus 80
KomnnextHocTb, wr. / Completeness of set, pcs Wapenue — cornacto Tabnuue 2; /

Product — according to table 2
[Macnopt — 1 3k3. Ha rpynnoBYIo0 yNakoBKy
| Passport — 1 copy per group package

TpaHcnopTiposanme, / Transportation, °C Ot muHyc 60 go nntoc 80 / From minus 60 to plus 80

XpaheHue / Storage, °C Ot muHyc 60 go nntoc 50 1 oTHOCUTENBHON
BnaxHoctin Ao 75 % / From minus 60 to plus
50 and at relative humidity of up to 75%

Ytunusauus / Disposal [Mo TpeGoBaHusM 3akoHoaaTenbCTBa
cTpaH peanuaauwn / In accordance with the
legislation the territory of countries of sale

TapaHTHitHbIN CPOK (CO AHS Mpopaxu), net* 6

Warranty period (from the data of sale), years*

Cpok cnyx6bl, net, He meHee / Service life, years, at least 30

PemoHTonpuroaHocTs / Repairability HepemonTonpuroaHblit / Non-repairable

* ['apaHTus coxpaHsieTcs npu cobmnioaeHUN nokynaTenem npasun SKCnyaTalyi, TPAHCNOPTUPOBAHMS 1 XpaHeHNs. |
The warranty remains valid if the buyer observes the rules of operation, transportation and storage
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PucyHok 1 - Twnb3a A/ Figure 1 — GA connector

Tabnuua 2 — MabapuTHbIE 1 NPUCOEANHUTENBHBIE Pa3Mepbl MIb3bl /
Table 2 — Overall and connecting dimensions of the connector

Ne nn | HanmeHoBaHme CeueHue xun npoBoaoB Pa3avepb! (vm) / | KonuyecTso B rpynnosoit
/ Denomination 1 kabeneit, mm? / Cross section | Dimensions (mm) | ynakoske, wrt. / Quantity
of wires and cables, mm? per group package
L |d d1

1 rA16-5,4 16 60 [10 |54 |100

2 TA 25-7 25 63 (12 |7 100

3 A 35-8 35 7 [14 |8 100

4 TA50-9 50 7 (16 |9 100

5 TA70-12 70 80 (18 |12 |50

6 TA 95-13 95 85 (20 |13 |25

7 rA120-14 120 100 |22 |14 |25

8 A 150-17 150 100 |24 |17 |25

9 A 185-19 185 100 |26 |19 |25

10 | FA240-20 240 110 |28 |20 |10
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