GENERICA

3AXXUM KOHTAKTHbI BUHTOBOU
TUMNA 3BU

KpaTkoe pyKOBOACTBO MO 3KCr/lyaTaumm
UzZV.G.001.1

m 3aXuM KOHTaKTHbIN BUHTOBOW Tna 3BW ToBapHoro 3Haka GENERICA
(manee 3axu1m) NpeaHasHayYeH Ans aNeKTPUYeCcKoro 1 MexaHN4Yeckoro
COeVHEHUs1 OOHOXMINbHbBIX Y NPeABapUTENbLHO NOArOTOBIEHHbIX

MHOFOXWIbHBIX MeHbIX NPOBOAHMKOB, cedeHnem ot 1,0 oo 35 Mm? B Lensx

nepeMeHHOro 1 NOCTOSIHHOTO TOKa.

3aXMMbl COOTBETCTBYIOT TPEGOBAHNAM TEXHUYECKOTO pernameHTa

TP TC 004/2011.

Mpn MOHTaxe, TeXHNYeCckoM 0B6CMYXMBaHUM M JKCTNyaTaLuum 3axuMa

Heobxoaumo cobniogate TpeboBaHus «MpaBun TexHUku GesonacHocTH

1 TEXHUYECKOW JKCMIyaTaLum 3MeKTPOYCTaHOBOK NOTpebuTeneiy.

MoHTax NpoBOAHMKOB crieayeT nponsBoanTb B cooTBeTcTBUM ¢ FTOCT 10434,
3ANPELWIAETCA
AkcnnyaTupoBaThb 3aXXUM, MMEKLLMI MeXaHUYecKue NoBpexaeHUs Koprnyca.

Mpoun3BoAUTb MOHTaX (AEMOHTaX) CoeANHEHWU NPOBOAHUKOB, HAXOAALMNXCA

noa HanpsXkeHueMm.

m Screw terminal ZVI type of GENERICA trademark (hereinafter —
terminal) is intended for electrical and mechanical connection of solid
and pre-prepared stranded copper conductors with a cross section from

1,0 to 35 mm? in AC and DC electrical networks.

During installation and operation of the connector, follow the regulations set
out in the "Safety Requirements for Operation of Load-Side Electrical Installations".
IT IS FORBIDDEN TO
Use terminals that has mechanical damage of the casing.

Mounting (dismantling) connections of live conductors.
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Tabnuua / Table 1 — TexHuyeckune ganHble / Technical data

TunoucnonHeHue / | Cevene Ponyctumbiin | M Hol oe | Hanp LigeT / Color
Version ToAKNIo4aEMbIX AMUATENbHbIA | KDYTSLLMIA MOMEHT | HAMPsIKEHMe, | MO M30MALMM,
MpOBOAHMKOB, MM? [ | ToK, A/ Ha BUHTOBOM Ue,B/Rated |Ui,B/
Cross-section of Permissible | saxume, H'm / voltage, Ue, V| Insulation
the connected continuous | Screw terminal voltage,
conductors, mm? current, A torque, N'm, max Ui, v
3BK-3/2VI-3 1,0-2,5 3 0,6 450 3000 Mpo3payHbli /
BASIZVI5 | 154 5 Transparent
3BK-10/2ZVI-10  |2,5-6 10 17
3BW-15/2VI-15  |4-10 15 2
3BM-20/2ZVI-20  [4-10 20
3BK-30/2ZVI-30 [6-16 30 25
3BW-60/ZVI-60 [6-16 60
3BK-80/ZVI-80 |10-25 80 3
3BK-100/ZVI-100 | 10-25 100
3BW-150 / ZVI-150 | 16-35 150 4

Tabnuua / Table 2 — TexHuyeckune gaHHble / Technical data

HavumeHoBakve nokasatens / Parameter denomination

3Hauenue / Value

Knacc 3awyTbl OT NOpaxXeHus 3neKTPUYECKM TOKOM 0
no FOCT P 58698 (IEC 61140) / Protection class against
electric shock IEC 61140
P20

Ipynna mexaHuyeckoro ucnonHexus no FOCT 17516.1 M3

o 85

S s250c +15]C

hr} 25 98 %8y 78 %,

Conpotuenenue usonsiuun, MOwm, He meee / Insulation resistance, |5

MOhm, not less

KomnnekrHocTs / Completeness of set

Baxum — 10 wr. (Ha rpynnosyto ynakosky) / Terminal —
10 pcs. (for group 1 )

PemonTonpurogHocTs / Repairability

HepemoHTonpurogHb / Non-repairable

Matepuan TokoBeayLux Yacteit / Current-carrying parts material

NlatyHb / Brass

°Cy £50
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MpopomkeHune Tabnuubl / Continuation of the table 2

Havumerosanve nokasatens / Parameter denomination 3Havenue / Value
o 50
- C= s250c +15]C
2 =45 98 %66 75 %0‘
Ytunusaums / Disposal B cooTBeTCTBUN C TpeBoBaHMsIMI 3aKOHOAATENbCTBA

Ha TeppuTopum peanusauym / In accordance with the
requirements of the legislation in the territory of sale
Cpok cryx6bl, neT, He Metee / Service life, years, not less 5

[apaHTusi (co Axst npopaxu), net / Warranty (from the date of sale), |1
years

::f B 2C
Aptukyn / Order code abaputhble pasmepsl, MM / Overall dimensions, mm

C L w H A B
UZV10-003-D25-K01-10-G 3 91,3 15,6 128 5,35 77
UZV10-005-004-K01-10-G 32 108 154 12,6 535 93
UZV10-010-006-K01-10-G 4 1286 19,7 147 7,05 11
UzVv10-015-010-K01-10-G 42 1275 211 17 8,8 1"
UzV10-020-010-K01-10-G 44 134 22 17 88 1,35
UZV10-030-016-K01-10-G 47 165 238 183 98 14
UZV10-060-010-K01-10-G 63 189,5 30,6 243 127 16,2
UZV10-080-025-K01-10-G 74 202 36,8 28,5 144 16,9
UZV10-100-025-K01-10-G 75 230 39 326 157 19,6
UzV10-150-035-K01-10-G 89 255 43,6 353 19,3 214

PucyHok 1 - labaputHble paamepsl / Figure 1 - Overall dimensions

W3panwne / Version 2



