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KINMCA C ®UKCATOPOM ANA MAOKUX TPYB

KpaTKoe PYKOBOACTBO NO 3KCnnyaTauuun

m OCHOBHble CBeASHUS 06 n3aenuu

Knunca ¢ dukcatopom onsa rnagkmx Tpyo ToBapHoro 3Haka IEK
(oanee — knunca) NnpegHasHadeHa ans pukcaunm n yaepxaHms
rnagkux Tpy6 npu opraHnaaumm kabenbHol Tpacchl.
Knunca npegHasHayeHa ans yCTaHOBKM BHYTPU XWIbIX, OOLLLECTBEHHBIX,
NPOM3BOACTBEHHBIX Y MOACOBHBIX MOMELLEHWI Ha BEPTUKANbHBIX 1
rOPU30HTaSIbHBIX MOBEPXHOCTSAX N3 HErOPKOUYMX MaTepManos Nboro Tuna.

TexHuyeckune paHHble
OCHOBHbIE TEXHUYECKME AaHHbIE KIWUMCbl NPUBEAEHbI B Tabnumue 1.
KnaccudukaumoHHblii ko knuncbl B cootBeTcTBum ¢ FOCT P MOK 61386.25
npueBengeH B Tabnuue 2.
FabapuTHbIE 1 YCTAHOBOYHbIE Pa3Mepbl KIUMChI NPVBEAEHbI HA PUCYHKeE 1
1 B Tabnuue 3.

KomnnekTtHocTb
B KoMnnekT noctaBku BXOOAT KJIUNCbI B yNakoBKe. KonnyectBo knmnc
B ynakoBke npuseaeHo B Tabnuue 3.

MepbI 6e3onacHocTy

Bce paboTbl MO MOHTaXYy KSIMMChI AO/MKHbI TPOV3BOANTLCS CreLMaibHO
06Yy4eHHbIM NepcoHanom ¢ cobniogeHem TpeboBaHWiA OxpaHbl TPyAa.

Mpun 06HapPY>XEHUM HEUCTIPABHOCTU MO UCTEYEHNMN FrAPaHTUAHOMO CPOKa,
KNMCY YTUAN3NPOBaTh.

Mo ncTeyeHnn cpoka cny>xGbl KAMMCY YyTUAN3NPOBATb.

I'IpaBuna MOHTaXa

MoHTaX [O/MKEH OCYLLECTBAATLCS NPU TemnepaType oT MuHyc 5 °C go nnoc
50 °C.

Mopsimok MoHTaxa:

— OCYLLECTBUTb Pa3MeTKy KabeslbHOl TPacChl B COOTBETCTBUN C MPOEKTOM
paboT. KonnyecTtBo knvnc Ha 1 meTp Tpybbl onpeaensieTcs NpoekToMm padoT;

— B 3aBWCMMOCTM OT TUMNa Matepuana MOHTaXHOW NOBEPXHOCTU 3aKpenuTb
KIUMNCY OAHUM U3 NEPEYNCIeHHbIX HMXe CNocoboB:

a) C MOMOLLbIO CaMOHapPEe3aloLLEro BUHTA AuaMeTpoMm 3,5 MM nnu
C MOMOLLBIO caMoHapesatoLwero BuHTa 3,5 MM 1 arobenst. MoOMeHT 3aTsKu
BuHTa: (0,5+0,1) H-M (ansa knunc d=14-18 mm, d=20-25 MM, d=26-32 mm);

6) C NOMOLLbIO CaMOHape3atoLWwero BUHTa AnaMeTpom 4,2 Mm Unmn
C NOMOLLbIO CaMoHapesatoLero BUHTa 4,2 MM 1 aiobens. MoMeHT 3aTsxku
BuHTa: (1£0,1) H-M (ana knuncel d=35-42 mm);
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— YCTaHOBUTb TPYOY B K/IMMNCY U HAXaTUeM Ha Tpyby 3adpukcupoBaTb 3aMokK
KJIMNCB.

“ Basic product data

A clip with retainer for plain conduits of the IEK trademark
(hereinafter referred to as “clip”) is designed to fix and hold plain
conduits when laying a cable runway.
The clip is designed for installation inside residential, public, industrial and
utility rooms on vertical and horizontal surfaces made of non-combustible
materials of any type.

Technical data

Main technical data of the clip are given in table 1.

The classification code of the clip in accordance with IEC 61386.25 is given
in table 2.

The overall and installation dimensions of the clip are shown in figure 1 and in
table 3.

Completeness of set
Delivery set consists of clips in package. The number of clips in the package
is presented in table 3.

Safety measures

All works on the installation of the clip must be carried out by specially
trained personnel in compliance with labor protection requirements.

If malfunctions are detected at the end of the warranty period, dispose of the
clip.

At the end of its service life, dispose of the clip.

Installation rules

The installation must be carried out at a temperature from minus 5 °C to plus
50 °C.

Installation procedure

— perform the marking of the cable runway in accordance with the work
project. The number of clips per 1 meter of conduit is determined by the work
project;

— depending on the type of mounting surface material, secure the clip using
one of the following methods:

a) a self-tapping screw of 3.5 mm diameter or using a self-tapping screw of
3.5 mm and a dowel. Screw tightening torque: (0.5+0.1) N-m (for clips
d=14-18 mm, d=20-25 mm, d=26-32 mm);

b) a self-tapping screw of 4.2 mm diameter or using a self-tapping screw of
4.2 mm and a dowel. Screw tightening torque: (1£0.1) N-m (for clip d=35-42 mm).

— install the conduit into the clip and press the conduit to lock the clip lock.
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Tabnuua / Table 1

HanmeroBaHve nokasatens / Parameter denomination

Bnavenme / Value

Martepwan / Material

Heiinon / Nylon

Liget / Color

Benblit, yepHblit, cepbii / White, back, grey

Ycnosus akennyatauum /
Operating conditions

TemnepaTypa okpyxatoLLei
cpesibl / Ambient temperature

Ot muHyc 40 °C po nntoc 80 °C / From minus 40 °C
to plus 80 °C

OTHoCUTENbHAs BNAXHOCTb /
Relative air humidity

75 % npu Temnepartype noc 15°C/75% ata
temperature of plus 15 °C

XapakTepucTukm
OKpyxatoLLelt cpebl /
Environmental characteristics

He copepaluas arpeccuBHbIX rasos v napos,
paspyLuatoLx nonumepHble Matepuans! / Does not
contain aggressive gases and vapors that destroy
polymer materials

TpaHcnopTupoBaHve /
Transportation

Temnepartypa / Temperature

Ot muryc 20 °C ao nntoc 50 °C / From minus 20 °C to
plus 50 °C

OTHocUTENbHas BNAXHOCTb /
Relative air humidity

75 % npvn Temnepartype nntoc 27 °C/ 75 % at
a temperature of plus 27 °C

Ycnosus / Conditions

B ynakoBke 13rotoBiTens niobbIM BIUAOM KpbITOro
TpaHcnopTa, obecneunBaloLLMM NpeoXpaHeHe
yNakoBaHHbIX U3EMNit OT MEXaHU4ECKVX NOBPEXAEHNN,
3arpsisHeHns 1 nonaaanus enarv / By any type of
covered transport in the manufacturer's package ensuring
protection of packaged products from mechanical
damage, dirt and moisture ingress

XpaHeHue / Storage Temnepatypa / Temperature

Ot muryc 20 °C go nntoc 50 °C / From minus 20 °C to
plus 50 °C

Ycnosus / Conditions

Heotannusaembie xpanunuuwa / Unheated storage
facilities

OTHocUTenbHas BNXHOCTb /
Relative air humidity

75 % npu Temnepartype nntoc 27 °C; fonyckaetcs
OTHOCUTENbHAs BNaXHOCTb 0 98 % npu TemnepaType
nnioc 35 °C (monyckaeTcs xpaHenue nof Hasecamm) /
75 % at a temperature of plus 27 °C; relative humidity up
to 98 % is admissible at a temperature of plus 35 °C
(storage under canopies is allowed)

PemonTonpuroaHocTs / Repairability

HepewmonTonpurogHsle / Non-repairable

Ytunusaums / Disposal

[ins yTunusaLyuv nepeaaTth B OpraHu3aLyy,
3aHUMatoLLYWecs BTOpUYHOI nepepaboTkoii / Disposal
must be entrusted to a competent recycling organization

[apaHTHitHbIi cpok akcnnyaTaumu, net* / Warranty period
of operation, years*

Cpok cnyx6bl, net / Service life, years

25

*Mpu ycnoeum cobnioaeHns noTpebutenem npasun aKkCnyaTaLmy, TpaHCNOPTUPOBaHNS 1 xpaHeHus / Provided that
the consumer complies with the rules of operation, transportation and storage.
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Tabnuua 2 — KnaccndukaumoHHbii kop, aepxatens / Table 2 — Classification

code of the holder

HaumeHoBaHve nokasarens 1 HoMep NyHkTa 3HaueHue xapakTepucTukm / Kop / Code

no FOCT P M3K 61386.25 / Indicator denomination Value of the characteristic

and item number according to IEC 61386.25

ConpoTuBneHue nonepeyHoi Harpyske / CpepHsist nonepeyHas Harpyska / Medium 3

Resistance to lateral load (6.1.101) lateral load

ConpotueneHue yaapy / Resistance to impact (6.1.2) CpenHss cuna yaapa / Medium impact 3
strength

HwxHuit ananasoH Temnepartypsl / Lower temperature | Mutyc / Minus 40 °C 5

range (6.2.1)

BepxHuit ananason Temnepatypbl / Upper temperature | Mnioc / Plus 80 °C 2

range (6.2.2)

KoppoavoHHas cToikocTb / Bbicokasi cTeneHb 3alLyTbl BRYTPU 1 4

Resistance against corrosion (6.4.3) cHapyxu / High protection inside and outside

ConpoTuBneH1e pacnpocTpaHeHIIo roperust / Pacnpoctpatsiowme ropenve / Flame 2

Resistance to flame propagation (6.5) propagating

ConpoTueneHns oceBoit Harpyake / Resistance to axial | He 3asienexo / None declared 0

load (6.1.102)

—
&

PucyHok / Figure 1
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Tabnuvua / Table 3

HanmeHosaHwe / Denomination Paamepbl, MM / Dimention, mm Macca, r /| Konuyectso B
Weight, g | ynakoske, . /
H L B d k n Quantity in

package, pcs

Knunca ¢ dmkcatopom ans rnagkux | 34,9 (23,5 (206 |14-18 |7,7 37 53 40

Tpy6 d=14-18mm / Clip with retainer

for plain conduits of d = 14-18mm

Knunca ¢ cmkcatopom ans rmagkux (44,4 1286 | 194 |20-25 75 24

Tpy6 d=20-25mm / Clip with retainer

for plain conduits of d = 20-25 mm

Knunca ¢ dmkcatopom ans rmagkvx | 51,7 1355 195 |26-32 10 18

Tpy6 d=26-32mm / Clip with retainer

for plain conduits of d = 26-32 mm

Knunca ¢ comkcatopom ans rmagkux | 64,5 (448 (21,8 |3542 |83 43 14,8 12

Tpy6 d=35-42mm / Clip with retainer

for plain conduits of d = 35-42 mm

M3paHwne / Version 2
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