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BBO/J KABEJIbHbI MEMBPAHHbIWN IP65

KpaTkoe pyKkoBOACTBO MO 3KCnlyaTaLum

K

OcHoBHble cBeaieHUs 06 uspgenuu

BBoga kabenbHbli MembpaHHbin 37 oTB. d=3-40mm IP65 cepum TITAN ToBapHoro 3Haka IEK

(nanee — kabenbHbIV BBOA) NpeAHa3Ha4YeH Ans 3aluThbl WUTOB U MOHTaXHbIX KOPOBOK OT
NPOHUKHOBEHUA MbINTN N Blar B MecCTax BBOAa 3J1IEKTPUHECKMX NPOBOAOB U kabenen un 3aLluTbl NPOBOAHUKOB
OT MEXaHU4ECKVX NOBPEXAEHWIA.

TexHUYeckue AaHHble

OcCHOBHbIEe TEXHUYECKME AaHHble kabenbHOro BBoAa NpuBeaeHs! B Tabnuue 1.

Pasmepbl 0TBEpCTUS AN YCTaHOBKM kabenbHOro BBOAA NPUBEAEHbB! HA PUCYHKe 1.

Pa3mepbl kabenbHOro BBoAa NpuBeaAeHbl Ha pUCyHke 2 1 B Tabnuue 2.

YcnoBus akcniyataummn: TemnepaTypa okpyatoLen cpeabl ot MuHyc 40 °C go nntoc 60 °C, He cogepallen
XMMUYECKN aKTUBHbIX BELLECTB, pa3pyLUaoLmx NonMmepHble MaTepuarnsbl.

KabenbHbI BBOA, HE PEMOHTOMNPUIOAEH.

KoMnnekTHocTb
B KoMnnekT noctaBku kabernbHOro BBOAa BXOAMUT:
— kabenbHbIi BBOA — 1 LWT.

Mepbl 6e30nacHocTH

PaboTbl N0 MOHTaXy kabenbHOro BBOAA AOIKHbLI MPOU3BOANTLCS B 06ECTOYEHHOM COCTOSIHWM
arnekTpoceTy ¢ cobnogeHrem TpeboBaHNi HOPMATUBHO-TEXHUYECKON AOKYMEHTaLUMK B 06nacTu
3MEKTPOTEXHUKN.

Mpy 0BHapyXeHUM HeUCNPaBHOCTW He3aMea IMTENBHO NPEKPaTUTL SKCMyaTaLuio kabensbHoro BBoaa.

Mpy 0BHapyXeHUM HencnpaBHOCTM BO BPEMS rapaHTUIMHOMO cpoka HeoBXoaMMOo 06paTuTbes
B opraHu3auuio, rae 6bino npuobpeTeHo u3aenue, Uv B NpeacTaBuUTENbLCTBO.

Mpy 06HapyXeHUM HencnpPaBHOCTM NMOCHE rapaHTUIMHOMO Cpoka HEOBXOAVIMO NPOV3BECTU 3aMEHY Ha
NoA06HbIN KabenbHbIM BBOL C TEMU XKE UMK YIYyYLIEHHbIMU XapaKTepUcTUKamm.

TpaHcnopTUpoBaHUe U XpaHEeHue

TpaHcnopTpoBaHue kabenbHOro BBoAa AOMNyCKaeTCsl B YNaKoBKE U3roTOBUTENS M0GbIM BUAOM KPbITOrO
TpaHcnopTa, B COOTBETCTBUU C NpaBuIiamMu, ENCTBYIOLWMMY Ha JaHHOM BUZE TpaHcnopTa.

TpaHcnopTupoBaHue kabernbHoOro BBoAa AOMKHO OCYLLECTBATLCSA Npy Temnepatype oT muHyc 20 °C o
nntoc 40 °C.

XpaHeHve kabenbHOro BBoAa AOMKHO OCYLLECTBIATLCS B YNakOBKE U3rOTOBUTENS B MOMELLEHUSAX Npuy
Temnepatype ot 0 °C go nntoc 30 °C.

Mpu TpaHCNOPTUPOBaHUM 1 XPaHEHUN YNakoBaHHbIe N3AENUst JOMKHbI OblTb YOXEHbI HA AepeBsSHHbIE
NMOAAOHBI UMK CyXMe 1 POBHbIE MOBEepXHOCTY. [MonaaaHue noj Wwrabenb NOCTOPOHHWUX NPEAMETOB, BOAbI
1 rOproYe-CMasouHbIX MaTepuarnoB He 4OoMnyCcKaeTcs.

CeeneHus 06 yTunusaumm
Mocne BbIBOAA U3 BKCMIyaTaLMN KaBemnbHbIM BBOA YTUIU3MPOBATD.

Cpok cny>6bl U rapaHTUU U3roToBUTENA

[apaHTUiiHbI CPOK aKkcnnyaTauum — 5 neT ¢ Aatel Npoaaxuy npy ycrnosuu cobnogeHns notpebutenem
npasun TPAHCNOPTUPOBAHUS, XPAaHEHUS U AKCNyaTauuu.

Cpok cnyx6bl — 15 ner.
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Basic product data

The IP65 membrane cable entry, 37 holes, d=3-40mm, of the TITAN series by IEK (hereinafter

referred to as the cable entry) is designed to protect distribution boards and junction boxes
from dust and moisture ingress at the points where electrical wires and cables are inserted and to protect
conductors from mechanical damage.

Technical Data

The main technical data of the cable entry are provided in Table 1.

The dimensions of the hole for installing the cable entry are shown in Figure 1.

The dimensions of the cable entry are shown in Figure 2 and in Table 2.

Operating conditions: ambient temperature from minus 40 °C to plus 60 °C, not containing chemically
active substances that destroy polymer materials.

The cable entry is non-repairable.

Completeness
The delivery set of the cable entry includes:
— cable entry — 1 piece

Safety Measures

Installation of the cable entry must be carried out in a de-energized state of the network in compliance
with the requirements of normative and technical documentation in the field of electrical engineering.

If a defect is detected, immediately stop using the cable entry.

If a defect is detected during the warranty period, contact the organization where the product was
purchased or the representative office.

If a defect is detected after the warranty period expiration, replace it with a similar cable entry with the
same or improved characteristics.

Transportation and Storage

The transportation of the cable entry is allowed in the manufacturer’s packaging by any type of covered
transport, in accordance with the rules applicable to this type of transport.

Transportation of the cable entry should be carried out at a temperature from minus 20 °C to plus 40 °C.

Storage of the cable entry should be carried out in the manufacturer’s packaging in premises at a
temperature from 0 °C to plus 30 °C.

During transportation and storage, packaged products should be placed on wooden pallets or dry and flat
surfaces. The ingress of foreign objects, water and lubricants under the stack is not allowed.

Disposal Information
After decommissioning the cable entry should be disposed of.

Service Life and Manufacturer’'s Warranty

The warranty period of operation is 5 years from the date of sale provided that the consumer complies
with the rules of transportation, storage and operation.

The service life is 15 years.

Tabnuua / Table 1

HanverosaHve nokasatens / Parameter denomination 3HaueHve / Value

Liset / Color RAL 7035

Matepuan apmatypsl / Material of the fitting MonunponuneH / Polypropylene
Marepuan membpatbl / Material of the membrane Tepmoanactonnact / thermo-elastoplast
Crenenb 3awuTsl no FOCT 14254 (IEC 60529) / Degree of protection according to I[EC 60529 IP65*

*B paboyem NnonoxeHun Ha LuTe Unn MOHTaxHoIA kopobike / In working position on a distribution board or junction box
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PucyHok / Figure 1

Tabnuua / Table 2

R10

HaumeHoBaue / [lnana3oH [uameTpoB ycTaHaBnMBaeMblix npoBoaHMKkoB, MM / Range of diameters of conductors to be Macca, kr /

Denomination installed, mm Mass, kg
D1 D2 D3 D4 D5

KabenbHbli BBOA / Ot 3 po 5 Bkmioy. /| OT 8 go 12 Brntoy. /| OT 10 o 16 Bkntoy./ | OT 14 o 22 kntoy. /| OT 25 o 40 skntoy. / | 0,116

Cable entry From3to5incl. |From8to12incl. |From 10to 16incl. | From 14 to 22 incl. From 25 to 40 incl.
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PucyHok / Figure 2
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